





HOW DO YOU
DEFINE PERFORMANCE?

At Patcraft, we believe that flooring is the foundation of the
built environment. That's why we define performance by
more than how our products withstand the physical demands
of an environment, but also how they support human
performance, including productivity, health and wellness.

Taking inspiration from the market, we look at what
performance means to our customers and the people who
stand upon our products. We provide flooring solutions

that enhance our world and support daily activities so that
teachers and students, nurses and doctors, patients and
caregivers, leaders and citizens, innovators and trailblazers
can pursue their objectives effectively and as comfortably as
possible. More than a surface, flooring is the canvas upon
which we move, strive, create, dream and perform.

A SMARTER, STRONGER FOUNDATION
FOR EVERY INSPIRATION

We are constantly innovating our products and solutions

to improve how flooring performs for those who use it. For
more than 70 years, we've been aggressively advancing
research and development to provide high performance
carpet tile, broadloom and resilient flooring that looks great
in the toughest environments.

TRANSFORMING PERFORMANCE

What we put into our flooring reflects what we believe

you should get out of it. More room for imagination.
Tireless innovation. A smarter stronger foundation for every
inspiration. Transform performance everyday, with Patcraft.
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MIX T
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CONVYERGE

MIXED MATERIALS™ - DESIGN PLATFORM

Building on the success of Mixed Materials, we are expanding it into a new platform of products that
leverage the benefits of the original collection with new design possibilities.

MIX MATERIALS CONVERGE™

PERSPECTIVE IS MORE THAN WHAT YOU SEE, IT IS HOW YOU SEE IT

Envision: Limitless variation. Smooth transition. Fearless transformation. At the intersection of human
object and idea lies the foundation of great design.

The collection was created to be versatile, expressive and uniquely effortless. Individually, the pattern
CUBE & COLOUR, is enhanced as each shape creates its own distinct visual. Used together, the
pattern takes on an entirely new visual. Create a floor that is effortless or expressive with mixed Materials
Converge.

EXPLORE SHAPES, PATTERN, COLOR AND TEXTURE TO SEE HOW EVERYTHING CONNECTS.

/
S/

A system of coordinating products that allow you to use the floor as a canvas to explore shapes, patterns,
textures and color.

TN
/ Cube & Colour carpet products are available in 3 shapes: 24" square, facet and 12" x 48" plank
/ ; «, and features two resilient products, Wood Planx & Metallix Cube & Colour Tile Sizes
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Mixed Materials Collection 10426 CUBE & COLOUR 24" x 24" - 10427 12" x 48" - 10428 FACET TILE




Mixed Materials Collection 10426 CUBE & COLOUR 24" x 24" - 10427 12" x 48" - 10428 FACET TILE

00100 00120 00180 00250

Ginger Caraway Clove Lemon

00300 00390 00410 00500

Pear Cardamon Blueberry Cinnamon

00520 00650 00800 00850

Star Anise Tangerine Grape Cherry
Product Specifications Performance Specifications
Fiber Solution Q® Extreme Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10/39 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of
Average Density 8165/ 12.52 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
Insta"ation Monolithic Brick 1/4 Tumn Ashlar Random Invteracti'v.e'P.a't‘th'irlgl‘ Herringbone Ashlar P;gréarcntiir\]lg Mitre Monolithic ~ Parquet Random Ashlar Herringbone ~ Monolithic  Stagger
] S () [ B R gh RN NSINEARGN il 1
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Need a sample? Call - 800.241.4014 - patcraft.com
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Mixed Materials Collection 1314V METALLIX 12" x 24" - 1315V FACET TILE - 1337V 9" x 36"




Mixed Materials Collection 1314V METALLIX 12" x 24" - 1315V FACET TILE - 1337V 9" x 36" R

00100 00200 00220 00380 00400
Alloy Yellow Oxide Sulfur Oxide Slate Teal Alkaline Blue
00450 00530 00570 00590 00650
Steel Blue Aluminum Pewter Tungstan Molton Orange
00750 00760 00780 00860 00980
Bronze Aged Brass Titanium Anodized Red Ultra Violet
GSA Contract
Facet Tile
#GS-03F-049AA
Product Specifications Performance Specifications
Construction LVT Commercial Traffic Class Heavy
Wear Layer 40 mil Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer Thickness .039” (1 mm) Static Load/ASTM F 970 750 psi (Ibs/sg.on.), <0.005 in.
Overall Thickness 197" (5 mm) Residual Indentation/ASTM 1914 Passes <8%
Finish UV Urethane Flexibility/ASTM F 137 Passes, 6 mm mandrel
Installation Glue Down or Loose Lay* Dimensional Stability/ASTM F 2199 <0.02"/ft., Passes
Recommended Adhesive Patcraft MM800 Resistance to Heat/ASTM F 1514 Passes
Tile Size 12" x 24"/ Facet 12" x 32.5" / 9" x 36" Resistance to Light/ASTM F1515 Passes
Pieces/Box 12/ Facet 24 (12 left-12 right) Resistance to Chemicals/ASTM 925 Passes
Sq. Ft./Box 23.7/34/27 Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Weight (Lb./Box) 32/ Facet 45/ 36.37 Smoke Denisty/ASTM E662 <450
Weight (Lb./Sq. Ft) 1.35/Facet1.32/1.35 [IC Sound Rating/ASTM E492 71dB when tested over 6” concrete w/ drop ceiling

STC Sound Rating/ASTM E90 67 dB when tested over 6” concrete w/ drop ceiling

Monolithic Brick 1/4 Tum Ashlar Random Interactive Patterning Herringbone *Mixed Materials resilient when inset into a carpet tile installation using LokDots may be installed
Y XOO OO . . . . . .
T T ‘__:__> T —> T —~ o @ oo elogene: — E| without adhesive using a loose-lay method. In areas of high traffice/rollin loads, a full spread

t L= e ey f MMB800 is required with resilient
T T <__><__> s T T T T ¢ T ::E:E:E’:::I.._..-‘ ILT— 0 IS requirea witn resilient.

Installation Ashlar Iné[ergrcntiir\]/e Mitre Monolithic ~ Parquet Random Ashlar Herringbone ~ Monolithic Stagger By
O s (N ok oRy Ak == el T
A T O DA I = U
s T H cradletocradle
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Mixed Materials Collection 1316V WOOD PLANX FACET - 1336V 9" x 36"




Mixed Materials Collection 1316V WOOD PLANX FACET - 1336V 9" x 36"

00120 00140 00160 00250
Spalted Maple Sand Oak Hazel Oak Blonde Cherry
00520 00540 00550 00560
Weathered Driftwood Aged Maple Black Cherry Smoked Oak
00580 00740 00770 00790
Charred Oak Spiced Maple Toasted Cherry Dark Cherry

GSA Contract
#GS-03F-049AA

Product Specifications Performance Specifications

Construction LVT Commercial Traffic Class Heavy
Wear Layer 40 mil Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer Thickness .039 (1 mm) Static Load/ASTM F 970 750 psi (Ibs/sg.on.), <0.005 in.
Overall Thickness 197 (5 mm) Residual Indentation/ASTM 1914 Passes <8%
Finish UV Urethane Flexibility/ASTM F 137 Passes, 6 mm mandrel
Installation Glue Down or Loose Lay* Dimensional Stability/ASTM F 2199 <0.02"/ft., Passes
Recommended Adhesive Patcraft MM800 Resistance to Heat/ASTM F 1514 Passes
Tile Size 12" x32.5" /9" x 36" Resistance to Light/ASTM F1515 Passes
Pieces/Box 2412 left / 12 right /12 Resistance to Chemicals/ASTM 925 Passes
Sq. Ft./Box 34/27 Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Weight (Lb./Box) 45/ 36.37 Smoke Denisty/ASTM E662 <450
Weight (Lb./Sq. Ft) 1.32/1.35 IIC Sound Rating/ASTM E492 71dB when tested over 6” concrete w/ drop ceiling
STC Sound Rating/ASTM E90 67 dB when tested over 6” concrete w/ drop ceiling
*Mixed Materials resilient when inset into a carpet tile installation using LokDots may be installed
without adhesive using a loose-lay method. In areas of high traffice/rollin loads, a full spread
- Ashlar Interactive Mitre  Monolithic  Parquet Random Ashlar Brick Herringbone ~ Monolithic  Stagger of MMS800 is required with resilient.
s A A R A AR R iy |
2o - B RVREZREAZA il D
cradletocradle
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Mixed Materials Collection 10371 FABRIX FACET

best of

NeoCon

2014

Gold Award

contract



Mixed Materials Collection 10371 FABRIX FACET

00100 00150 00350 00355
Linen Canvas Khaki Reed
00450 00475 00500 00510
Denim Indigo Sharkskin Felt
00590 00730 00760 00820
Pinstripe Buckskin Barkcloth Calico

Product Specifications

Facet Tile

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/ 47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 21 0z./ 712 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10/39 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

3/32" Low - 6/32" High
2.38mm - 4.76mm

6462 / 10.92 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Ashlar Interactive Mitre Monolithic ~ Parquet Random

X
2
Need a sample? Call - 800.241.4014 - patcraft.com 011

Installation

™
‘ CERTIFIED '

These products contain no chemicals

§§ on the Red List and complies with the cradietocradie
Living Building Challenge Materials

Petal requirements.



Mixed Materials Collection 10373 GEOMETRIX FACET

¥

best of

NeoCon

2014

Gold Award

contract



Mixed Materials Collection 10373 GEOMETRIX FACET

00100 00150 00350 00355
Linen Canvas Khaki Reed
00450 00475 00500 00510
Denim Indigo Sharkskin Felt
00590 00730 00760 00820
Pinstripe Buckskin Barkcloth Calico

Product Specifications

Facet Tile

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/ 47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 21 0z./712 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10/39 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment

3/32" Low - 6/32" High
2.38mm - 4.76mm

6462 / 10.92 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
= Ashlar Interactive Mitre Monolithic  Parquet Random
Installation ’ Patterning ; ™
h g%g§ ¢§ ’h ¢§ ’h’§ These products contain no chemicals ca
on the Red List and complies with the cradletocradle
g Living Building Challenge Materials

Petal requirements.

Need a sample? Call - 800.241.4014 - patcraft.com 013



Mixed Materials Collection 10372 OPTIX FACET

Gold Award

contract



00100
Linen

00450
Denim

00590
Pinstripe

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

Ashlar

Installation

§§

Mixed Materials Collection 10372 OPTIX FACET

00150
Canvas

00475
Indigo

00730
Buckskin

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

21 0z. /712 g/m?

10/39 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

6462 / 10.92 kilotex
SSP® Shaw Soil Protection
EcoWorx®Tile

Interactive Mitre
Patterning

=

Monolithic

Parquet

Random

Need a sample? Call - 800.241.4014 - patcraft.com

00350
Khaki

00500
Sharkskin

00760
Barkcloth

00355
Reed

00510
Felt

00820
Calico

Facet Tile

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Mixed Materials Collection 10374 COLOR CHOICE FACET

Gold Award

contract



Mixed Materials Collection 10374 COLOR CHOICE FACET

00101 00103 00104 00122 00150 00210
Pecan Gilded Light Taupe Flax Tobacco Ochre
00302 00309 00320 00335 00350 00407
Herbal Timber Eucalyptus vy Green Apple Brite Blue
00485 00500 00505 00530 00549 00557
Deep Navy Ebony Black Grey Metal Lava Dolphin
00675 00725 00760 00855 00870 00890
Orange Brasserie Taupe Clear Red Sundried Calypso
Facet Tile Also available in 24" x 24" GSA Contract
Carpet Tile style 10204 #GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Level Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 30 0z./1,017.17 g/m2 CRI Green Label Plus GLP9968
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 5/32" / 3.97mm ADA Compliance This product meets the guidelines as set
: : forth in the Ameri ith Disabilities A
Average DenSIty 11613 /21.62 kilotex fg:tmilrr:i;[m?m gg:ilgigsegiléien'ls;‘ flrilggsn g:
Protective Treatment SSP® Shaw Soil Protection 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
Installation hlar Ilggtftréar%tiir\]/g Mitre Monolithic  Parquet Random -
h g%g§ ¢§ ’h ¢§ ’hﬂ\ These products contain no chemicals ca
on the Red List and complies with the cradletocradle
c Living Building Challenge Materials
Petal requirements.
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Modular carpet constructed to offer design flexibility
and performance in high demand end-use environments.

Our 12" x 48" modular installation methods:

Ashlar Brick Herringbone ~ Monolithic Stagger
1 ] | — | «— | 7 —
L— | «— | | | H
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Our 24" x 24" modular installation methods:

Monolithic Brick 1/4 Turn Ashlar Random
Al A «~ | < T S| | A A =l
— | > T -«
<« | <«
Al A o > T A A e

Our 18" x 36" modular installation methods:

Basketweave Boxed In Brick Half Basketweave
—> —> <« | <« <
—> <« | <«

Our Facet modular installation methods:

Ashlar Monolithic

"\

Interactive Mitre
Patterning

Parquet

Interactive Patterning

Herringbone
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pdQ

Collection Listing GSA CERTIFIED ° PdQ prODUCTS DELIVERED QUICKLY
Ships within 10 business days.
Maximum order of 2,500 sy per color.
Atmospheric Foot in the Door |l Mixed Materials Time Exposures
Aire 22 Entry Point 12 Converge Aperture 152
Aura 24 On The Right Foot 13 Cube & Colour 4 Shadowgraph 154
Ethereal 26 Walk Right In [l 14 Metallix 6
Wood Planx 8 Visual Energy
Beyond the Door Get Up & Go Fabrix 10 . Vim 156
* Paseo 28 3K 76 RO 120 e vivid 158
e Prado 30 5K 78 Optix 14
e 10K 30 Color Choice Facet 16 Work. Study. Play.
Butterfly Effect Work. Study. Play 160
GroupThink Modern Geometry
Dart 32
Flutter 34 e Ah-Ha 82 * Modern GeomEtry 116 Other MOd“Iar Styles
: . e Modern Geometry Brites 118
In Fllght 36 Hue 84 y . Blg Splashl 164
* Idea 86 e Color Choice 166
New Ground °
Construkt * Jot 88 e Color Your World 168
e Dwell 38 - * City Flora 120 Conundrum 169
e Intrinsic 40 Iconographic * Clean Lines 122 e Exhilaration 171
e Liquid 42 Download 90 * Cool Rain 124 e Homeroom 11 26 172
e Loft 44 Log In 92 * Earthen Weave 126 Homeroom v 3.0 173
e Studio 46 Sign Off 94 * |Indulgence 175
Razzle Dazzle :
e Linea 177
CUItural Layel‘S Infinite WiSdOm e Dazzle 128 ° Pmst”pe 178
Ecot 48 e Experience 96 e Razzle 130 e Scholastic Il 179
Ecot Color 50 e Thought 98 - * Socrates I 180
Ecot Script 52 Right Angle * Splurge 182
Layered Expression 54 Life & Style e Deflect 132 * Tweed 184
Leaflet 100 * Diverge 134
Deconstructed Black
Prose 102 -
Dismantle 56 Urban Garden 104 See It To Believe It
Displace 58 e Easy On The Eyes 136
Disrupt 60 Mid Century Mad e Moving On Up 138
- Futura 106
Design Catalyst Orbital 108 Sheer Decadence
Enflection 62 Cashmere 140
Enform 64 Mid Century Pop Mohair 142
Enverse 66 Color Block 110 Plush Linen 144
- Color Pop 112 Velvet 146
Flex & Yield Linea 2 14
. Flex 68 Speak Your Language
* Yield 70 e Speakin Color 148

e Speakin Design 150



Alphabetical Listing

A Enflection 62 /] \Y)
Enf 64
« Ah-Ha 82 E” 0”'; | 72 Metallix 6 Velvet 146
t t
Aire 22 Ml e Modern Geometry 116 e Vim 156
Enverse 66 : ..
Aperture 152 e Modern Geometry Brites 118 * Vivid 158
Ethereal 26 :
Aura 24 N 71 Mohair 142
° t
X |Ta|on e Moving On Up 138 W
B e Experience 96
Walk Right In Il 74
* Big Splash! 164 = o Wood Planx 8
Fabrix 10 On The Right Foot 13 Work, Study, Play 160
€ . Flex 68 Optix o
Cashmere 140 Flutter 34 Orbital 108 Y
e City Flora 120 Futura 106 * Yield 10
e Clean Lines 122 P
Color Block 110 G * Paseo 28 123
* Color Choice 166 Geometrix 19 * Pinstripe 178 o 3K 76
Color Choice Facet 16 Plush Linen 144 o 5K 78
Color Pop 112 H * Prado 30 e 10K 30
* Color Your World 168 Prose 102
* Homeroom Il 26 172
Conundrum 169
_ Homeroomv 3.0 173 R
e Cool Rain 124 : .
* Hue
Cube & Colour 4 e Razzle 130
|
D S
e |Id 86
Dart 32 | Zal 175 e Scholastic Il 179
e Dazzle 128 lnFrifnce - Shadowgraph 154
n t :
* Deflect 132 fg_ Sign Off 94
_ e |ntrinsic 40
Dismantle 56 e Socrates |l 180
Displace 58 J e Speakin Color 148
Disrupt 60 e Speakin Design 150
e Diverge 134 * Jot 88 e Splurge 182
Download 90 L e Studio 46
e Dwell 38
Layered Expression 54 T
E Leaflet 100 e Thought 98
* Earthen Weave 126 -lmee g * Tweed 184
e Easy On The Eyes 136 HIEE 2 L5
Ecot 48 e Liquid 42 U
e Loft 44
Ecot Color 50 ] Urban Garden 104
Log In 92

Ecot Script 52



Atmospheric Collection 10357 AIRE



Atmospheric Collection 10357 AIRE

00120 00330 00530 00550

Sanctuary Zen Garden Mystic Blue Moon

00551 00560 00590 00730

Clairvoyant Phoenix Eclipse Enchantment

00760

Transcend

Also available in
9” x 36" Style 10404
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 o0z. / 576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.3/40.56 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of

Average Density 6375/ 11.87 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile

™
Installat.on Basketweave Boxed In Brick Half Basketweave Herringbone Monolithic Random Ashlar Brick Herringbone ~ Monolithic Stagger o
! =) [ G [ e = (i == gl i
v ha | Ti > | = T ¢ | > A ! T T " II t : AN These products contain no chemicals
— t ST - v L= M Y hxﬂ el on the Red List and complies with the cradlefocradie

=~ | Living Building Challenge Materials
-
Petal requirements.
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Atmospheric Collection 10358 AURA




Atmospheric Collection 10358 AURA

00120 00330 00530 00550

Sanctuary Zen Garden Mystic Blue Moon

00551 00560 00590 00730

Clairvoyant Phoenix Eclipse Enchantment

00760

Transcend
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 0z. / 576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.3/40.55 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of
Average Density 6375/ 11.87 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
In s t a" a tion Basketweave Boxed In Half Basketweave Herringbone Monolithic Random @3
T ¢ : e ¢ T ¢ =~ | _|>_> ﬂ T T : ¢ These products contain no chemicals
¢ T — T on the Red List and complies with the cradletocradle
: M L1t - T ¢ Ili_ T T A A tiZigﬁrgszﬁi:rignhglenge Materials
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Atmospheric Collection 10359 ETHEREAL



Atmospheric Collection 10359 ETHEREAL

00120 00330 00530 00550

Sanctuary Zen Garden Mystic Blue Moon

00551 00560 00590 00730

Clairvoyant Phoenix Eclipse Enchantment

00760

Transcend

Skinny Tile®
18" x 36"
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 0z. / 576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.2/40.16 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.33mm - 4.76mm for minimum static coefficient of friction of
Average Density 6375/ 11.87 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I ns t a" a tion Basketwie Boxed In Half Basketweave Herringbone Maonolithic H_a:dom @3
T ¢ - - ¢ T ¢ =~ | _|,_> ﬂ T T -— ¢ These products contain no chemicals
¢ T — T on the Red List and complies with the cradletocradle
: M L1 - T ¢ Ili_ T T AR EZQ?ﬁSHﬁEﬂfﬁlﬂ'enge Materials
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Beyond The Door Collection 10316 PASEO




Beyond The Door Collection 10316 PASEO

00123 00356 00410 00445
Opal Emerald Sapphire Lapis
00595 00620 00665 00715
Obsidian Amber Citrine Quartz
00750 00875

Jasper Garnet

GSA Contract
#GS-03F-049AA

Product Specifications Performance Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

32 0z./1,084.98 g/m?
11/43.31 per 10 cm
3/32" Low - 6/32" High
2.38mm - 4.76mm

8597/ 16.01 kilotex
SSP®Shaw Soil Protection
EcoWorx®Tile

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T ; T T - ¢ ':.‘o:o:o:o:o:o' e
[ ] . .
> | = @ 20%600%0%5%° These products contain no chemicals

<« [ < T %%{0 0!, @° : s Wi cradletocradle
—> T ¢ T %6%° © on the Red List and complies with the
T T > | = T T T 2022 .-.I'_'. Living Building Challenge Materials
Petal requirements.
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Beyond The Door Collection 10317 PRADO



00123
Opal

00595
Obsidian

00750
Jasper

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

Beyond The Door Collection 10317 PRADO

00356
Emerald

00620
Amber

00875
Garnet

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed

1/12/ 47.24 per 10 cm

32 0z./1,084.98 g/m2
11/43.31 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

8000/ 14.90 kilotex
SSP®Shaw Soil Protection

Interactive Patterning

00410
Sapphire

00665
Citrine

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation FH] Gl A= [# =1,
P e el ! ti[t

=
OOOOOK
'o.‘o.o.o‘o.o.o
(2 OOO OO
@ 51°°%°0%°

osese '.:.I'_-.

Also available with in EcoWorx
Performance Broadloom style 10376

00445
Lapis

00715
Quartz

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

These products contain no chemicals

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Butterfly Effect Collection 10348 DART



Butterfly Effect Collection 10348 DART

00115 00150 00200 00310 00325 00405
Marbled White Gray Pansy Golden Ringlet Olive Skipper Green Swallowtail Sapphire Lacewing
00430 00510 00520 00545 00560 00575
Adonis Blue Silver Queen Orange Tip Clouded Yellow Paper Kite Striped Crow
00590 00725 00730 00740 00815 00835
Buckeye Brown Bamboo Page Charcoal Glider Speckled Wood Painted Lady Scarlet Peacock
GSA Contract

#GS-03F-049AA

Product Specifications Performance Specifications
Fiber Solution Q® Extreme™ Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 18 0z./610.32 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.3/40.68 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
2.38mm - 4.76mm forth .in.the Amer.icans With Disabil.itie:'s Act
for minimum static coefficient of friction of
Average Density 6000 / 9.94 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning \
Installation Y I = iy i S Sy ca
T T <—_><—_> s T T T T pyls E:E:S:E':.;.:Ii_..': cradletocradle
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Butterfly Effect Collection 10349 FLUTTER



Butterfly Effect Collection 10349 FLUTTER

00115
Marbled White

00430
Adonis Blue

00590
Buckeye Brown

00150 00200

Gray Pansy Golden Ringlet
00510 00520

Silver Queen Orange Tip
00725 00730

Bamboo Page Charcoal Glider

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Secondary Backing

Installation

Solution Q® Extreme™ Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

18 0z./610.32 g/m?
10.2/40.03 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

6000/ 9.78 kilotex
EcoWorx®Tile

Monolithic Brick 1/4 Turn Ashlar Random

Interac

tive Patterning

(o O = = I s R r roE :{'.":535: e
P ST A Y Y Esteetes

00310
Olive Skipper

00545
Clouded Yellow

00740
Speckled Wood

00325

Green Swallowtail

00560

Paper Kite

00815

Painted Lady

00405
Sapphire Lacewing

00575
Striped Crow

00835
Scarlet Peacock

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

035




Butterfly Effect Collection 10350 IN FLIGHT



Butterfly Effect Collection 10350 IN FLIGHT

00115 00150 00200 00310 00325 00405
Marbled White Gray Pansy Golden Ringlet Olive Skipper Green Swallowtail Sapphire Lacewing
00430 00510 00520 00545 00560 00575
Adonis Blue Silver Queen Orange Tip Clouded Yellow Paper Kite Striped Crow
00590 00725 00730 00740 00815 00835
Buckeye Brown Bamboo Page Charcoal Glider Speckled Wood Painted Lady Scarlet Peacock
GSA Contract

#GS-03F-049AA

Product Specifications Performance Specifications
Fiber Solution Q® Extreme™ Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/ 47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 20 0z./ 678.14 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.2/40.03 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of
Average Density 6667 / 9.84 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Invteractive Patterning G‘rlﬂa
Installation P Gl A =] 7 ; IRl - '
T T 4—_:—_’ —> T T T e :E:E: ':::f._.'.. cradletocradle
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Construkt Collection 26473 DWELL



Construkt Collection 26473 DWELL

00107
Concrete Mix

00445
Blue Sky Thinking

00711
Tea Cakes & Chocolate, Oh My

00887
Organic Beet Juice

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

00173
Beach Haus

00448
Blueprint

00757
Daily Bread

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

17 0z./ 576.40 g/m?
9/35.43 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

5058 / 9.42 kilotex

SSP® Shaw Soil Protection

00327
Laundered Sheets

00522
Mood Du Jour

00758
Industrial Edge

Secondary Backing EcoWorx®Tile
I t I I t - Monolithic Brick 1/4 Turn Ashlar Invteractive Patterning
Y e bl Rstesetes)

00329
La La Land

00526
Chrome Sweet Chrome

00765
Rock Scissors Paper

00330
Playing The Field

00669
Elemental Fire

00798
Burlap Bag

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Construkt Collection 26474 INTRINSIC



Construkt Collection 26474 INTRINSIC

00107 00173 @ 00327 @ 00329 00330

Concrete Mix Beach Haus Laundered Sheets La La Land Playing The Field
00445 00448 @ 00522 00526 00669
Blue Sky Thinking Blueprint Mood Du Jour Chrome Sweet Chrome Elemental Fire
00711 00757 @ 00758 00765 00798
Tea Cakes & Chocolate, Oh My Daily Bread Industrial Edge Rock Scissors Paper Burlap Bag
GSA Contract

#GS-03F-049AA

00887 @
Organic Beet Juice

Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/ 47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 17 0z./ 576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 9/35.43 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 5.56mm for minimum s.tatic coefficient of friction of
Average Density 5058 / 9.42 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Interactive Patterning @ \
I“Sta Ilatlon T T <« | < T —> T T 'ov.'o:o:o o:o:o: CERSEEP
> | T ’?:‘..':;. .;.:‘ Products Delivered Quickly These products contain no chemicals ot o
<~ | = 0% @ i ies wi cradletocradle
) = P U Eeter Ships within 10 usiness days i utding Crlnge Mt
Maximum order of 2,500 sy per color. Petal requirements.
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Construkt Collection 26476 LIQUID



Construkt Collection 26476 LIQUID

00107
Concrete Mix

00445
Blue Sky Thinking

00711
Tea Cakes & Chocolate, Oh My

00887
Organic Beet Juice

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

00173
Beach Haus

00448
Blueprint

00757
Daily Bread

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/ 47.24 per 10 cm

17 0z. / 576.40 g/m?
9/35.43 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

5058 / 9.42 kilotex

SSP® Shaw Soil Protection

00327
Laundered Sheets

00522
Mood Du Jour

00758
Industrial Edge

Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Interactive Patterning
nstaitiation I o ©%e% % e%
P =T e r Pl et
< | < le%%{0 0!, @9
ik 1 |~ b Fdeteles)

00329
La La Land

00526
Chrome Sweet Chrome

00765
Rock Scissors Paper

00330
Playing The Field

00669
Elemental Fire

00798
Burlap Bag

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Construkt Collection 26477 LOFT



Construkt Collection 26477 LOFT

00107
Concrete Mix

00445
Blue Sky Thinking

00711
Tea Cakes & Chocolate, Oh My

00887
Organic Beet Juice

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

00173
Beach Haus

00448
Blueprint

00757
Daily Bread

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

17 0z./ 576.40 g/m?
11/43.31 per 10 cm

3/32" Low - 5/32" High
2.38mm - 3.9/mm

5058 / 9.42 kilotex

SSP® Shaw Soil Protection

00327
Laundered Sheets

00522
Mood Du Jour

00758
Industrial Edge

Interactive Patterning

T ';o. FoSetelolels]

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar
Installation T T [ < T_’ T
<—_><—_> T
MY =

P fetstes]

00329
La La Land

00526
Chrome Sweet Chrome

00765
Rock Scissors Paper

00330
Playing The Field

00669
Elemental Fire

00798
Burlap Bag

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

SILVER
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Construkt Collection 26475 STUDIO




00107
Concrete Mix

00445
Blue Sky Thinking

00711
Tea Cakes & Chocolate, Oh My

00887
Organic Beet Juice

00173
Beach Haus

00448
Blueprint

00757
Daily Bread

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

17 0z./ 576.40 g/m?
9.5/37.40 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

5058 / 9.42 kilotex

SSP® Shaw Soil Protection

Construkt Collection 26475 STUDIO

00327
Laundered Sheets

00522
Mood Du Jour

00758
Industrial Edge

Secondary Backing EcoWorx®Tile
I t I I t - Monolithic Brick 1/4 Turn Ashlar Invteractive Patterning
Y e bl Rstesetes)

00329
La La Land

00526
Chrome Sweet Chrome

00765
Rock Scissors Paper

00330
Playing The Field

00669
Elemental Fire

00798
Burlap Bag

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

047




Cultural Layers Collection 10308 ECOT

I VEDR
The %’yéfz'fz ya[e Awards



00121
Amande

00518
Argent

00710
Deze

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

Cultural Layers Collection 10308 ECOT

00210
Bhumi

00522
Gris

Eco Solution Q® Nylon
Multi-Level Pattern Loop/Cut
100% Solution Dyed

1/12/ 47.24 per 10 cm

32 0z./1,084.98 g/m?
11.5/45.28 per 10 cm

4/32" Low - 7/32" High
3.18mm - 5.56mm

6898 / 12.84 kilotex

SSP® Shaw Soil Protection

00216
Ginto

00590
Nero

00450
Azul

00701
Bombon

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
I t I I t - Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
nstaitiation <« | < —> o © %% % 6% e
—> ) ® 0 ¢ 00
T T —> | = T T T T ] ?: ..0:':.;..': These products contain no chemicals o o
<~ | < i i i cradletocradle
— R > YO > on the Red List and complies with the
T T > | T T T Ze%e® .-.I'—.A Living Building Challenge Materials
Petal requirements.
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Cultural Layers Collection 10312 ECOT COLOR

I VEDR
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Cultural Layers Collection 10312 ECOT COLOR

00121 00210 00216 00450
Amande Bhumi Ginto Azul
00518 00522 00590 00701
Argent Gris Nero Bombon
00710

Deze

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop/Cut Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

4/32" Low - 7/32" High
3.18mm - 5.56mm

7067 / 13.16 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T ; T T - ¢ 'ov.'o:o:o o:o:o: e
[ ] . .
> | < (IS0 These products contain no chemicals

<« | < T %0 0!, 0° : e i cradletocradle
T T - [ > > T T T Hyt :::::'.:.f._.. on the Red List and complies with the

Living Building Challenge Materials

Petal requirements.
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Cultural Layers Collection 10309 ECOT SCRIPT
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Cultural Layers Collection 10309 ECOT SCRIPT

00121 00210 00216 00450

Amande Bhumi Ginto Azul

00518 00522 00590 00701

Argent Gris Nero Bombon

00710

Deze
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop/Cut Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment

4/32" Low - 7/32" High
3.18mm - 5.56mm

7024 / 13.08 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T - ¢ ':.‘o:o:o:o:o:o' e
> | = T = ?: '.':0." °;°.°: These products contain no chemicals ot o
<~ | < i ias wi cradletocradle
—> MK %%°%% © ¢° on the Red List and complies with the
T T > | T T T Ze%e® .-.I'—.A Living Building Challenge Materials
Petal requirements.
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Cultural Layers Collection 10311 LAYERED EXPRESSION
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Cultural Layers Collection 10311 LAYERED EXPRESSION

00121 00210 00216 00450

Amande Bhumi Ginto Azul

00518 00522 00590 00701

Argent Gris Nero Bombon

00710

Deze
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop/Cut Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment

4/32" Low - 7/32" High
3.18mm - 5.56mm

6982 / 13.00 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T - ¢ ':.‘o:o:o:o:o:o' e
> | = T = ?: '.':0." °;°.°: These products contain no chemicals ot o
<~ | < i ias wi cradletocradle
—> MK %%°%% © ¢° on the Red List and complies with the
T T > | T T T Ze%e® .-.I'—.A Living Building Challenge Materials
Petal requirements.
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Deconstructed Black Collection 10384 DISMANTLE




00100
Reveal

00450
Redefined

00590
Redesign

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

Deconstructed Black Collection 10384 DISMIANTLE

00300
Rework

00500
Expose

00620

Construct

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

16 0z. / 542.49 g/m?
11.3/44.49 per 10 cm
2/32" Low - 4/32" High
1.59mm - 3.18mm

6698 / 12.47 kilotex

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation FH] Gl A= [# =1,
P ST el ! ti[t

00320
Fabricate

00510
Uncover

00780
Unveil

00350
Transform

00550
Disperse

00850
Burn Out

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals :

on the Red List and complies with the cradletocradle

Living Building Challenge Materials

Petal requirements.
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Deconstructed Black Collection 10386 DISPLACE




00100
Reveal

00450
Redefined

00590
Redesign

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

Deconstructed Black Collection 10386 DISPLACE

00300
Rework

00500
Expose

00620

Construct

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

13 0z./ 440.8 g/m?

11/44 per 10 cm

2/32" Low - 4/32" High
1.59mm - 3.18mm

6158 / 10.03 kilotex

Secondary Backing EcoWorx®Tile
I ta I I at - Monolithic Brick 1/4 Turn Ashlar Random Invteractive Patterning
ns ion A4 Sl (=] % : = ,.o S
YA S ] fesesetes

00320 00350
Fabricate Transform
00510 00550
Uncover Disperse
00780 00850
Unveil Burn Out

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

Living Building Challenge Materials
Petal requirements.
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Deconstructed Black Collection 10385 DISRUPT



00100
Reveal

00450
Redefined

00590
Redesign

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

Deconstructed Black Collection 10385 DISRUPT

00300

Rework

00500
Expose

00620

Construct

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

16 0z. / 542.49 g/m?
11.3/44.49 per 10 cm
2/32" Low - 4/32" High
1.99mm - 3.18mm

7385/ 10.18 kilotex

Interactive Patterning

00320
Fabricate

00510
Uncover

00780

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation A1 Gl M= [* =1,
] G B0 ] [

05008 'o:.I._‘.

00350
Transform

00550
Disperse

00850
Burn Out

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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Design Catalyst Collection 10342 ENFLECTION




Design Catalyst Collection 10342 ENFLECTION

00105 00120 00250 00305
Moonlit Sand Desert Shade Gold Mine Lemon Quartz
00330 00410 00450 00480

Fern Leaf Golden Mist Deep Sea Steel Blue
00545 00570 00740 00750
Smoky Taupe Silver Lining Safari Dunes Raisin Toast

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.2 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 746 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height
Average Density
Protective Treatment

9/32” / 7.14mm
5739/ 10.69 kilotex
SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T —> ¢ ':.'o:o:o:o:o:o e
> | = T = ?: '::':'f.': These products contain no chemicals ot o
<~ | < i i ; cradletocradle
—> MK %%°%% © ¢° on the Red List and complies with the
T T > | = T T T R OOC A Living Building Challenge Materials
-
Petal requirements.
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Design Catalyst Collection 10340 ENFORM




00115
Moonlit Sand

00360
Fern Leaf

00550
Steel Blue

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

Design Catalyst Collection 10340 ENFORM

00121
Safari Dune

00490
Deep Sea

00560
Smoky Taupe

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.2 per 10 cm

22 0z./ 746 g/m?

10/41 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

6236 / 11.40 kilotex

SSP® Shaw Soil Protection

Interactive Patterning

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation A Gl M= [# F =1
<_—><_—> T <
P ST ) D

o0, 'O:QI._‘.

00150
Desert Shade

00510
Silver Lining

00590
Gold Mine

00240
Golden Mist

00515
Lemon Quartz

00780
Raisin Toast

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)

< 3.5 KV (AATCC-134)

GLP9968
Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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Design Catalyst Collection 10341 ENVERSE




Design Catalyst Collection 10341 ENVERSE

00105 00120 00250 00305
Moonlit Sand Desert Shade Gold Mine Lemon Quartz
00330 00410 00450 00480
Fern Leaf Golden Mist Deep Sea Steel Blue
00545 00570 00740 00750
Smoky Taupe Silver Lining Safari Dunes Raisin Toast
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.2 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 746 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10/41 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 8/32" ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
6.35mm for minimum static coefficient of friction of
Average Density 6092 / 11.4 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation <« | <« —> ov.'o:o:o o:o:o: R
T T il et T — T T T ¥ :’:‘;':0.. '0:.'" These products contain no chemicals ot o
< | < [9%6°) A the Red List and lies with th cradletocradle
L B il B IR B O CongBing Sl Mrorls
Petal requirements.
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Flex & Yield Collection 10279 FLEX



Flex & Yield Collection 10279 FLEX

@ 00305

00104 00108 00207
Pivot Motion Action Bend
00306 00403 00501 @ 00502
Coil Spring Fulcrum Torque
00609
Crunch
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 18 0z./610.30 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 5184 / 9.65 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @ \
I“Sta I Iatlon T T <« | <« T —> T T —> ¢ 'ov.'o:o:o o:o:o: .
> | = T == ’,:‘;':0.. "".'" Products Delivered Quickly These products contain no chemicals dletoorad
« | «— OO0 X L ; i ; cradletocradle
10 = = T el O s R A A 2552 X5 T Ships within 10 business days i
Maximum order of 2,500 sy per color. Petal requirements.
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Flex & Yield Collection 10280 YIELD



Flex & Yield Collection 10280 YIELD

00104 00108 00207 00305
Pivot Motion Action Bend
00306 00403 00501 00502
Coil Spring Fulcrum Torque
00609
Crunch
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 18 0z./610.30 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 5184 / 9.65 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation <« | <« —> ov.'o:o:o o:o:o: .
T T > | = T — T T T ¥ :’:‘;':0.. "".'" These products contain no chemicals ot o
<« | < 100950, e 0° the Red List and li ith th cradletocradle
Tt ~T [ 1 UL BROCCH Living Building Challenge Materials
Petal requirements.
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FootIn The Door Il Collection 10306 ENTRY POINT

00100 00200 00300 00450
Natural Beige Tobacco Multicolor Navy
00500 00590 00595 00700
Sterling Charcoal Ebony Chocolate
00800 00850
Red Walnut
Product Specifications Performance Specifications
Fiber Polyester Methanamine Pill Test Passes (DOCFF-1-70)
Construction Needlebond Diagonal Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.2 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 445 0z./1,508.81 g/m? CRI Green Label Plus GLP0520
Tufted Pile Height 5/32" / 3.97mm Traffic Class Heavy (TARR)
Finished Pile Thickness 348" /8.84 mm ADA Compliance This product meets the g_uidel_ine§ as set
Average Density 6091/11.34 kilotex for minimam stati coefiient o ficton o
Secondary Backing EcoWorx®Tile 0.6 for accessible routes.
Installation . ‘:a
T —
— T cradletocradle

072



00100
Natural Beige

00500
Sterling

00800
Red

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Tufted Pile Height
Finished Pile Thickness
Average Density
Secondary Backing

1/4 Turn

Installation A

—

—| 1

FootIn The Door |l Collection 10305 ON THE RIGHT FOOT

00200
Tobacco

00590
Charcoal

00850
Walnut

Polyester
Needlebond Ribbed
100% Solution Dyed
1/12/47.2 per 10 cm
50.5 0z./1,712.24 g/m?
6/32" / 4.76mm

344" [ 8.74 mm

5284 / 9.84 kilotex
EcoWorx®Tile

00300
Multicolor

00595
Ebony

00450
Navy

00700
Chocolate

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)

< 3.5 KV (AATCC-134)

GLP0520
Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED ’

cradletocradle
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Foot In The Door Il Collection 10304 WALK RIGHT IN I




Foot In The Door Il Collection 10304 WALK RIGHT IN I

00100 00200 00300 00450
Natural Beige Tobacco Multicolor Navy
00500 00590 00595 00700
Sterling Charcoal Ebony Chocolate
00800 00850
Red Walnut
Product Specifications Performance Specifications
Fiber Polyester Methanamine Pill Test Passes (DOCFF-1-70)
Construction Needlebond Hobnail Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.2 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 49.3 0z./ 1,671.55 g/m? CRI Green Label Plus GLP0520
Tufted Pile Height 5/32" / 3.97mm Traffic Class Heavy (TARR)
Finished Pile Thickness 362" /9.19 mm ADA Compliance This productmegts the g_uideljnes_ as set
Average Density 6477 /12.06 kilotex fo minimum static coeffiient o ition o
Secondary Backing EcoWorx®Tile 0.6 for accessible routes.
- 1/4 Turn \
Installation N
—> T cradletocradle
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Get Up And Go Collection 10343 3K



00100
Aerobic

00445
Race

00575
Triathlon

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

00150
Workout

00510

Interval

00599
Finish Line

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
91% Solution Dyed

9% Yarn Dyed

1/12/47.24 per 10 cm

16 0z./542.51 g/m2
10.8/42.65 per 10 cm
3/32" Low - 6/32" High
2.38 mm - 4,76 mm

7291 / 13.58 Kilotex

Get Up And Go Collection 10343 3K

00175

Marathon

@ 00530

Endurance

00720
Stretch

Interactive Patterning

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation Fr] Gl M= (4 F =
<_—><_—> T -«
P ST I [ e

—
P YOOOO00K
'o. o 0 0l0 0 0]
2 OOO OO
%0600

XS A

00315
Hydration

00550
Cool Down

00725
Warm Up

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

077




Get Up And Go Collection 10344 5K



00100
Aerobic

00445
Race

00575
Triathlon

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

00150
Workout

00510

Interval

00599
Finish Line

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
91% Solution Dyed

9% Yarn Dyed

1/12/47.24 per 10 cm

16 0z./542.51 g/m2
10.8/42.65 per 10 cm
3/32" Low - 6/32" High
2.38 mm - 4,76 mm

7291 / 13.58 Kilotex

Get Up And Go Collection 10344 5K

00175

Marathon

@ 00530

Endurance

@ 00720

Stretch

Interactive Patterning

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation Fr] Gl M= 4 F =
<_—><_—> T -«
YA ST I [ e

—
P YOOOO0K
'o. o 0 0l0 0 0]
OO OO
0°0°¢ 0 0"

XS A

00315
Hydration

00550
Cool Down

00725
Warm Up

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Get Up And Go Collection 10345 10K




00100
Aerobic

00445
Race

00575
Triathlon

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

00150
Workout

00510

Interval

00599
Finish Line

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
91% Solution Dyed

9% Yarn Dyed

1/12/47.24 per 10 cm

16 0z./542.51 g/m2
10.8/42.65 per 10 cm
3/32" Low - 6/32" High
2.38 mm - 4,76 mm

7291 / 13.58 Kilotex

Get Up And Go Collection 10345 10K

00175

Marathon

@ 00530

Endurance

@ 00720

Stretch

Interactive Patterning

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation Fr] Gl M= (4 F =
<_—><_—> T -«
P ST I [ e

—
P YOOOO00K
'o. o 0 0l0 0 0]
2 OOO OO
0°0°¢ 00

XS A

00315
Hydration

00550
Cool Down

00725
Warm Up

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Groupthink Collection 10293 AH-HA




Groupthink Collection 10293 AH-HA

00100 00150 00260 00400

Insight Collaborate Discovery Consensus

00450 00500 00530 00540

Inspire Theory Spark Innovate

00550 00590 00720 00740

Eureka Mindset Progressive Create
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.5/41.34 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 7615/ 14.18 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
ns aliation <« | < —> o @ %% %1% ] CERTIFIED
P =T e r P e
T T [ < N T T T pyla :.:.:.:'.;.I.... cradletocradie
—> | = 1%%0°(0_0]@ 2|
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Groupthink Collection 10294 IDEA



Groupthink Collection 10294 IDEA

00100 00150 00260 00400

Insight Collaborate Discovery Consensus

00450 00500 00530 00540

Inspire Theory Spark Innovate

00550 00590 00720 00740

Eureka Mindset Progressive Create
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 7615/ 14.18 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
ns aliation -« | <« —> o @ %% % 0% CERTIFIED
T T - | > T - T T T - ¢ '..o o:o:o: oio:o
T T «~ | < s T T T N R '.;.I.... cradletocradle
- | > %%°(0_ 0] @ 2|
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Groupthink Collection 10295 JOT




Groupthink Collection 10295 JOT

00100 00150 00260 00400

Insight Collaborate Discovery Consensus

00450 00500 00530 00540

Inspire Theory Spark Innovate

00550 00590 00720 00740

Eureka Mindset Progressive Create
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 7615/ 14.18 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
ns aliation -« | <« —> o @ %% % 0% CERTIFIED
T T - | > T - T T T - ¢ '..o o:o:o: oio:o
T T «~ | < s T T T N R '.;.I.... cradletocradle
- | > %%°(0_ 0] @ 2|
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Groupthink Collection 10296 HUE



Groupthink Collection 10296 HUE

00200 @ 00230 00300 00400 00430 00440
Sunny Lemon Grass Grasshopper Bali Wave Suit

00490 @ 00500 @ 00550 00580 @ 00600 00650
Charcoal Midnight Tangerine Brick

Denim Mineral

00700 00750 00800 @ 00900 @
Concrete Stone Fireworks Passionate

Product Specifications Performance Specifications
Fiber Solution Q Extreme® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Level Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 5/64 /50.39 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 24 0z. / 813.74 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11/43.31 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 5/32" Low / 3.97mm ADA Compliance This product meets the guidelines as set
Average Density 6968 / 12.97 kilotex for minimam stati coefiient o ficton o
Secondary Backing EcoWorx®Tile 0.6 for accessible routes.

- 1/4 Tumn Interactive Patterning @ \
I“Sta"atlon T —> ':..'o:o:o:o:o:o .

.?... SONT Products Delivered Quickly cradetocradie
> 1] e l0%el@°) Ships within 10 business days.
Maximum order of 2,500 sy per color.
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Iconographic Collection 10355 DOWNLOAD



Iconographic Collection 10355 DOWNLOAD

00100 00200 00300 00320

Symbol Form Font Motif

00525 00550 00590 00700

Insignia Render Etched Image

00715

Italic
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 0z./576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.2/44.09 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 5720/ 10.65 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation <« | <« —> ov.'o:o:o o:o:o: .
T T > | = T — T T T ¥ :’:‘;':0.. "".'" These products contain no chemicals ot o
<« | < 100950, e 0° the Red List and li ith th cradletocradle
Tt ~T > 1 UL BROCCH Living Building Challenge Materials
Petal requirements.
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Iconographic Collection 10354 LOG IN

00100 00200 00300 00320

Symbol Form Font Motif

00525 00550 00590 00700

Insignia Render Etched Image

00715

Italic
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 0z./ 576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.2/44.09 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.38mm - 3.97mm for minimum static coefficient of friction of
Average Density 5720/ 10.65 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation <« | <« —> ov.'o:o:o o:o:o: .
T T > | = T — T T T ¥ :’:‘;':0.. "".'" These products contain no chemicals ot o
<« | < 100950, e 0° the Red List and li ith th cradletocradle
Tt ~T > 1 UL BROCCH Living Building Challenge Materials
Petal requirements.
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Iconographic Collection 10356 SIGN OFF



Iconographic Collection 10356 SIGN OFF

00100 00200 00300 00320

Symbol Form Font Motif

00525 00550 00590 00700

Insignia Render Etched Image

00715

Italic
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 15 0z./508.59 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.5/41.34 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 5455 / 10.16 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation « | < —> ov.'o:o:o:o:o:o .
T T —> | = T — T T T | '.. ;':':';'.'. These products contain no chemicals ot o
<~ | < 09020 e 0 the Red List and lies with th cradletocradle
T T ~>1—>] | T T T ML R OO A (L)ir\]/ingeBSndirllz gﬂaﬁeﬁﬁ Il\izglrialse
Petal requirements.
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Infinite Wisdom Collection 10291 EXPERIENCE



Infinite Wisdom Collection 10291 EXPERIENCE

@ 00300 @ 00425

00100 00200

Knowledge Epiphany Sensation Solution
00500 00540 @ 00550 @ 00750
Philosophy Dream Understanding Perception
00790 @

Interpretation

GSA Contract
#GS-03F-049AA

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Product Specifications

Fiber Eco Solution Q® Nylon
Multi-Level Pattern Loop

Methanamine Pill Test

Construction Flooring Radiant Panel

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 0z./576.40 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 9.5/37.40 per 10 cm Traffic Class Heavy (TARR)

ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

Tufted Pile Height 3/32" Low - 5/32" High
2.38mm - 3.97mm
6442/ 12.00 kilotex

SSP® Shaw Soil Protection

Average Density
Protective Treatment

Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @
nstaliacion <« | <« — o @ %% %10% CERTIFIED
—> D OOOOO
T T —~ 1= T T T . ' (¥ .‘:'.‘.i.'. Prod Deli d Quickl These products contain no chemicals
T T — 1= —> T T Mk 0 ¢ S I’Q UCt.S . € Ivere. urcxly on the Red List and complies with the cradletocradle
= 1= Ze%e? .-.I.—.A Shl,(l? within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements.
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Infinite Wisdom Collection 10290 THOUGHT




Infinite Wisdom Collection 10290 THOUGHT

@ 00425

00200 @ 00300

00100

Knowledge Epiphany Sensation Solution
00500 00540 @ 00550 @ 00750
Philosophy Dream Understanding Perception

00790 @

Interpretation

GSA Contract
#GS-03F-049AA

Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 17 0z./ 576.40 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 9.5/37.40 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set
2.38mm - 3.97mm forth .in.the Amer.icans With Disabil.itie:'s Act
for minimum static coefficient of friction of
Average Density 6442 / 12.00 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @ \
IHSta I Iatlon T T 4__’4__’ T — T T T : ' ';... :E:E: :E:E:E Products Deli d Quickl These products contain no chemicals @3
— T < XYM roducts Delivered Quic . ) enet
A =T 2 A B Reeter Ships within 10 business days onhe Red Liztand complies witf s crodeiende
Maximum order of 2,500 sy per color. Petal requirements. [ suver |
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Life & Style Collection 10397 LEAFLET



Life & Style Collection 10397 LEAFLET

00150 00320 00340 00360

Weeping Willow Sun Rays Wishing Well Topiary

00450 00470 00510 00530

Water Feature Midnight Path Silver Moon Hazy Mist

00550 00600 00770 00800

Morning Dew Fall Foliage Stepping Stone Japanese Maple
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 24 0z. / 813.74 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.2/44.09 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 4/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
3.18 mm - 5.56 mm for minimum static coefficient of friction of
Average Density 7579/ 12.01 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation « | <« —> o ©%e%%%0%% .
A =T e r e PR
T T «~ | < s T T T N R '.;.I.... cradletocradle
- | > %%°(0_ 0] @ 2|
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Life & Style Collection 10396 PROSE



Life & Style Collection 10396 PROSE

00150 00320 00340 00360

Weeping Willow Sun Rays Wishing Well Topiary

00450 00470 00510 00530

Water Feature Midnight Path Silver Moon Hazy Mist

00550 00600 00770 00800

Morning Dew Fall Foliage Stepping Stone Japanese Maple
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 24 0z./ 813.74 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.8/46.46 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 4/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
3.18 mm - 476 mm for minimum static coefficient of friction of
Average Density 6698 / 12.72 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation « | <« —> 0 © %% 0% .
T T - | > T - T T T - ¢ '..o .:o:o oao:o:
T T «~ | < s T T T pylt otele '.;.I.... cradletocradie
> | — ©0%°, ®_0 _0.
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Life & Style Collection 10395 URBAN GARDEN



Life & Style Collection 10395 URBAN GARDEN

00150 00320 00340 00360

Weeping Willow Sun Rays Wishing Well Topiary

00450 00470 00510 00530

Water Feature Midnight Path Silver Moon Hazy Mist

00550 00600 00770 00800

Morning Dew Fall Foliage Stepping Stone Japanese Maple
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 24 0z. / 813.74 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.2/44.09 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 4/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
3.18 mm - 5.56 mm for minimum static coefficient of friction of
Average Density 7082/ 12.01 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation « | <« —> o ©%e%%%0%% .
A =T e r e PR
T T «~ | < s T T T N R '.;.I.... cradletocradle
- | > %%°(0_ 0] @ 2|
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Mid Century Mad Collection 10380 FUTURA



Mid Century Mad Collection 10380 FUTURA

@ 00450

00320 00370 00520
Century Boomerang Fusion Satellite
00550 00570 00590 @ 00650
Modern Flying Saucer Atomic Retro
@

Doo Wop

Product Specifications

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 14 0z./ 474.68 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10.2/40.16 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment

3/32" Low - 5/32" High
2.38mm - 3.97mm

6300/ 11.73 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @
I“Sta"atlon T T <« | < T —> T —> ¢ 'ov.'o:o:o:o:o:o R
—> | > T - @ MO IOK Products Delivered Quickl These products contain no chemicals
T T ~ = —> T T Mk ogece 1%e%° ... . L . y on the Red List and complies with the cradlefocradle
> | X .-.I.—A Sh/ps within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements. [ swver |
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Mid Century Mad Collection 10379 ORBITAL




Mid Century Mad Collection 10379 ORBITAL

00370 @ 00450 @ 00520

00320

Century Boomerang Fusion Satellite

00550 00570 00590 @ 00650

Modern Flying Saucer Atomic Retro

b0,

Doo Wop
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 14 0z./ 474.68 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.3/40.55 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 5/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 3.97mm for minimum static coefficient of friction of
Average Density 6300/ 11.73 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
ns a a ion «— | -« — .'.c.:.:. .:.:.: CERTIFIED
T T > | = T — T T T ¥ :’:‘;':0.. "".'" These products contain no chemicals ot o
<« | < 100950, e 0° the Red List and li ith th cradletocradle
Tt ~T > 1 UL BROOCH Living Building Challenge Materials
Petal requirements.
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Mid Century Pop Collection 10382 COLOR BLOCK



Mid Century Pop Collection 10382 COLOR BLOCK

00320 00520 00550 00590

Century Satellite Modern Atomic

00650 00770

Retro Doo Wop
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 16 0z. / 542.49 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.3/40.55 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 4/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
3.18mm - 4.76mm for minimum static coefficient of friction of
Average Density 5818 / 10.83 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation <« | < —> .'.O.:.:. .:.:.: CERTIFIED
T T > | = T — T T T ¥ :.. ;0:0: "".'" These products contain no chemicals ot o
<« | < Q0 e 0° the Red List and l ith th cradletocradle
Tt ~T > 1 UL BROCCH Living Building Challenge Materials
Petal requirements.

m



Mid Century Pop Collection 10381 COLOR POP



Mid Century Pop Collection 10381 COLOR POP

00320 00520 00550 00590
Century Pop Satellite Pop Modern Pop Atomic Pop
00650 00770

Retro Pop Doo Wop Pop

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 16 0z. / 542.49 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10.3/40.55 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment

4/32" Low - 6/32" High
3.18mm - 4.76mm
5818/ 10.83 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T - ¢ ':.'o:o:o o:o:o: e
> | = T < ?: '::'.' .;..':' These products contain no chemicals ot o
<~ | < i i ; cradletocradle
—> MK %°%° © ¢° on the Red List and complies with the
T T > | T T T R OOC A Living Building Challenge Materials
-
Petal requirements.
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Mid Century Pop Collection 10383 LINEA 2



Mid Century Pop Collection 10383 LINEA 2

00150 00212 00300 00320 00340 00360
Warm Sugar Blonde Citron Khaki Locust Juniper
00400 00420 00430 00450 00490 00500
Robin’s Egg Brite Blue Deep Aqua Rainstorm Indigo Nickel
00520 00532 00560 00600 00700 00724
Pewter Black Slate Pumpkin Tobacco Portabella
00760 00780 00790 00820 00980

Taupe Coffee Ebony Ruby Eggplant

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5KV (AATCC-134)
Tufted Yarn Weight 16 0z. / 542.49 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment

3/32" Low - 5/32" High
2.38mm - 3.97mm

5818 / 10.83 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T —> ¢ ':.'o:o:o:o:o:o R
—> | > T < ?: ..':0:';..': These products contain no chemicals e o
| < i i ; cradletocradle
—> MK %%°%% © ¢° on the Red List and complies with the
T T > | T T T R OOC A Living Building Challenge Materials
Petal requirements.
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Modern Geometry Collection 26441 MODERN GEOMETRY




00122
Classy

00559
Charm

00735
Prestige

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

Protective Treatment
Secondary Backing

Brick

Modern Geometry Collection 26441 MODERN GEOMETRY

00324
Chic

00576
Elegance

00757
Charisma

Eco Solution Q® Nylon
Multi-level Pattern Loop
100% Solution Dyed
1/12/ 47.24 per 10 cm
26 0z. / 881.55 g/m?
11/43.31 per 10 cm

3/32" Low

-7/32" High

2.38mm - 5.56mm

6500/ 12.10 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

1/4 Turn

Interactive Patterning

Installation ~ <

A l—

—
P YOOOO00KC
'o. o 0 0l0 0 0]
R OOO OO
OO

—| 1

R

00329
Accolades

00578
Attitude

00776
Fame

00476
Spirit

00677
Pizzazz

00798
Escape

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Modern Geometry Collection 26447 MIODERN GEOMETRY BRITES




26447 MIODERN GEOMETRY BRITES

00125 00560 00580

Sunshine Daydream Shaken, Not Stirred Cocoa Pazza

00680 00740 00760

After Glow Gilty Pleasures Petal Pushing

GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 26 0z. / 881.55 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11/43.31 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.33mm - 5.56mm for minimum static coefficient of friction of
Average Density 6500/ 12.10 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
- Brick 1/4 Turn Interactive Patterning \
I“Sta"atlon « | < T —> 'ov.'o:o:o o:o:o .
> | ( ¥ MO IOK These products contain no chemicals
~— | == — T 00010 ® '.: on the Red List and complies with the cradlefocradle
> | = RROOC A Living Building Challenge Materials
Petal requirements.

119



New Ground Collection 10285 CITY FLORA




New Ground Collection 10285 CITY FLORA

00101 00216 00303 00318
Refresh Solace Garden Sapling
00424 00507 00522 00590
Lagoon Mineral Elation Enchanted
00710 00725 00731 00815
Flourish Terrain Luscious Sphere

GSA Contract
#GS-03F-049AA

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Product Specifications

Fiber Eco Solution Q® Nylon
Multi-Level Pattern Loop

Methanamine Pill Test

Construction Flooring Radiant Panel

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 19 0z./ 644.21 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height 3/32" Low - 6/32" High
2.38mm - 4.76mm
7125/ 13.27 kilotex

SSP® Shaw Soil Protection

ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
Average Density 0.6 for accessible routes.

Protective Treatment

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T —> ¢ ':.'o:o:o:o:o:o R
—> | > T < ?: ..':0." 'f.': These products contain no chemicals e o
| < i i ; cradletocradle
T T T — T T T Mk ::::: '.:.I.._'. on the Red List and complies with the

Living Building Challenge Materials
Petal requirements.
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New Ground Collection 10284 CLEAN LINES




New Ground Collection 10284 CLEAN LINES

00101 00216 00303 00318
Refresh Solace Garden Sapling
00424 00507 00522 00590
Lagoon Mineral Elation Enchanted
00710 00725 00731 00815
Flourish Terrain Luscious Sphere

GSA Contract
#GS-03F-049AA

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Product Specifications

Fiber Eco Solution Q® Nylon
Multi-Level Pattern Loop

Methanamine Pill Test

Construction Flooring Radiant Panel

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 19 0z./ 644.21 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 11/43.31 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height 3/32" Low - 5/32" High
2.38mm - 3.97mm
7125/ 13.27 kilotex

SSP® Shaw Soil Protection

ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
Average Density 0.6 for accessible routes.

Protective Treatment

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
I“Sta"atlon T T <« | < T —> T T —> ¢ 'ov.'o:o:o o:o:o: R
—> | > T < ’,:‘;':0.. '0:.':' These products contain no chemicals e o
<~ | < i ias Wi cradletocradle
—> AV [Resess @ og on the Red List and complies with the
T T > | T T T KROOCH Living Building Challenge Materials
P H SILVER
etal requirements. _
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New Ground Collection 10283 COOL RAIN



New Ground Collection 10283 COOL RAIN

00101 00216 00303 00318
Refresh Solace Garden Sapling
00424 00507 00522 00590
Lagoon Mineral Elation Enchanted
00710 00725 00731 00815
Flourish Terrain Luscious Sphere
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)

Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 19 0z./ 644.21 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height 3/32" Low - 6/32" High
2.38mm - 4.76mm
7125/ 13.27 kilotex

SSP® Shaw Soil Protection

ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
Average Density 0.6 for accessible routes.

Protective Treatment

Secondary Backing EcoWorx®Tile
I t I I t - Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
ns aliation «— | -« —> o @ %% 0% ] CERTIFIED
Pt == ||~ |} Pl PV b beostiesss | |
— T T OO '..' These produ.cts contain no chemlcals cradletocradle
—> MV [Resess @ og on the Red List and complies with the
f1t > | > f f f reiclelel@ Living Building Challenge Materials
Petal requirements.
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New Ground Collection 10286 EARTHEN WEAVE



New Ground Collection 10286 EARTHEN WEAVE

00101 00216 00303 00318
Refresh Solace Garden Sapling
00424 00507 00522 00590
Lagoon Mineral Elation Enchanted
00710 00725 00731 00815
Flourish Terrain Luscious Sphere
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 19 0z./ 644.21 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.33mm - 4.76mm for minimum static coefficient of friction of
Average Density 7125/ 13.27 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning cs
nstatiation <« | <« —> ov.'o:o:o o:o:o: .
T T > | = T — T T T =¥ :’:‘;':0.. '0:.'" These products contain no chemicals ot o
<« | < [0095°] e 0° the Red List and li ith th cradletocradle
Tt ~T > 1 UL BROOCH Living Building Challenge Materials
Petal requirements.
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Razzle Dazzle Collection 10119 DAZZLE



Razzle Dazzle Collection 10119 DAZZLE

00101 00104 00205
Brilliant Fabulous Glittering
00410 00512 00607
Feisty Exquisite Gorgeous
00714 00715 00808
Bewitching Chic Ornamental
Product Specifications
Fiber Eco Solution Q® Nylon
Construction Multi-Level Pattern Loop
Dye Method 81% Solution Dyed
19% Yarn Dyed
Gauge 1/12/47.24 per 10 cm
Tufted Yarn Weight 20 0z./678.11 g/m2
Stitches Per Inch 10.2/40.16 per 10 cm
Tufted Pile Height 3/32" Low - 6/32" High
2.38mm - 4.76mm
Average Density 6729/ 12.53 kilotex
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Interactive Patterning
nstaitiation <« | <« 0 ©%0% % 0%
tt = e e CRRRRR
- | <« '0%%® ©1c @°
ik T [ A fgeete

00300
Luminous

00706
Ablaze

00911
Sparkling

00307
Flamboyant

00713
Posh

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals a

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Razzle Dazzle Collection 10118 RAZZLE



Razzle Dazzle Collection 10118 RAZZLE

00101 00104
Bejeweled Fine

00410 00512
Frisky Effervescent
00714 00715
Beautiful Colorful

Product Specifications

Fiber Eco Solution Q® Nylon
Construction Multi-Level Pattern Loop
Dye Method 81% Solution Dyed

19% Yarn Dyed
Gauge 1/12/47.24 per 10 cm
Tufted Yarn Weight 20 0z./678.11 g/m2

Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

Installation

1/4 Turn

A —>

—| 1

10.2/40.16 per 10 cm
3/32" Low - 6/32" High
2.38mm - 4.76mm
6316/ 11.76 kilotex

SSP® Shaw Soil Protection

EcoWorx®Tile

00205
Glitzy

00607
Glistening

00808
Ornate

00300 00307
Lustrous Flashy
00706 00713
Afire Picturesque
00911

Splendid

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test Passes (DOCFF-1-70)
Flooring Radiant Panel Class 1 (ASTM E-648)
Smoke Density <450 (ASTM-E-662)

Static Control < 3.5 KV (AATCC-134)

CRI Green Label Plus GLP9968

Traffic Class
ADA Compliance

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals a

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Right Angle Collection 10329 DEFLECT



00115
Camber

00510
Axiom

00550
Mitre

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density

Right Angle Collection 10329 DEFLECT

00150
Euclid

00520
Pivot

00590
Veer

Solution Q Extreme® Nylon
Multi-Level Pattern Loop
100% Solution Dyed

1/12/ 47.24 per 10 cm

22 0z./ 745.93 g/m?
11/43.31 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

8250/ 15.36 kilotex

Secondary Backing EcoWorx®Tile

Inst a I I ati on Basketwie Boxed In Brick Half Basketweave Herringbone
HY = ¢_>¢¢ R’ - |—>_>Tﬂ
— Y —! - Py = -

00415
Finite

00530
Slant

00725
Mobius

Monolithic

Pt
Pt

00430
Frame

00540
Oblique

00730
Bisect

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Right Angle Collection 10330 DIVERGE



Right Angle Collection 10330 DIVERGE

00115 00150 00415 00430

Camber Euclid Finite Frame

00510 00520 00530 00540

Axiom Pivot Slant Oblique

00550 00590 00725 00730

Mitre Veer Mobius Bisect

GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11/43.31 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.33mm - 4.76mm for minimum static coefficient of friction of

Average Density 7842 / 14.60 kilotex kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Tile

I t " t. Basketweave Boxed In Brick Half Basketweave Herringbone Monolithic CERTIRIED
nstallation = (=] [<]<] - =3 AT
v ) =il

M= —~1- |t |
—> ¢T_ - | <— — T cradletocradle
Y =Y T [« Ty Li— tit
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See It To Believe It Collection 10227 EASY ON THE EYES



See It To Believe It Collection 10227 EASY ON THE EYES

00108 @ 00110 @ 00305 @ 00306 @

Open Sesame Abracadabra Voila Hocus Pocus

00412 @ 00504

00311 00507

Ta-Da Alakazam Presto-Chango Bibbidy-Bobbidi-Boo

00608 @

Shazam

GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 18 0z./610.30 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.5/41.34 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 4/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
3.18mm - 4.76mm for minimum static coefficient of friction of
Average Density 5735/ 10.68 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @ \
I“Sta I Iatlon T T <« | <« T —> T T —> ¢ 'ov.'o:o:o o:o:o: .
> | > T =~ ’,:‘;':0.. "".'" Products Delivered Quickly These products contain no chemicals dletoorad
« | «— OO0 X L ; i ; cradletocradle
P = 2l D DY Etesstesl  Shipswithin 10 business days i
Maximum order of 2,500 sy per color. Petal requirements.
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See It To Believe It Collection 10226 MOVING ON UP



See It To Believe It Collection 10226 MOVING ON UP

00108 @ 00110 @ 00305 @ 00306 @

Open Sesame Abracadabra Voila Hocus Pocus

00412 @ 00504

00311 00507
Ta-Da Alakazam Presto-Chango Bibbidy-Bobbidi-Boo
00608 @
Shazam
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 18 0z./610.30 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 10.5/41.34 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 4/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
3.18mm - 4.76mm for minimum static coefficient of friction of
Average Density 5735/ 10.68 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @ \
I“Sta I Iatlon T T <« | <« T —> T T —> ¢ 'ov.'o:o:o o:o:o: .
> | > T =~ ’,:‘;':0.. "".'" Products Delivered Quickly These products contain no chemicals dletoorad
« | «— OO0 X L ; i ; cradletocradle
P = 2 D DY Estest@sl  hips within 10 business days i
Maximum order of 2,500 sy per color. Petal requirements.
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Sheer Decadence Collection Z6452 CASHMERE



00111
Glistening Stone

00448
Blue Innuendo

00758
Lustrous Oyster

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

Monolithic

Sheer Decadence Collection Z6452 CASHMERE

00173

Warm Vanilla Sugar

00522

Sublime Night

00765

Luscious Chocolate

Eco Solution Q® Nylon
Multi-Level Pattern Cut/Loop
100% Solution Dyed

1/12/ 47.24 per 10 cm

30 0z./1,017.17 g/m?
12/47.24 per 10 cm

4/32" Low - 8/32" High
3.18mm - 6.35mm

7059 / 13.14 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

Brick 1/4 Turn Ashlar

00327
Turkish Angora

00526
Sensuous Rain

00798
Lavish Mink

Installation A4

== [t~ !

tt

i =] [

00339
Sueded Moss

00699
Vermillion Glow

00887
Falling In Love

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals :

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Sheer Decadence Collection Z6454 MIOHAIR



00111
Glistening Stone

00448
Blue Innuendo

00758
Lustrous Oyster

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

Sheer Decadence Collection Z6454 MIOHAIR

00173

Warm Vanilla Sugar

00522

Sublime Night

00765

Luscious Chocolate

Eco Solution Q® Nylon
Multi-Level Pattern Cut/Loop
100% Solution Dyed

1/12/ 47.24 per 10 cm

30 0z./1,017.17 g/m?
12/47.24 per 10 cm

4/32" Low - 8/32" High
3.18mm - 6.35mm

6171/ 11.49 kilotex

SSP® Shaw Soil Protection

00327
Turkish Angora

00526
Sensuous Rain

00798
Lavish Mink

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar
Installation Fr] Gl A= [#
—T<T )
(I A = = A il B R R

00339
Sueded Moss

00699
Vermillion Glow

00887
Falling In Love

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals :

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Sheer Decadence Collection Z6453 PLUSH LINEN



00111
Glistening Stone

00448
Blue Innuendo

00758
Lustrous Oyster

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

1/4 Turn

Installation N

—| 1

Sheer Decadence Collection Z6453 PLUSH LINEN

00173

Warm Vanilla Sugar

00522

Sublime Night

00765

Luscious Chocolate

Eco Solution Q® Nylon
Multi-Level Pattern Cut/Loop
100% Solution Dyed

1/12/ 47.24 per 10 cm

30 0z./1,017.17 g/m?
12/47.24 per 10 cm

4/32" Low - 8/32" High
3.18mm - 6.35mm

6792 / 12.65 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

00327
Turkish Angora

00526
Sensuous Rain

00798
Lavish Mink

00339
Sueded Moss

00699
Vermillion Glow

00887
Falling In Love

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals :

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Sheer Decadence Collection 26451 VELVET



00111
Glistening Stone

00448
Blue Innuendo

00758
Lustrous Oyster

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment

Sheer Decadence Collection 26451 VELVET

00173

Warm Vanilla Sugar

00522

Sublime Night

00765

Luscious Chocolate

Eco Solution Q® Nylon
Multi-Level Pattern Cut/Loop
100% Solution Dyed

1/12/ 47.24 per 10 cm

30 0z./1,017.17 g/m?
12/47.24 per 10 cm

4/32" Low - 8/32" High
7606 / 14.16 kilotex

SSP® Shaw Soil Protection

00327
Turkish Angora

00526
Sensuous Rain

00798
Lavish Mink

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar
Installation Fr] Gl A= [#
—T~T )
Pt =17 =11 !

00339
Sueded Moss

00699
Vermillion Glow

00887
Falling In Love

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
&IED
These products contain no chemicals :

on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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Speak Your Language Collection 10239 SPEAK IN COLOR




Speak Your Language Collection 10239 SPEAK IN COLOR

00115 00124 00216
Credenza Cream Burled Wood Gilded Gold
00404 00413 00500
Color Saturation Baseline Blue Studio Black
00606 00707 00710
Perfect Hue Bark Cloth Tonal Earth
Product Specifications
Fiber Eco Solution Q® Nylon
Construction Multi-Level Pattern Loop
Dye Method 100% Solution Dyed
Gauge 1/12/47.24 per 10 cm
Tufted Yarn Weight 18 0z./610.30 g/m?
Stitches Per Inch 10/39.37 per 10 cm
Tufted Pile Height 3/32" Low - 7/32" High
2.38mm - 5.56mm
Average Density 7200/ 13.41 kilotex
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
nstatiation « | <« —> o ©%e%%%e%%
A =T e r V| e
tY = = 1] Eeeeten

00303
Artisan Green

00517
Marble Moire

00810
Garnet Stone

00314
Patina Pearl

00526
Gallery Grey

00909
Tyrian Purple

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

< 450 (ASTM-E-662)

< 3.5KV (AATCC-134)

GLP9968
Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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Speak Your Language Collection 10240 SPEAK IN DESIGN




Speak Your Language Collection 10240 SPEAK IN DESIGN

00115 00124 00216
Credenza Cream Burled Wood Gilded Gold
00404 _ 00413 00500
Color Saturation Baseline Blue Studio Black
00606 00707 00710
Perfect Hue Bark Cloth Tonal Earth
Product Specifications
Fiber Eco Solution Q® Nylon
Construction Multi-Level Pattern Loop
Dye Method 100% Solution Dyed
Gauge 1/12/47.24 per 10 cm
Tufted Yarn Weight 18 0z./610.30 g/m?
Stitches Per Inch 10/39.37 per 10 cm
Tufted Pile Height 3/32" Low - 7/32" High
2.38mm - 5.56mm
Average Density 7200/ 13.41 kilotex
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing EcoWorx®Tile
I t II t_ Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning
nstatiation « | <« —> o ©%e%%%e%%
A =T e r V| e
tY = = 1] Eeeeten

00303
Artisan Green

00517
Marble Moire

00810
Garnet Stone

00314
Patina Pearl

00526
Gallery Grey

00909
Tyrian Purple

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

< 450 (ASTM-E-662)

< 3.5KV (AATCC-134)

GLP9968
Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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Time Exposure Collection 10394 APERTURE



Time Exposure Collection 10394 APERTURE

00100 00120 00180 00310
Analog Bitmap Distortion Landscape
00450 00500 00525 00550
Saturation Time Lapse Portrait Backlit
00599 00700 00750 00800
Mega Pixel Focus Digital Shutter

GSA Contract
#GS-03F-049AA

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Product Specifications

Fiber Eco Solution Q® Nylon
Multi-Level Pattern Loop

Methanamine Pill Test

Construction Flooring Radiant Panel

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 25 0z. / 847.64 g/m? CRI Green Label Plus GLP9968

Traffic Class
ADA Compliance

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Stitches Per Inch
Tufted Pile Height

10.5/41.34 per 10 cm
3/32" Low - 7/32" High
2.38mm - 5.56mm

Average Density 7143 / 13.0 kilotex

Protective Treatment

SSP® Shaw Soil Protection

Secondary Backing EcoWorx®Tile
I n sta I I at i o n Ashlar Brick Herringbone ~ Monolithic Stagger s
inll _TT 1!
II .TT il ’ QAL Ili These products contain no chemicals
e HATj At I I on the Red List and complies with the cradletocradle
I: Living Building Challenge Materials
Petal requirements.
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Time Exposure Collection 10393 SHADOW GRAPH



Time Exposure Collection 10393 SHADOW GRAPH

00100 00120 00180 00310
Analog Bitmap Distortion Landscape
00450 00500 00525 00550
Saturation Time Lapse Portrait Backlit
00599 00700 00750 00800
Mega Pixel Focus Digital Shutter

GSA Contract
#GS-03F-049AA

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Product Specifications

Fiber Eco Solution Q® Nylon
Multi-Level Pattern Loop

Methanamine Pill Test

Construction Flooring Radiant Panel

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 25 0z. / 847.64 g/m? CRI Green Label Plus GLP9968

Traffic Class
ADA Compliance

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Stitches Per Inch
Tufted Pile Height

10.5/41.34 per 10 cm
3/32" Low - 7/32" High
2.38mm - 5.56mm

Average Density 7759/ 14.45 kilotex

Protective Treatment

SSP® Shaw Soil Protection

Secondary Backing EcoWorx®Tile
I n sta I I at i o n Ashlar Brick Herringbone ~ Monolithic Stagger s
inll _TT 1!
II .TT il ’ QAL Ili These products contain no chemicals
e HATj At I I on the Red List and complies with the cradletocradle
I: Living Building Challenge Materials
Petal requirements.
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Visual Energy Collection 10301 VIM



Visual Energy Collection 10301 VIM

00116 @ 00210 00225 00431
Flash Solar Flare Sunlight Spectrum
00508 00523 00530 00541
Horizon Moonglow Night Sky Synergy
00592 00712 00725 @ 00875
Power Dust Storm Lightning Fire

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Level Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 15 0z./508.59 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing

5/32" High / 3.97mm

6667 / 12.41 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
I I I - Monolithic Brick 1/4 Turn Ashlar Random Interactive Patterning @
NPT YOO CERTIFIED
nSta atlon T T <« | < T ; T T - ¢ 'o.. :.:.: :.:.:‘
> | - (IS0 These products contain no chemicals

T T == — T T T T At :‘:‘:’:;.;. "... PI’(_)dUCt.S DGlIVGI’Ed O'UICkly on the Red List and complies with the cradletocradie
> 1= 2020’ .-.I.—A Ships within 10 business days. Living Building Challenge Materials

Maximum order of 2,500 sy per color. Petal requirements.

157



Visual Energy Collection 10302 VIVID



00116
Flash

00508
Horizon

00592
Power

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

Visual Energy Collection 10302 VIVID

00210
Solar Flare

i

00523
Moonglow

00712
Dust Storm

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

18 0z./610.30 g/m?
12/47.24 per 10 cm

4/32" Low - 6/32" High
3.18mm - 4.76mm

5586 / 10.40 kilotex

SSP® Shaw Soil Protection

>

Interactive Patterning

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Random
Installation Fr] Gl A= 4 F =]
<_—><_—> T -«
Pt =T =4 (A

03298 'O:QI._'.

00225
Sunlight

00530
Night Sky

00725
Lightning

00431
Spectrum

00541
Synergy

00875
Fire

Performance Specifications
Passes (DOCFF-1-70)

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

il

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Class 1 (ASTM

GSA Contract
#GS-03F-049AA

E-648)

< 450 (ASTM-E-662)

< 3.5KV (AATC
GLP9968
Severe (TARR)

C-134)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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Work. Study. Play. Collection 10425 WORK. STUDY. PLAY.




Work. Study. Play. Collection 10425 WORK. STUDY. PLAY.

00100
Degree

00310
Jacks

00430
Alumni

00530
Overtime

00650
Crazy 8's

00120
University

00320
Faculty

00440
Campus

00540
Teamwork

00700
Benefits

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Secondary Backing

Ashlar Brick

Installation

i

00160
Service

00330
Student

00450
Grade

00550
Salary

00770
Academic

Solution Q Extreme®
Graphic Loop

100% Solution Dyed
1/8/31.50 per 10 cm
20 0z./678.11 g/m?
10.5/41.34 per 10 cm
4/32"/ 3.18 mm

7200/ 13.41 kilotex
EcoWorx®

Herringbone ~ Monolithic Stagger

ft

—>

—

— 1 <— 1
=T <1

— 1 —1]

:t :tT ﬂ

1Ll

00170
Meeting

00380
Checkers

00460
Thesis

00560
Innovation

00800
Billiards

00180
Bonus

00390
Professor

00500
Agency

00570
Masters

00825
Hop Scotch

00250
Hey Taxi

00410
Games

00510
Career

00580
College

00850
Poker

00300
Go Fish

00420
Horseshoes

00520
Contact

00590
Collaboration

00900
Video

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Other Modular
Styles



BIG SPLASH!

COLOR CHOICE
COLOR YOUR WORLD
CONUNDRUM
EXHILARATION
HOMEROOM Il 26
HOMEROOM v 3.0
INDULGENCE

LINEA

PINSTRIPE
SCHOLASTIC Il
SOCRATES I
SPLURGE

TWEED

WORK, STUDY, PLAY



10166 BIG SPLASH!

Available with
EcoWorx®
Performance
Broadloom
backing

Style 10165




10166 BIG SPLASH!

00102 00120 00202 00311 00313 00314
Spiral High Score Rip Pop Rotation Wash
00320 00321 00415 00418 00506 00517
Flight Springboard Execution Dive-Sheet Smack Platform
00603 00804 00813 00909
Angle Sequence Belly Flop Perfect Entry
GSA Contract

Product Specifications

Performance Specifications

#GS-03F-049AA

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)

Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)

Dye Method 80% Solution Dyed Smoke Density <450 (ASTM-E-662)
20% Yarn Dyed Static Control <3.5KV (AATCC-134)

Gauge 1/10/39.37 per 10 cm CRI Green Label Plus GLP9968

Tufted Yarn Weight 26 0z. / 881.55 g/m? Traffic Class Severe (TARR)

Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment

10/39.37 per 10 cm
5/32" / 3.97mm
9360/ 17.43 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
= Monolithic
Installation . c:,
These products contain no chemicals
T T on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.
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10204 COLOR CHOICE

00101 @ 00103 00104 @ 00122 00150 @

Pecan Gilded Light Taupe Flax Tobacco
00201 00210 00302 00309 @ 00310
Citrus Ochre Herbal Timber Foliage
00320 00321 00330 @ 00335 00350
Eucalyptus Dark Green Glass vy Green Apple

00370 00375 00400 @ 00401 00405 @
Ink

Cactus Ireland Bluestone Saxony Blue

00407 00408 00412 00447 00485 @
Brite Blue Electric Deep Aqua Nordic Deep Navy

00500 @ 00505 @ 00530 @ 00544 00545

Ebony Black Grey Metal Lichen Fescue



00546
Aloe

00713
Chocolate

00761
Portabella

00870
Sundried

i

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing

Installation

1/4 Turn

t

—

—

t

10204 COLOR CHOICE

00549 00557 00665
Lava Dolphin Russet

00725 @ 00740 00750

Brasserie Suede Coffee

00802 @ 00804 00851

Crimson Mahogany Regal Red

00890 00901 00979
Calypso Aubergine Purple Heart

Also available in B

BROADLOOM

00675
Orange

00760
Taupe

00855
Clear Red

00990
Egg Plant

Select colors available in
Facet Tile style #10374

Performance Specifications
Passes (DOCFF-1-70)

Eco Solution Q® Nylon Methanamine Pill Test
Level Loop Flooring Radiant Panel
100% Solution Dyed Smoke Density
1/10/39.37 per 10 cm Static Control

30 0z./1,017.17 g/m2 CRI Green Label Plus
11.5/45.28 per 10 cm Traffic Class

5/32" / 3.97mm ADA Compliance

11613/ 21.62 kilotex
SSP® Shaw Soil Protection
EcoWorx®Tile

@

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Class 1 (ASTM

@

GSA Contract
#GS-03F-049AA

E-648)

< 450 (ASTM-E-662)
< 3.5KV (AATCC-134)

GLP9968
Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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00101
Color Guard

@)

00107
Color Swatches

00108
Color Palette

10110 COLOR YOUR WORLD

@ 00128

Color Theory

00210
Color Scheme

00314
Color Paper

00316
Color Mapping

00327 00332 00349 00420 00423 00430 00434

Color Scale Color Aesthetics Color Copy Color Code Color Pencil Color Books Color Grade
00448 00454 00503 @ 00505 00515 00516 @ 00521

Color Module Color Element Color Wheel Color Crayons Color Screen Color By Number Color Cartridge
00522 @ 00525 00526 00532 00669 00711 00758

Color Chips Color Forecast Color Contrast Color Hues Color Monitor Color Chart Color Trend
00798 00799 00829 @ 00887 00926

Color Reference Color Match Color Purple

Color Design Color Fields

GSA Contract

Also available in B
#GS-03F-049AA

BROADLOOM

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Level Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)

5/32" / 3.97mm ADA Compliance
9900/ 18.43 kilotex

SSP® Shaw Soil Protection

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Tufted Pile Height
Average Density
Protective Treatment

Secondary Backing EcoWorx®Tile
= Monolithic Brick 1/4 Turn Ashlar Interactive Patterning @

Installation Y REaEs N> [ K| feteat

— | > .0 o.o.o:o.o.o i . These d . .

JOUXON products contain no chemicals
T T — 1= — T T T T 000019 %° ... PI’QdUCt_S DE|IVEI’ed Quickly on the Red List and complies with the cradletocradle
= 1= O .-.I.—A Shl,()S within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements.



10218 CONUNDRUM M

169



18152
Maze

18456
Diagram

18665
Dilemma

18154
Word Search

18461
Jigsaw

18755
Brain Teaser

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

Installation

Eco Solution Q® Nylon
Multi-Level Pattern Loop
83% Solution Dyed

17% Yarn Dyed
1/10/39.37 per 10 cm

18 0z./610.30 g/m?
9.5/37.40 per 10 cm
3/32" Low - 7/32" High
2.38mm - 5.56mm

4765 / 8.87 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

1/4 Turn

t

—

—

t

10218 CONUNDRUM

18169
Riddle

18462
Cryptoquote

18759
Cipher

18264
Paradox

18551
Nine Dots Puzzle

18763
Crossword

18358

Anagram

18553

Mystery

18957
Pun

18361
Chess

18568
Enigma

18966
Conceptual

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel

Smoke Density
Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED ’

cradletocradle

SILVER




Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

Installation

1/4 Turn

t

—

—

t

26406 EXHILARATION

00194
Cause A Commotion

@ 00339

Good Chemistry

@ 00223

Rattle My Cage

® .. O

00454

Night Fever Stir It Up
Eco Solution Q® Nylon Methanamine Pill Test
Textured Loop Flooring Radiant Panel
73% Solution Dyed Smoke Density
27% Yarn Dyed Static Control
1/10/39.37 per 10 cm CRI Green Label Plus
24 0z./ 813.74 g/m2 Traffic Class
10/39.37 per 10 cm ADA Compliance

3/32" Low - 6/32" High
2.38mm - 4.76mm

6646 / 12.37 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

il

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

>

Performance Specifications

GSA Contract
#GS-03F-049AA

Passes (DOCFF-1-70)

Class 1 (ASTM

E-648)

< 450 (ASTM-E-662)

< 35KV (AATC
GLP9968
Heavy (TARR)

C-134)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle
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00137
Dorm

00525
Bulletin Board

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment

00238
Academy

i

00526
Cramming

Eco Solution Q® Nylon
Textured Loop

100% Solution Dyed
1/8/31.50 per 10 cm

26 0z./ 881.55 g/m?
9/35.43 per 10 cm

4/32" Low - 6/32" High
3.18mm - 4.76mm

7256 / 13.51 kilotex

SSP® Shaw Soil Protection

Secondary Backing EcoWorx®Tile
Installation *0”"'”* —T< T”“i ; i
<T=T A

Y e =l

10127 HOMEROOM 11 26

i

00336
Creative Writing

00539
SAT's

i

i

00431
Alma Mater

00847
Studious

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel

Smoke Density
Static Control

CRI Green Label Plus

Traffic Class
ADA Compliance

il

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

i

i

GSA Contract
#GS-03F-049AA

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

< 450 (ASTM-E-662)
< 3.5KV (AATCC-134)

GLP9968
Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED ’

cradletocradle

SILVER




10353 HOMEROOM v 3.0 M

173



10353 HOMEROOM v 3.0

00120 00340 00360 00380 00400

Honor Roll Track Meet Dean’s List Quad Elective

00420 00430 00440 00450 00470 @

Scholarship Class Ring Mascot Swim Team Friday Night Lights

00490 @ 00500 00510 00560 00580

Homecoming Hall Pass Midterms Art Club Spirit Week

00590 @ 00610 00630 00710 @ 00770

Study Hall Graduation Marching Band Curriculum Final Exam

00810 00860 00880 00970 @

Enrichment Text Book Diploma Varsity

Also available in Ecoworx
Performance Broadloom 10352
& Ultraloc Pattern 10351

Product Specifications Performance Specifications
Fiber Solution Q Extreme® Nylon Methanamine Pill Test Passes (DOCFF-1-70)

Construction Level Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/8/31.50 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 1.8 Traffic Class Heavy (TARR)

ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

5/32"/ 3.97mm
7402 / 13.78 kilotex

Tufted Pile Height
Average Density

Secondary Backing EcoWorx®Tile
- Monolithic Brick 1/4 Turn Ashlar Interactive Patterning @ \
I“Sta"atlon T T < | < T —> T T 'ov.'o:o:o o:o:o: R
—T—T 0 e Products Delivered Quickly crodlefooradie
T T - | > g T T T ':':' '.:.I._.‘

Ships within 10 business days.
Maximum order of 2,500 sy per color.

SILVER



Z6374 INDULGENCE M



00263
Beach House

00436
Penthouse Suite

00575
Vente Latte

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

>

Monolithic

00275
Day In The Sun

00438
High Roller
00888
Pop Culture

Eco Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m?
9/35.43 per 10 cm
4/32" Low - 6/32" High
3.18mm - 4.76mm
7513/ 13.99 kilotex
SSP® Shaw Soil Protection
EcoWorx®Tile

26374 INDULGENCE

00335
Lounge Lizard

00444
Bubble Bath
00998
Material Girl

00343
Latest Trend

00448
Sky High

00347
Reality T.V.

>

00556
Room With A View

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Installation A A @

Products Delivered Quickly

™
‘ CERTIFIED '

These products contain no chemicals

T T . L . on the Red List and complies with the cradlefocradle
Sh/p's within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements.



10146 LINEA

46108 46123 46200 46212 46221 46222 46304
Gilded Golden Tan Brasserie Blonde Gold Brown Sugar Herbal
46305 46306 46315 46325 46326 46327 46416
Cashmere Juniper Aloe Glass Lichen Periwinkle Eucalyptus
46419 46420 46427 46430 46501 46502 46528
Indigo Nordic Slate Willow Taupe Grey Metal Ebony
46532 46611 46709 46710 46718 46724 46813
Black Chocolate Mountain Wood Tobacco Coffee Portabella Mahogany
46814 46919
Russet Purple Heart

GSA Contract

#GS-03F-049AA

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 27 0z./ 915.46 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment

4/32" Low - 6/32" High
3.18mm - 4.76mm

8033 / 14.96 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- 1/4 Turn
Installation N~ c:,
These products contain no chemicals
—> T on the Red List and complies with the cradletocradle
Living Building Challenge Materials
Petal requirements.

1717



(0]

Pin Curl
(0]

Pin Wheel

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing

Monolithic

0

Pin

ushion

0
Pin Tail

Eco Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm

23 0z./779.83 g/m?
10/39.37 per 10 cm

4/32" / 3.18mm

8118/ 15.12 kilotex

SSP® Shaw Soil Protection
EcoWorx®Tile

Brick 1/4 Turn Ashlar

Installation "

=1 [t~ [t

10105 PINSTRIPE

(0]
Pin Point

0
Pin Hole

il

Ish

0
Pin Oak

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Pt

=T ST [

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

These products contain no chemicals
on the Red List and complies with the
Living Building Challenge Materials
Petal requirements.

™
‘ CERTIFIED '

cradletocradle

SILVER




00200 @
Graduate Program

@

Academic Probation

00572
Undergraduate

i

00770
Syllabus

i

10125 SCHOLASTIC I

00201 00300
Curricula Bowl Games
00402 @ 00471
Transcript Tuition
00600 @ 00700
Laboratory Drop & Add
00871 @ 00960
Sorority Midterm

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment

Solution Q® Nylon
Textured Loop

100% Solution Dyed
1/10/39.37 per 10 cm

20 0z./678.11 g/m?
9/35.43 per 10 cm

4/32" / 3.18mm

6923 / 12.89 kilotex

SSP® Shaw Soil Protection

L

L

i

i

00301
Financial Aid

00501
Elective

00701
Student Loans

00302
Tenure

i

00525
Finals

i

00702
Dean

@

i

i

>

00370
Enrollment

00570
Intramural
00765 @
Fraternity
GSA Contract

#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
I t II t_ Monolithic @ cs
ns a a Ion CERTIFIED
il Products Delivered Quickly cradletocradie
T T Ships within 10 business days.

Maximum order of 2,500 sy per color.

179



00105
Sorel

00112
Descrates

00401
Augustine

00108
Searle

00114
Berkeley

00416
Confucius

10126 SOCRATES lI

00110
Hume

00314
Croce

Q .
Reid

00111
Locke

00324
Strauss

00418
Bacon

>



10126 SOCRATES lI

@ Gellner @ 00511

00425 00507

Schweitzer Grosso 00509 Thales
00515 00521 00522 00523
Epicurus Baltasar Schiller Sartre
00706 00819 @ 00922

Lewis Fiske Marx

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Textured Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/8/31.50 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 26 0z. / 881.55 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 8/31.50 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment

5/32" Low - 7/32" High
3.97mm - 5.56mm
5887/ 10.96 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- 1/4 Turn @
Installation N
; ; These products contain no chemicals
—> T PI‘QdUCt_S [_)ehvered O'UICkly on the Red List and complies with the cradletocradle
Sh/p*? within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements.
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26373 SPLURGE

00343
Front Row Seats

00335
Alligator Shoes

00263 @ 00275 @ 00347 @
Shopping Spree Prada Bag Spa Treatment

00556
Dazzling Diamond

00448
Caribbean Cruise

00444
Island Getaway

00438
Dinner Party

00436
European Vacation

00998
Live A Little

00575
Armani Suit

00888 @
Shiny New Car

GSA Contract
#GS-03F-049AA

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 24 0z. / 813.74 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch 9/35.43 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment

3/32" Low - 7/32" High
2.38mm - 5.56mm
8388/ 15.62 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- Monolithic 1/4 Turn @
I“Sta"atlon T T T —> CERTIFIED
; ; These products contain no chemicals
T T —> T Pr(.)dUCt.S I_Jellvered O'UICkly on the Red List and complies with the cradlefocradle
Sh/p? within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements.
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10096 TWEED



10096 TWEED

@ 96205
Glen

96101 96102 96300
Ettrick Houndstooth Welsh
96409 96411 96500 96503
Harris Saxony Check Donegal
96512 @ 96804 @ 96807 @ 96908
Yorkshire Breanish Plaid Herringbone

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM-E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 20 0z./678.11 g/m2 CRI Green Label Plus GLP9968

Stitches Per Inch 9/35.43 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment

3/32" Low - 6/32" High
2.38mm - 4.76mm
5807 / 10.81 kilotex

SSP® Shaw Soil Protection

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Secondary Backing EcoWorx®Tile
- 1/4 Turn @
Installation M-
; ; These products contain no chemicals
—> T PI’QdUCt_S [_)ehvered O'UICkly on the Red List and complies with the cradletocradle
Sh/p*? within 10 business days. Living Building Challenge Materials
Maximum order of 2,500 sy per color. Petal requirements.
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BROADLOOM




Beautifully durable broadloom products
designed for high demand environments.

pdQ
PRODUCTS DELIVERED QUICKLY
Ships within 10 business days. Maximum order of 2,500 sy per color.

pdQ

Il




pdQ
pdQ PRODUCTS DELIVERED QUICKLY
Ships within 10 business days.

Collection Listing GSA CERTIFIED ° Maximum order of 2,500 sy per color.
Apropos Sound Perception Socrates |1 28 288
. _ e Sound Investment 289
* Options 190 Audio Echo 236 Sy .
: gl::g:;t :32 \(;.hannel Fade 238 e Strut Your Stuff 294
irtual Current 240 e 999
Classically Composed Sweet Selections Technique &9
Patterns Trade Up L
Double Exposure 242 Twist & Shout I 297
* Grata 196 Perpetual Motion 244 Windswept 298
* Rotolo 198 e Sweet 246 Word Of Mouth 299
* Tessa 200 e Work It 301
Other Broadloom Styles
Cosmopolitan
Approach 249
* Ciao 202 e Best Foot Forward 250
* Hallo 204 e Big Splash! 252
e Nihao 206 Buy In 254
e Cloisonne Il 255
Dolce Color Choice 256
e Carlo 208 Color Your World 257
* Gio 210 Commit 258
e Nino 212 Decide 260
Famous Last Words |I 262
Leverage Gait 263
e 214 Headlines 264
. Own It 216 * Homeroom |l 26 265
Homeroomv 3.0 266
Life & Style M_anner 208
Night Moves 269
Aficionado 218 Opportunity Knocks 271
Bohemian 220 Pace 279
Full Bloom 222 Pay Off 273
Leaflet 224 Prado EPBL 274
Vivant 226 Public Affairs 276
Raise The Bar 2178
Simple Elegance Sabre 979
Exquisite 298 Scholastic 11 26 281
Glamorous 230 Scholastic 11 28 282
Luxurious 232 Seal The Deal 283
e Understated 234 Shake On It 289

Socrates Il 26 287



Alphabetical Listing

A H S
Aficionado 218 Hallo 204 Sabre 279
Approach 249 Headlines 264 Scholastic Il 26 281
Audio Echo 236 e Homeroom Il 26 265 Scholastic Il 28 282
Homeroomv 3.0 266 Seal The Deal 283
B Shake On It 285
e Best Foot Forward 250 L ST 26l
e 259 Leaflet 994 Socrates Il 28 288
Bohemian 220 Luxurious 232 : SS:ung In:eStment ?32
e Standou
suy In - M Stride 291
C e Strut Your Stuff 294
Manner 268 Succeed 292
e Carlo 208 e Sweet 236
Carry On 214 |
Channel Fade 238 Night Moves 269 T
HER Al Nihao 206 Technique 295
* Cloisonne I 255 e Nino 212 S T 200
Color Choice 256 Trade Up 296
Color Your World 257 (0] Twist & Shout II 297
Commit 258 _
Opportunity Knocks 271
b - Options 190 U
* Ownlt 216 * Understated 234
Decide 260
Double Exposure 242 P \V;
E Pace 272 Virtual Current 240
Pay Off 213 Vivant 226
Exquisite 228 Perpetual Motion 244
e Platform 192 W
F Prado EPBL 274 |
Famous Last Words || 262 Public Affairs 216 w:)nrccjlst\),\;el\%uth ;gg
Full Bloom 222 = . Work It 301
G Raise The Bar 278
Gait 263 * Rotolo [EL
e Gio 210
Glamorous 230

e (rata 196



Apropos Collection 26375 OPTIONS



Apropos Collection 26375 OPTIONS

00112 00255 00326 00335 00356

Malibu Beach Artisan Tan Tea Leaves Getaway Green Monsoon

00377 00438 00447 00546 00555

Formal Garden Blue HII High Tide Town Square Falling Star

00559 00599 00678 00714 00765

Cape Cod Black Magic Spicy Hue Praline Henna
GSA Contract
#GS-03F-049AA

00778 00798

Cappuccino Mocha

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 5/64 / 50.39 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 30 0z./1,017.17 g/m? CRI Green Label Plus GLP2271

Stitches Per Inch 9/35.43 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

3/32" Low - 7/32" High
2.38mm - 5.56mm

6792 / 12.65 kilotex

SSP® Shaw Soil Protection
Ultraloc®Pattern
1/2"Wx11/8" L

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.
™
‘ CERTIFIED '

12.70 mm x 28.58 mm cradlefocradle
SILVER
Need a sample? Call - 800.241.4014 - patcraft.com 191



Apropos Collection Z6376 PLATFORM



Apropos Collection Z6376 PLATFORM

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

2/32" Low - 8/32" High
1.59mm - 6.35mm

7680/ 14.30 kilotex

SSP® Shaw Soil Protection
Ultraloc®Pattern

9" Wx51/4" L

ADA Compliance

00112 00255 00326 00335 00356
Natural Choice Foggy Day Jewel High Tea Mint Condition
00377 00438 00447 00546 00555
Saguaro Rainstorm Languid Blue Smoke Screen Iron Ore
00559 00599 00678 00714 00765
Cityscape Inkwell Fiery Viva Gold Spicy Hue
GSA Contract
#GS-03F-049AA
00778 00798
Tigereye Dark Room
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/12/ 47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP2271
Stitches Per Inch 13/51.18 per 10 cm Traffic Class Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.
™
‘ CERTIFIED '

22.86 cm x 13.34 cm cradlefocradle
SILVER
Need a sample? Call - 800.241.4014 - patcraft.com 193



Apropos Collection Z6367 STANDOUT



Apropos Collection Z6367 STANDOUT

00112 00255 00326 00335 00356

Macadamia Nantucket Dune Wheat Grass Winter Moss Botanical Tint

00377 00438 00447 00546 00555

Green Suede Water’'s Edge True Blue Wallstreet Silverwing

00559 00599 00678 00714 00765

Designer Gray Good Night Burnt Copper Toasty Sierra
GSA Contract
#GS-03F-049AA

00778 00798

French Roast Warm Shadows

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 5/64 / 50.39 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 30 0z./1,017.17 g/m? CRI Green Label Plus GLP2271

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)

Tufted Pile Height ADA Compliance

3/32" Low - 7/32" High
2.38mm - 5.56mm

7105/ 13.23 kilotex

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

Average Density 0.6 for accessible routes.

Protective Treatment
Secondary Backing
Installation Pattern Repeat

SSP® Shaw Soil Protection
Ultraloc®Pattern

1/2" W x 9/16” L

12.70 mm x 14.29 mm

Need a sample? Call - 800.241.4014 - patcraft.com

™
‘ CERTIFIED '

cradletocradle
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Classically Composed Patterns Collection 10333 GRATA



00213
Harvest

00325
Moonlight

00790
Mocha

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Classically Composed Patterns Collection 10333 GRATA

00218
Citron

00405
Night Star

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

24 0z./813.74 g/m?2
12.3/48.43 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

6,448 / 12.01 kilotex

SSP® Shaw Soil Protection
EcoWorx®Performance Broadloom
12" Wx 10" L

30.48 cm x 25.40 cm

Need a sample? Call - 800.241.4014 - patcraft.com

00304
Celedon Blue

00650
Terra Cotta

00306
Olivine

00713
Keystone

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Classically Composed Patterns Collection 10332 ROTOLO




00213
Harvest

00325
Moonlight

00790
Mocha

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Classically Composed Patterns Collection 10332 ROTOLO

00218
Citron

00405
Night Star

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

24 0z./ 813.74 g/m2
12.3/48.43 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

6,448 / 12.01 kilotex

SSP® Shaw Soil Protection
EcoWorx®Performance Broadloom
12" Wx 24" L

30.48 cm x 60.96 cm

Need a sample? Call - 800.241.4014 - patcraft.com

00304
Celedon Blue

00650
Terra Cotta

00306
Olivine

00713
Keystone

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Classically Composed Patterns Collection 10331 TESSA



Classically Composed Patterns Collection 10331 TESSA

00213 00218 00304 00306
Harvest Citron Celedon Blue Olivine
00325 00405 00650 00713
Moonlight Night Star Terra Cotta Keystone

00790
Mocha

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 24 0z./ 813.74 g/m? CRI Green Label Plus GLP9968

Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

12.3/48.43 per 10 cm

3/32" Low - 7/32" High

2.38mm - 5.56mm

6,448 / 12.01 kilotex

SSP® Shaw Soil Protection
EcoWorx®Performance Broadloom

Traffic Class
ADA Compliance

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Installation Pattern Repeat 6" Wx6"L
15.24 cm x 15.24 cm ca
cradletocradle
Need a sample? Call - 800.241.4014 - patcraft.com 201



Cosmopolitan Collection 10415 CIAO




00160
Great Wall

00520
Tulip Fields

00570
Windmill

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Cosmopolitan Collection 10415 CIAO

00180 00460
Colosseum Gondola
00530 00550
Amsterdam Venice
00580 00720
Licorice Dim Sum

Eco Solution Q® Nylon
Multi-Level Pattern Tip Shear
100% Solution Dyed
1/10/39.37 per 10 cm

32 0z./1,084.98 g/m?
12.0/47.24 per 10 cm

4/32" Low - 11/32" High
3.18 mm —8.73 mm

5460/ 10.17 kilotex

SSP® Shaw Soil Protection
UltraLoc Pattern

12" W x 24" L

30.48 cm x 60.96 cm

Need a sample? Call - 800.241.4014 - patcraft.com

00510
Shanghai

00560
Feng Shui

00780
Tiramisu

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Moderate (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

203




Cosmopolitan Collection 10413 HALLO




Cosmopolitan Collection 10413 HALLO

00160 00180 00460 00510
Great Wall Colosseum Gondola Shanghai
00520 00530 00550 00560
Tulip Fields Amsterdam Venice Feng Shui
00570 00580 00720 00780
Windmill Licorice Dim Sum Tiramisu

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Tip Shear Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP8472

Stitches Per Inch 12.0/47.24 per 10 cm Traffic Class Moderate (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

4/32" Low - 11/32" High
3.18 mm —8.73 mm

4902 / 9.13 kilotex

SSP® Shaw Soil Protection
UltraLoc Pattern

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Installation Pattern Repeat 12" W x 24" L
30.48 cm x 60.96 cm ca
cradletocradle
Need a sample? Call - 800.241.4014 - patcraft.com 205



Cosmopolitan Collection 10414 NIHAO




Cosmopolitan Collection 10414 NIHAO

00160 00180 00460 00510
Great Wall Colosseum Gondola Shanghai
00520 00530 00550 00560
Tulip Fields Amsterdam Venice Feng Shui
00570 00580 00720 00780
Windmill Licorice Dim Sum Tiramisu

Product Specifications

GSA Contract
#GS-03F-049AA

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Tip Shear Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP8472

Stitches Per Inch 12.0/47.24 per 10 cm Traffic Class Moderate (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014 - patcraft.com

4/32" Low - 11/32" High
3.18 mm —8.73 mm

5731/ 10.67 kilotex

SSP® Shaw Soil Protection
UltraLoc Pattern

12" Wx 12" L

30.48 cm x 30.48 cm

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Dolce Collection Z6510 CARLO



00103
Limone

00522
Metallo

00758
Marmo

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

00173
Latte

00599
Carbone

00887
Rosso

Eco Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
28 0z./ 949.36 g/m?
11/43.31 per 10 cm
3/32" Low - 8/32" High
2.38mm - 6.35mm
5727 / 10.66 kilotex
SSP® Shaw Soil Protection
Ultraloc®Pattern
35/8" Wx25/8" L
9.21 cm x 6.67 cm

Dolce Collection 26510 CARLO

00329
Verde

00711
Caffe

00448
Blu

00757
Ardesia

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP2271

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Dolce Collection 26506 GIO



00103
Limone

00522
Metallo

00758
Marmo

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

00173
Latte

00599
Carbone

00887
Rosso

Eco Solution Q® Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/12/47.24 per 10 cm

28 0z./ 949.36 g/m?
10/39.37 per 10 cm
3/32" Low - 8/32" High
2.38mm - 6.35mm

7049/ 13.13 kilotex
SSP® Shaw Soil Protection
Ultraloc®Pattern

36" Wx 36" L

9144 cmx91.44 cm

Dolce Collection 26506 GIO

00329
Verde

00711
Caffe

00448
Blu

00757
Ardesia

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP2271

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Dolce Collection Z6509 NINO



00103
Limone

00522
Metallo

00758
Marmo

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

00173
Latte

00599
Carbone

00887
Rosso

Eco Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
28 0z./ 949.36 g/m?
11/43.31 per 10 cm
5/32" Low - 7/32" High
3.97mm - 5.56mm
6184 / 11.51 kilotex
SSP® Shaw Soil Protection
Ultraloc®Pattern
13/4"Wx1"L

44.45 mm x 25.40 mm

Dolce Collection 26509 NINO

00329
Verde

00711
Caffe

00448
Blu

00757
Ardesia

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Leverage Collection 10337 CARRY ON



Leverage Collection 10337 CARRY ON

00100 00540 00530 00550

Brainstorm Teamwork Connections Suit & Tie

00590 00710 00715 00725

Industrial Vantage Influence Enterprise
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m?2 CRI Green Label Plus GLP2271
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.33mm - 4.76mm for minimum static coefficient of friction of
Average Density 6046 / 11.26 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing Ultraloc®Pattern
Installation Pattern Repeat 8" Wx315/32" L
20.32cm x 8.81 cm ca
cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 215



Leverage Collection 10338 OWN IT



00100

Brainstorm

00590

Industrial

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Leverage Collection 10338 OWN IT

00530 00540 00550

Connections Teamwork Suit & Tie

00710 00715 00725

Vantage Influence Enterprise

GSA Contract
#GS-03F-049AA
Performance Specifications
Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Multi-level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
100% Solution Dyed Smoke Density <450 (ASTM E-662)
1/12/ 47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
22 0z./ 745.93 g/m?2 CRI Green Label Plus GLP2271
10.0/39.37 per 10 cm Traffic Class Severe (TARR)
3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of
5617 / 10.46 kilotex 0.6 for accessible routes.
SSP® Shaw Soil Protection
Ultraloc®Pattern
36"Wx19"L
91.44 cm x 48.26 cm ca
cradletocradle
- patcraft.com 2117

Need a sample? Call - 800.241.4014



Life & Style Collection 10402 AFICIONADO



00150
Weeping Willow

00450
Water Feature

00550
Morning Dew

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Secondary Backing
Installation Pattern Repeat

Life & Style Collection 10402 AFICIONADO

00320 00340
Sun Rays Wishing Well
00470 00510

Midnight Path Silver Moon

00770
Stepping Stone

00600
Fall Foliage

00360
Topiary

00530
Hazy Mist

00800

Japanese Maple

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Solution Q Extreme®
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

19 0z. / 644.21 g/m?
10.8/42.52 per 10 cm
3/32" Low - 6/32" High
2.38 mm - 4.76 mm
6107 / 9.71 kilotex
EcoWorx®Performance Broadloom
18" W x 5/16" L

4572 cmx.794 cm

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Life & Style Collection 10398 BOHEMIAN



Life & Style Collection 10398 BOHEMIAN

00150 00320 00340 00360

Weeping Willow Sun Rays Wishing Well Topiary

00450 00470 00510 00530

Water Feature Midnight Path Silver Moon Hazy Mist

00550 00600 00770 00800

Morning Dew Fall Foliage Stepping Stone Japanese Maple
Product Specifications Performance Specifications
Fiber Solution Q Extreme® Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m2 CRI Green Label Plus GLP9968
Stitches Per Inch 10.8/42.52 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set

forth in the Americans with Disabilities Act
2.38 mm - 5.56 mm for minimum static coefficient of friction of
Average Density 6236 / 11.65 kilotex 0.6 for accessible routes.
Secondary Backing EcoWorx®Performance Broadloom
Installation Pattern Repeat 72" W x 144" L
182.88 cm x 365.76 cm

™
‘ CERTIFIED '

cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 221




Life & Style Collection 10399 FULL BLOOM



00150
Weeping Willow

00450
Water Feature

00550
Morning Dew

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Secondary Backing
Installation Pattern Repeat

Life & Style Collection 10399 FULL BLOOM

00320 00340
Sun Rays Wishing Well
00470 00510

Midnight Path Silver Moon

00770
Stepping Stone

00600
Fall Foliage

00360
Topiary

00530
Hazy Mist

00800

Japanese Maple

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Solution Q Extreme®
Multi-Level Pattern Loop
100% Solution Dyed

1/12/47.24 per 10 cm Static Control
22 0z./ 745.93 g/m2 CRI Green Label Plus
10.8/42.52 per 10 cm Traffic Class

3/32" Low - 7/32" High ADA Compliance
2.38 mm - 5.56 mm

6439/ 11.65 kilotex

EcoWorx®Performance Broadloom

36" Wx 36" L

9144 cmx91.44 cm

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Life & Style Collection 10434 LEAFLET



00150
Weeping Willow

00450
Water Feature

00550
Morning Dew

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Secondary Backing
Installation Pattern Repeat

Life & Style Collection 10434 LEAFLET

00320 00340
Sun Rays Wishing Well
00470 00510

Midnight Path Silver Moon

00770
Stepping Stone

00600
Fall Foliage

00360
Topiary

00530
Hazy Mist

00800

Japanese Maple

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Solution Q Extreme®
Multi-Level Pattern Loop
100% Solution Dyed

1/12/47.24 per 10 cm Static Control
22 0z./ 745.93 g/m2 CRI Green Label Plus
10.8/42.52 per 10 cm Traffic Class

3/32" Low - 7/32" High ADA Compliance
2.38 mm - 5.56 mm

5767 / 10.74 kilotex

EcoWorx®Performance Broadloom

36" Wx 36" L

9144 cmx91.44 cm

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Life & Style Collection 10400 VIVANT



00150
Weeping Willow

00450
Water Feature

00550
Morning Dew

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Secondary Backing
Installation Pattern Repeat

Life & Style Collection 10400 VIVANT

00320 00340
Sun Rays Wishing Well
00470 00510

Midnight Path Silver Moon

00770
Stepping Stone

00600
Fall Foliage

00360
Topiary

00530
Hazy Mist

00800

Japanese Maple

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Solution Q Extreme®
Multi-Level Pattern Loop
100% Solution Dyed

1/12/47.24 per 10 cm Static Control
22 0z./ 745.93 g/m2 CRI Green Label Plus
10.8/42.52 per 10 cm Traffic Class

4/32" Low - 6/32" High ADA Compliance
3.18 mm - 4.78 mm

6236 / 11.65 kilotex

EcoWorx®Performance Broadloom

18" Wx 18" L

4572 cm x45.72 cm

Need a sample? Call - 800.241.4014 - patcraft.com

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM-E-662)
< 3.5 KV (AATCC-134)
GLP9968

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Simple Elegance Collection 10436 EXQUISITE



Simple Elegance Collection 10436 EXQUISITE

00111 00158 00173 00327 00339 00448
Cultured Sophisticated Perfection Graceful Sumptuous Classic
00518 00522 00526 00533 00537 00599
Grandeur Supreme Dignified Debonair Aristocratic Majestic
00699 00758 00765 00775

Artistic Splendor Timeless Exemplary

Product Specifications

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Methanamine Pill Test
Flooring Radiant Panel

Fiber Eco Solution Q® Nylon

Construction Multi-Level Pattern Cut/Loop

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 34 0z./1,152.80 g/m? CRI Green Label Plus GLP2271

Stitches Per Inch 12.5/49.21 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014 - patcraft.com

6/32" Low - 10/32" High
4.76mm - 7.94mm

7418 / 13.81 kilotex

SSP® Shaw Soil Protection
UltraLoc Pattern

36" Wx 36" L

9144 cmx91.44 cm

ADA Compliance

This product meets the guidelines as set

forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Simple Elegance Collection 10437 GLAMOROUS



Simple Elegance Collection 10437 GLAMOROUS

00111 00158 00173 00327 00339 00448
Cultured Sophisticated Perfection Graceful Sumptuous Classic
00518 00522 00526 00533 00537 00599
Grandeur Supreme Dignified Debonair Aristocratic Majestic
00699 00758 00765 00775

Artistic Splendor Timeless Exemplary

Product Specifications Performance Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014 - patcraft.com

Eco Solution Q® Nylon
Multi-Level Pattern Cut/Loop
100% Solution Dyed
1/10/39.37 per 10 cm

34 0z./1,152.80 g/m?
12/47.24 per 10 cm

6/32" Low - 10/32" High
4.76mm - 7.94mm

7418 / 13.81 kilotex

SSP® Shaw Soil Protection
UltraLoc Pattern

36" Wx 36" L

9144 cmx91.44 cm

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Simple Elegance Collection 10435 LUXURIOUS




Simple Elegance Collection 10435 LUXURIOUS

00111
Cultured

00518
Grandeur

00699
Artistic

00158
Sophisticated

00522
Supreme

00758
Splendor

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014 - patcraft.com

00173
Perfection

00526
Dignified

00765
Timeless

Eco Solution Q® Nylon
Multi-Level Pattern Cut/Loop
100% Solution Dyed
1/10/39.37 per 10 cm

34 0z./1,152.80 g/m?
12.5/49.21 per 10 cm

4/32" Low - 10/32" High
3.18mm - 7.94mm

7418 / 13.81 kilotex

SSP® Shaw Soil Protection
UltraLoc Pattern

36" Wx 38" L

91.44 cm x 96.52 cm

00327
Graceful

00533
Debonair

00775
Exemplary

00339
Sumptuous

00537
Aristocratic

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

Traffic Class
ADA Compliance

00448
Classic

00599
Majestic

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
CRI Green Label Plus GLP2271
Heavy (TARR)

This product meets the guidelines as set

forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Simple Elegance Collection 10438 UNDERSTATED



Simple Elegance Collection 10438 UNDERSTATED

00111 00158 00173 00327 00330 00339
Cultured Sophisticated Perfection Graceful Fabulous Sumptuous
00448 00518 00522 00526 00533 00537
Classic Grandeur Supreme Dignified Debonair Aristocratic
00599 00699 00765 00775
Majestic Artistic Timeless Exemplary
GSA Contract

#GS-03F-049AA

Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP2271
Stitches Per Inch 12/47.24 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 5.56mm for minimum static coefficient of friction of
Average Density 7291 / 13.58 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing UltraLoc Pattern
Installation Pattern Repeat 1/4" W x 3/4" L
6.35 mm x 19.05 mm ca
cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 235



Sound Perception Collection 10389 AUDIO ECHO



Sound Perception Collection 10389 AUDIO ECHO

00100 00150 00310 00330
Bandwidth Spectrum Resonance Subwoofer
00400 00420 00480 00520
Reverb Wavelength Treble Amplitude
00550 00570 00590 00800
Decibel Equalizer Distortion Ultrasonic

Product Specifications

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 21 0z./712.02 g/m2 CRI Green Label Plus GLP2271

Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

10.2/40.16 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

7132/ 13.28 kilotex

SSP® Shaw Soil Protection
UltraLoc®Pattern

Traffic Class
ADA Compliance

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Installation Pattern Repeat 12" Wx 17" L
60.96 cm x 60.96 cm ca
cradletocradle
Need a sample? Call - 800.241.4014 - patcraft.com 237



Sound Perception Collection 10390 CHANNEL FADE




Sound Perception Collection 10390 CHANNEL FADE

00100 00150 00310 00330
Bandwidth Spectrum Resonance Subwoofer
00400 00420 00480 00520
Reverb Wavelength Treble Amplitude
00550 00570 00590 00800
Decibel Equalizer Distortion Ultrasonic

Product Specifications

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 21 0z./712.02 g/m2 CRI Green Label Plus GLP2271

Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

10.2/40.16 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

7340/ 13.67 kilotex

SSP® Shaw Soil Protection
UltraLoc®Pattern

Traffic Class
ADA Compliance

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Installation Pattern Repeat 24" W x 24" L
60.96 cm x 60.96 cm ca
cradletocradle
Need a sample? Call - 800.241.4014 - patcraft.com 239



Sound Perception Collection 10391 VIRTUAL CURRENT




Sound Perception Collection 10391 VIRTUAL CURRENT

00100 00150 00310 00330
Bandwidth Spectrum Resonance Subwoofer
00400 00420 00480 00520
Reverb Wavelength Treble Amplitude
00550 00570 00590 00800
Decibel Equalizer Distortion Ultrasonic

Product Specifications

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m?2 CRI Green Label Plus GLP2271

Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing

10.2/40.16 per 10 cm

3/32" Low - 6/32" High
2.38mm - 4.76mm

6600 / 12.29 kilotex

SSP® Shaw Soil Protection
UltraLoc®Pattern

Traffic Class
ADA Compliance

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Installation Pattern Repeat 24" W x 24" L
60.96 cm x 60.96 cm ca
cradletocradle
Need a sample? Call - 800.241.4014 - patcraft.com 241



Sweet Selections Collection 10037 DOUBLE EXPOSURE




Sweet Selections Collection 10037 DOUBLE EXPOSURE

37101 37102 37103 37104 37117 37310
Positive Copy Negative Contact Sheet Sepia Print Artistic Impression Composition
37311 37312 37313 37314 37415 37416
Transparency [llusions Erroneous Snapshot Hologram Mirror Image
37507 37606 37705 37708 37709
Restoration Duplication Airbrush Look-Alike Second Glance
GSA Contract

#GS-03F-049AA

Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 5/64 / 50.39 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP2271
Stitches Per Inch 12/47.24 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 7/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 5.56mm for minimum static coefficient of friction of
Average Density 7784 / 14.49 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing Ultraloc® Pattern
Installation Pattern Repeat 18" Wx 17" L
4572 cm x 43.18 cm ca
cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 243



Sweet Selections Collection 10036 PERPETUAL MOTION




Sweet Selections Collection 10036 PERPETUAL MOTION

36101 36102 36103 36104 36117 36310

Constant Rotation Gravity Infinite Pendulum Steady

36311 36312 36313 36314 36415 36416

Over And Over Nonstop Permanent Motion Back And Forth Endless
36507 36606 36705 36708 36709

Sustained Uninterrupted Physics Evolution Oscillation

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)

Product Specifications

Fiber Eco Solution Q® Nylon
Multi-Level Pattern Loop

Methanamine Pill Test

Construction Flooring Radiant Panel

Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 5/64 / 50.39 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP2271

Stitches Per Inch 12/47.24 per 10 cm Traffic Class Heavy (TARR)

ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

Tufted Pile Height 3/32" Low - 7/32" High
2.38mm - 5.56mm

7784 / 14.49 kilotex

SSP® Shaw Soil Protection
Ultraloc® Pattern

18" Wx 31" L

4572 cm x 78.74 cm

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

™
‘ CERTIFIED '

cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 245




Sweet Selections Collection 10049 SWEET



Sweet Selections Collection 10049 SWEET

49101 49102 49103 49104 49117 49310
Sweet As Sugar Sweet Child O’ Mine Sweet Deal Sweet Talk Sweet Tooth Sweet Dreams
49311 49312 49313 49314 49415 49416
Sweet Thing Sweet Wine Sweet & Lovely Sweet Nothing Sweet Pea Sweet Sixteen
49507 49606 49705 49708 49709
Sweet & Low Down Sweet & Sour Sweet Roll Sweet Revenge Sweet Caroline
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 28 0z./ 949.36 g/m?2 CRI Green Label Plus GLP2271
Stitches Per Inch 13/51.18 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height ADA Compliance

3/32" Low - 6/32" High
2.38mm - 4.76mm
7200/ 13.41 kilotex

SSP® Shaw Soil Protection

This product meets the guidelines as set

forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
Average Density 0.6 for accessible routes.

Protective Treatment

Secondary Backing Ultraloc® Pattern
Installation Pattern Repeat 1/2" W x 1/2" L
12.70 mm x 12.70 mm ca
cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 247



Other Broadloom Styles

APPROACH

BEST FOOT FORWARD
BIG SPLASH!

BUY IN

CLOISONNE I

COLOR CHOICE

COLOR YOUR WORLD
COMMIT

DECIDE

FAMOUS LAST WORDS Il
GAIT

HEADLINES Il
HOMEROOM Il 26
HOMEROOM v 3.0
MANNER

NIGHT MOVES
OPPORTUNITY KNOCKS
PACE

PAY OFF

PRADO EPBL

PUBLIC AFFAIRS
RADICAL

RAISE THE BAR
SABRE
SCHOLASTIC Il 26
SCHOLASTIC Il 28
SEAL THE DEAL
SHAKE ON IT
SOCRATES Il 26
SOCRATES Il 28
SOUND INVESTMENT
STRIDE

STRUT YOUR STUFF
SUCCEED
TECHNIQUE

TWIST & SHOUT II
WINDSWEPT

WORD OF MOUTH
WORK IT



46201
Literal

i

46406
Cautious

46505
Surreal

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch

Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Solution Q® Nylon
Pattern Loop

87% Solution Dyed
13% Yarn Dyed
1/10/39.37 per 10 cm
23 0z./779.83 g/m?
12/47.24 per 10 cm
5/32" / 3.97Tmm

6520/ 12.14 kilotex
SSP® Shaw Soil Protection
ClassicBac®
2"Wx31/2" L

5.08 cmx 8.89 cm

10246 APPROACH

46209
Novel

46407
Shotgun

46508
Free Form

Need a sample? Call - 800.241.4014 - patcraft.com

i

46303
Abstract

i

46502
Stylized

46704
Structured

i

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP8472

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

249




10104 BEST FOOT FORWARD



10104 BEST FOOT FORWARD

04205 @ 04301 @ 04410 @ 04514 @

Sandals Espadrilles Slippers Oxfords
s @ e @
Loafers Wing Tips
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 5/64 / 50.39 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 26 oz./ 881.55 g/m?2 CRI Green Label Plus GLP2271
Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 4/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
3.18mm - 4.76mm for minimum static coefficient of friction of
Average Density 7866 / 14.65 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing Ultraloc®
Installation Pattern Repeat 58" Wx11/4" L
15.88 mm x 31.75 mm @ ca
Products Delivered Quickly cradlefocradie
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Need a sample? Call - 800.241.4014 - patcraft.com 251



10164 BIG SPLASH!



10164 BIG SPLASH!

00102 @ 00120 00202 @ 00311 @ 00313 @ 00314 @

Spiral High Score Rip Pop Rotation Wash

@ .. O

Platform

00320 @ 00321 @ 00415 @ 00418 @ 00506

Flight Springboard Execution Dive-Sheet Smack

00603 @ 00804 00813 @ 00909 @

Angle Sequence Belly Flop Perfect Entry

Also available in M

MODULAR

Available with EcoWorx® GSA Contract
Performance Broadloom
backing style 10165 #GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 80% Solution Dyed Smoke Density <450 (ASTM E-662)
20% Yarn Dyed Static Control < 3.5 KV (AATCC-134)
Gauge 1/8/31.50 per 10 cm CRI Green Label Plus GLP2271
Tufted Yarn Weight 26 0z. / 881.55 g/m? Traffic Class Severe (TARR)
Stitches Per Inch 10/39.37 per 10 cm ADA Compliance This product meets the guidelines as set
Tufted Pile Height 5/32" / 3.97mm fo mirimam static coeffciont o icion of
Average Density 6545/ 12.19 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing Ultraloc®
Installation Pattern Repeat None

@ ™
‘ CERTIFIED '

Products Delivered Quickly cradletocradle
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Need a sample? Call - 800.241.4014 - patcraft.com 253



Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

254

00253
Fortunate

Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m?
10/39.37 per 10 cm
6/32" / 4.76mm
5236 / 9.75 kilotex
SSP® Shaw Soil Protection
ClassicBac®

26/32" W x 211/32" L
20.64 mm x 59.53 mm

D .

Jackpot

Z6432 BUY IN

@ 00536

Sleight Of Hand

i

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

T™
‘ CERTIFIED '

cradletocradle

SILVER




10132 CLOISONNE II

32119 32120 32121 32122 32216 32217 32218 32219
Chai Aleutian Sandia Ondine Ciara Lilia Baize Brassica
32220 32327 32328 32329 32330 32331 32332 32333
Gerbera Foresta Florrie Corbeau Olivine Aberdeen Pagoda Nouvelle
32334 32335 32428 32430 32431 32432 32433 32435
Yucca Evernia Botan Tourmaline Lapis Azurite Phailin Phlox
32526 32527 32528 32529 32530 32531 32532 32533
Balsam Atrous Galena Lazuli Dunabar Fabiana Urbana Lunaria
32534 32605 32606 32715 32716 32717 32718 32719
Dauphine Viburnum Anise Darjeeling Biscotti Ibiza Avena Autumnal
32720 32721 32722 32822 32823 32824 32924 32925
Penuche Carmela Carnelian Claret Sangria Poncheau Lavendula Passiflora

Product Specifications Performance Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014 - patcraft.com

Antron® Brilliance Nylon
Level Loop

100% Piece Dyed
1/10/39.37 per 10 cm
32 0z./1,084.98 g/m?
10/39.37 per 10 cm
8/32" High / 6.35mm
7529 / 14.02 kilotex
DuraTech

Ultraloc®

None

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

GSA Contract
#GS-03F-049AA

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP4675

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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00101 00103
Pecan Gilded
00309 @ 00310
Timber Foliage
00375 00400
Ireland Bluestone
00485 @ 00500
Deep Navy Ebony
00557 @ 00665
Dolphin Russet
00761 00802
Portabella Crimson

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

256

@ 00104

Light Taupe

00320
Eucalyptus

00401
Ink

@ 00505

Black

00675
Orange

@ 00804

Mahogany

Eco Solution Q® Nylon
Level Loop

100% Solution Dyed
1/10/39.37 per 10 cm
30 0z./1,017.17 g/m?
10/39.37 per 10 cm
5/32" [ 3.97Tmm

9391/ 17.49 kilotex

SSP® Shaw Soil Protection

Ultraloc®
None

10203 COLOR CHOICE

@ 00122

Flax

00321
Dark Green

@ 00405

Saxony Blue

@ 00530

Grey Metal

00713
Chocolate

@ 00851

Regal Red

00150
Tobacco

00330
Glass

00407
Brite Blue

00544
Lichen

00725
Brasserie

00855
Clear Red

@ 00201

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Also available in M

MODULAR

00210
Citrus Ochre
00335 00350
vy Green Apple
00408 00412
Electric Deep Aqua
@ 00545 00546
Fescue Aloe
00740 00750
Suede Coffee
00870 00890
Sundried Calypso
Passes (DOCFF-1-70)
00979

Class 1 (ASTM E-648)
< 450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP2271

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Purple Heart

00302
Herbal

00370
Cactus

00447
Nordic

00549
Lava

@ 00760

Taupe

00901
Aubergine

00990
Egg Plant

™
‘ CERTIFIED '

cradletocradle

SILVER




10131 COLOR YOUR WORLD

i)

Color Guard

00327 @

Color Scale

00448 @

Color Module

00522 @

Color Chips

00799 @

Color Fields

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing

Installation Pattern Repeat

00107

Color Swatches

00332

Color Aesthetics

00454

Color Element

00526

Color Contrast

00829

Color Reference

@ 00108

00349
Color Copy

@ 00503

Color Wheel

@ 00532

Color Hues

@ 00887

Color Match

Eco Solution Q® Nylon
Level Loop

100% Solution Dyed
1/10/39.37 per 10 cm
28 0z./ 949.36 g/m?
9/35.43 per 10 cm
5/32" [ 3.97mm

7754 / 14.44 kilotex
SSP® Shaw Soil Protection
Ultraloc®

None

Color Palette

@ 00128

Color Theory

@ 00420

Color Code

@ 00505

Color Crayons

@ 00669

Color Monitor

@ 00926

Color Purple

Need a sample? Call - 800.241.4014 - patcraft.com

00210 @

Color Scheme

00423 @

Color Pencil

00515 @

Color Screen

00711 @

Color Chart

00314
Color Paper

00430
Color Books

00516
Color By Number

00758
Color Trend

@

Performance Specifications

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271
Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

00316 @

Color Mapping

00434 @

Color Grade

00521 ‘@

Color Cartridge

00798 @

Color Design

Also available in M

MODULAR

™
‘ CERTIFIED '

cradletocradle
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10440 COMMIT



10440 COMMIT

00160 @ 00180

Sandstone Mica

@ 00460 @ 00510 @

Sapphire Zincite

@ 00550 @ 00560 @

00520 00530

Calcite Meteorite Granite Quartz
00580 @ 00780 @

Onyx Topaz

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014

Solution Q® Extreme Nylon
Graphic Loop

100% Solution Dyed
1/10/39.37 per 10 cm

24 0z./ 813.74 g/m?
11/43.31 per 10 cm

5/32" Low - 7/32" High
3.97 mm - 5.56 mm

7200/ 13.41 kilotex

SSP® Shaw Soil Protection
Ultraloc®

144" W x 24" L

- patcraft.com

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10439 DECIDE



10439 DECIDE

00160 @ 00180

Sandstone Mica

@ 00460 @ 00510 @

Sapphire Zincite

@ 00550 @ 00560 @

00520 00530

Calcite Meteorite Granite Quartz
00580 @ 00780 @

Onyx Topaz

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014

Solution Q® Extreme Nylon
Multi-Level Pattern Loop
100% Solution Dyed
1/10/39.37 per 10 cm

22 0z./ 745.93 g/m?
12/47.24 per 10 cm

4/32" Low - 8/32" High
3.18 mm - 6.35 mm

8703/ 16.20 kilotex

SSP® Shaw Soil Protection
Ultraloc®

144" W x 24" L

- patcraft.com

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10147 FAMOUS LAST WORDS 1I

® .

Does Your Dog Bite?

47100 @ 47200

Let's Be Friends Look No Hands

47302
It's Just The Wind

@ 47501

No Problem

@ ...

Results May Vary

47401 @ 47402

Don’t Try This At Home This Won't Hurt

47502 @ 47701 @ 47801 @ 47901 @
g!

What Could Go Wron

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

262

Eco Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
28 0z./ 949.36 g/m?
10/39.37 per 10 cm
4/32" Low - 8/32" High
3.18mm - 6.35mm
8195/ 15.26 kilotex
SSP® Shaw Soil Protection
Ultraloc®

3/4" W X 3/4" L

19.05 mm x 19.05 mm

Hey Man, Watch This

Cut The Red Wire

It's Easy

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP2271

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED ’

cradlefocradle

SILVER




51101
Amble

51504
Parade

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

51112

10251 GAIT

Cantor

Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m?
10/39.37 per 10 cm
3/32" Low - 6/32" High
2.38mm - 4.76mm
7261/ 13.52 kilotex
SSP® Shaw Soil Protection
ClassicBac®

1/4" Wx 1" L

6.35 mm x 25.40 mm

Need a sample? Call - 800.241.4014

51509
March

- patcraft.com

51303
Gallop

51702
Stroll

@ 51407

Cruise

51708
Saunter

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Moderate (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10148 HEADLINES 1l

48100 @ 48200

Millions Grope In Dark Killer Bees Here

@ 48201 @ 48301

7 Olympic Golds Armstrong Again

48302 @ 48401

Patron Saint Of TV Genome Solved

@ 48402

Escape From Alcatraz

48500
Immortal Calling

48501 @ 48502

Titanic Found Four Minute Mile

i J ® . @

Sox Win Pluto Declassified

Product Specifications Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/8/31.50 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 28 0z./ 949.36 g/m? CRI Green Label Plus GLP2271

Stitches Per Inch 11/43.31 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

264

3/32" Low - 6/32" High
2.38mm - 4.76mm

7200/ 13.41 kilotex

SSP® Shaw Soil Protection
Ultraloc®

172" Wx11/2" L

12.70 mm x 38.10 mm

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED ’

cradlefocradle

SILVER




00137
Dorm

00526
Cramming

00847
Studious

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

00335

Continuing Education

00527

Night Classes

Eco Solution Q® Nylon
Textured Loop

100% Solution Dyed
1/8/31.50 per 10 cm
26 0z./ 881.55 g/m?
8/31.50 per 10 cm
4/32" / 3.18mm

7932 / 14.77 kilotex
SSP® Shaw Soil Protection
Ultraloc®

None

D ..

Seminar

00539
SAT’'S

Need a sample? Call - 800.241.4014 - patcraft.com

10101 HOMEROOM 1l 26

® ..

Alma Mater

@ 00642

Gymnasium

Also available in M

GSA Contract
#GS-03F-049AA

MODULAR

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10351 HOMEROOM v 3.0



10351 HOMEROOM v 3.0

00120
Honor Roll

00430
Class Ring

00510
Midterms

00710
Curriculum

00340
Track Meet

00440
Mascot

00560
Art Club

00770
Final Exam

Product Specifications

00360
Dean’s List

00450
Swim Team

00580
Spirit Week

00810
Enrichment

00380
Quad

00470
Friday Night Lights

00590
Study Hall

00860
Text Book

00400
Elective

00490
Homecoming

00610
Graduation

00880
Diploma

00420
Scholarship

00500
Hall Pass

00630
Marching Band

00970
Varsity

Performance Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch

Tufted Pile Height
Average Density
Secondary Backing
Installation Pattern Repeat

Solution Q Extreme® Nylon
Level Loop

100% Solution Dyed
1/8/31.50 per 10 cm

22 0z./ 745.93 g/m2

7.8

5/32" [ 3.97mm

7615

UltaLoc® Pattern

n/a

Need a sample? Call - 800.241.4014

- patcraft.com

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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47201
Literal

47406
Cautious

@

Surreal

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch

Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

268

Solution Q® Nylon
Pattern Loop

78% Solution Dyed
22% Yarn Dyed
1/10/39.37 per 10 cm
25 0z. / 847.64 g/m?
10.5/41.34 per 10 cm
5/32" / 3.97Tmm

7500/ 13.97 kilotex
SSP® Shaw Soil Protection
ClassicBac®

3/4" Wx2"L

19.05 mm x 50.80 mm

10247 MANNER

47209
Novel

47407
Shotgun

47508
Free Form

i

47303 @

Abstract

47502
Stylized

47704 @

Structured

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Severe (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

T™
‘ CERTIFIED '

cradletocradle

SILVER




10129 NIGHT MOVES

Product Specifications Performance Specifications

™
‘C EEEEEEE D’

cradletocradle

OUUTHG-D LdT]
Need a sample? Call - 800.241.4014 - patcraft.com 269



29102
Shooting Star

29426
Sleepwalking

29701
Romance

29921
Midnight Snacks

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

270

i

29119
Lunar Tides

29504
Bonfires

29703
Lions, Tigers & Bears

Eco Solution Q® Nylon
Pattern Loop

80% Solution Dyed
20% Yarn Dyed

5/64 /50.39 per 10 cm
26 0z. / 881.55 g/m?
10/39.37 per 10 cm
3/32" Low - 6/32" High
2.38mm - 4.76mm
8587 / 15.99 kilotex
SSP® Shaw Soil Protection
Ultraloc®

3/4" WX 13/4" L
19.05 mm x 44.45 mm

10129 NIGHT MOVES

29305
Dancing In The Moonlight

29512
Opossum

29706
Hoots & Chirps

29307
Snipe Hunts

29515
Covert Operations

29711
Club Scene

>

29421
Tokyo Exchange

29523
Fire Flies

29814
Red-Eye Flights

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

™
‘ CERTIFIED ’

cradletocradle

SILVER




62205

Interview

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

@ 62400

10162 OPPORTUNITY KNOCKS

Ingenuity

Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m2
11.5/45.28 per 10 cm
3/32" Low - 6/32" High
2.38mm - 4.76mm
6128 / 11.41 kilotex
SSP® Shaw Soil Protection
ClassicBac®
2"Wx11/2" L

5.08 cmx 3.81 cm

Need a sample? Call - 800.241.4014

- patcraft.com

@ 62502

New City

@ 62710

Breakthrough

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Moderate (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10250 PACE

50101 @ 50112 @ 50303 @ 50407 @

Amble Cantor Gallop Cruise

50504 @ 50509 @ 50702 @ 50708

Parade March Stroll Saunter

i

Product Specifications Performance Specifications

Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m? CRI Green Label Plus GLP8472

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Moderate (TARR)

Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

272

5/32" [ 3.97mm

7009 / 13.05 kilotex

SSP® Shaw Soil Protection
ClassicBac®

1/4" W x 1/4" L

6.35 mm x 6.35 mm

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

T™
‘ CERTIFIED '

cradletocradle

SILVER




Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

00256

26436 PAY OFF

Gold Standard

Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m?
12/47.24 per 10 cm
4/32" Low - 7/32" High
3.18mm - 5.56mm
5082 / 9.46 kilotex
SSP® Shaw Soil Protection
ClassicBac®

25/32" W x 16/32" L
19.84 mm x 12.70 mm

Need a sample? Call - 800.241.4014

- patcraft.com

® ...

Capital Gains

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Moderate (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10376 PRADO



10376 PRADO

00123 00356 00410 00445
Opal Emerald Sapphire Lapis
00595 00620 00665 00715
Obsidian Amber Citrine Quartz
00750 00875
Jasper Garnet
GSA Contract
#GS-03F-049AA
Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density < 450 (ASTM-E-662)
Gauge 1/12/47.24 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 32 0z./1,084.98 g/m? CRI Green Label Plus GLP9968
Stitches Per Inch 11/43.31 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Ameri ith Disabilities Act
2.38mm - 476mm A D
Average Density 8000/ 14.90 kilotex 0.6 for accessible routes.
Protective Treatment SSP®Shaw Soil Protection
Secondary Backing EcoWorx®Performance Broadloom
Installation Pattern Repeat 18" Wx 26" L
45.72 cm x 66.04 cm ca
These products contain no chemicals
on the Red List and complies with the cradletocradie
Living Building Challenge Materials
Petal requirements.

Need a sample? Call - 800.241.4014 - patcraft.com 275
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10369 PUBLIC AFFAIRS

@ ..

® .. @

00110

Dialogue Exchange Bulletin
00780 00790 @

Investment Portfolio

Product Specifications Performance Specifications

Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 20 oz. CRI Green Label Plus GLP8472

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

3/32" Low - 6/32" High
2.38mm - 4.76mm

5760

SSP® Shaw Soil Protection
ClassicBac®

26/32" W x 25/32" L

19.84 mm x 19.84 mm

Need a sample? Call - 800.241.4014

- patcraft.com

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

271




10205 RAISE THE BAR

05101
Telecommute

05502
Green Day

05710
Nanotech

Product Specifications

Fiber
Construction
Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

278

Eco Solution Q® Nylon
Pattern Loop

93% Solution Dyed

7% Yarn Dyed

1/10/39.37 per 10 cm

26 0z. / 881.55 g/m?
10/39.37 per 10 cm

3/32" Low - 7/32" High
2.38mm - 5.56mm

6500/ 12.10 kilotex

SSP® Shaw Soil Protection
Ultraloc®

1" W X 13/4" L/25.40 mm x 82.55 mm

>

05305
Hidef

05504
Dreamliner

05807
Digital

05406
Terabyte

05704
Hybrid

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Moderate (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

T™
‘ CERTIFIED '

cradletocradle

SILVER




10202 SABRE

00100 @ 00144 @ 00146 @ 00147 @ 00148 @

Beach Grain Honey Dry Rye Butter

00151 @ 00153 00156 @ 00157 @ 00240

Brown Rice Buff Llama Whole Wheat Harvest

00245 00250 00300 00311 00314

Saffron Pecan Harmony Money Sea Glass

00318 00319 00323 00324 00341

Lichen Moss Herb Pistachio Gem

00344 00345 @ 00350 00366 00370

Highlands Julep Garden Spinach Bamboo

00425 00453 @ 00461 00462 00465 @

Sapphire Indigo Aqua Elixir Twilight

00491 @ 00510 @ 00522 00524 00540 @ CERTIFIED

Azure Iron Comet Shark Stone

cradletocradle

Need a sample? Call - 800.241.4014 - patcraft.com 279



00544
Cool Suede

00595
Fox

00722
Teak

00742
Pebble

00845
Sangria

Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch

Tufted Pile Height
Average Density
Secondary Backing
Installation Pattern Repeat

280

Nylon
Cut Pile

00545
Kohl

00619
Sunset

00726
Fawn

00756
Sesame

00846
Crimson

100% Piece Dyed
1/10/39.37 per 10 cm
36 0z./1,220.61 g/m?
10/39.37 per 10 cm
10/32" /7.94 mm
5891/ 10.97 kilotex

ClassicBac®
None

10202 SABRE

00546
Black Ice

00711
Luxe

00729
Mink

00820
Mesa

00904
Flagstone

00583 @

Flint

00713 @

Elegant

00731 @

Bark

00823 @

Rhubarb

00940 @

Egg Plant

00592
Seal

00721
Graham

00741
Pilaf

00830
Paprika

00995
Persimmon

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8878

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

SILVER




10120 SCHOLASTIC Il 26

00200 00201 @ 00300 @ 00301 00302 00370

Graduate Program Curricula Bowl Games Financial Aid Tenure Enrollment

00401 00402 00471 @ 00501 00525 00570
Academic Probation Transcript Tuition Elective Finals Intramural

00572 @ 00600 00700 @ 00701 @ 00702 00765

Undergraduate Laboratory Drop & Add Student Loans Dean Fraternity
00770 00871 00960
Syllabus Sorority Midterm

Product Specifications Performance Specifications

Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Textured Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 26 oz./ 881.55 g/m?2 CRI Green Label Plus GLP2271

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

4/32" Low - 7/32" High
3.18mm - 5.56mm

5442 / 10.13 kilotex

SSP® Shaw Soil Protection
ClassicBac®

None

Need a sample? Call - 800.241.4014 - patcraft.com

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 2,500 sy per color.

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

281



10121 SCHOLASTIC 1l 28

00200 00201 00300 00301 00302 00370
Graduate Program Curricula Bowl Games Financial Aid Tenure Enrollment
00401 00402 00471 00501 00525 00570
Academic Probation Transcript Tuition Elective Finals Intramural
00572 00600 00700 00701 00702 00765
Undergraduate Laboratory Drop & Add Student Loans Dean Fraternity
00770 00871 00960

Syllabus Sorority Midterm

Product Specifications Performance Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

282

Solution Q® Nylon
Textured Loop

100% Solution Dyed
1/10/39.37 per 10 cm
28 0z./ 949.36 g/m?
10/39.37 per 10 cm
4/32" Low - 7/32" High
3.18mm - 5.56mm
6000/ 11.17 kilotex
SSP® Shaw Soil Protection
Ultraloc®

None

Methanamine Pill Test
Flooring Radiant Panel

Smoke Density
Static Control

CRI Green Label Plus

Traffic Class

ADA Compliance

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED ’

cradletocradle

SILVER




10368 SEAL THE DEAL B



10368 SEAL THE DEAL

@ 00520 @ 00550 @

00110
Dialogue Exchange Bulletin
00780 00790 @
Investment Portfolio
Product Specifications Performance Specifications
Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 18 oz. CRI Green Label Plus GLP8472
Stitches Per Inch 11.5/45.28 per 10 cm Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of
Average Density 5102 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing ClassicBac®
Installation Pattern Repeat 144" W x 36" L

Products Delivered Quickly

™
‘ CERTIFIED '

Ships within 10 business days. cradletocradle
Maximum order of 2,500 sy per color. [ swer |
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10367 SHAKE ON IT B



10367 SHAKE ON IT

@ 00520 @ 00550 @

00110
Dialogue Exchange Bulletin
00780 00790 @
Investment Portfolio
Product Specifications Performance Specifications
Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Multi-Level Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 18 oz. CRI Green Label Plus GLP8472
Stitches Per Inch 11 Traffic Class Heavy (TARR)
Tufted Pile Height 3/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
2.38mm - 4.76mm for minimum static coefficient of friction of
Average Density 5355 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing ClassicBac®
Installation Pattern Repeat 144" Wx 24" L

@ ‘ 'TM
CERTIFIED

Products Delivered Quickly cradletocradle
Ships within 10 business days.
Maximum order of 2,500 sy per color.
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10068 SOCRATES Il 26

00105

Sorel

00314 @
Croce

00425 @

Schweitzer

00522
Schiller

00108
Searle

00324
Strauss

00507
Grosso

00523
Sartre

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Eco Solution Q® Nylon
Textured Loop

100% Solution Dyed
1/8/31.50 per 10 cm
26 oz./ 881.55 g/m?2
7/27.56 per 10 cm
5/32" Low - 7/32" High
3.97mm - 5.56mm
5778/ 10.76 kilotex

00110
Hume

00401
Augustine

00509
Gellner

00706
Lewis

SSP® Shaw Soil Protection

Ultraloc®
None

@

Need a sample? Call - 800.241.4014 - patcraft.com

00111
Locke

00416

Confucius

00511
Thales

00819
Fiske

00112
Descartes

00417
Reid

00515
Epicurus

@ 00922
Marx

00114
Berkeley

00418
Bacon

wr @
Baltasar

Also available in M

MODULAR

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10069 SOCRATES Il 28

Product Specifications

00105 00108 00110 00111 00112 00114
Sorel Searle Hume Locke Descartes Berkeley
00314 00324 00401 00416 00417 00418
Croce Strauss Augustine Confucius Reid Bacon
00425 00507 00509 00511 00515 00521
Schweitzer Grosso Gellner Thales Epicurus Baltasar
00522 00523 00706 00819 00922

Schiller Sartre Lewis Fiske Marx

Performance Specifications

Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Textured Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/8/31.50 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 28 0z./ 949.36 g/m? CRI Green Label Plus GLP2271

Stitches Per Inch 7.5/29.53 per 10 cm Traffic Class Heavy (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

288

5/32" Low - 7/32" High
3.97mm - 5.56mm
6380/ 11.88 kilotex

SSP® Shaw Soil Protection

Ultraloc®
None

ADA Compliance

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

SILVER




10050 SOUND INVESTMENT B



10050 SOUND INVESTMENT

50101

Yoga

50703
Healthy Diet

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

290

@ 50309

Meditation

Eco Solution Q® Nylon
Pattern Loop

100% Solution Dyed
5/64 /50.39 per 10 cm
24 0z./ 813.74 g/m2
12/47.24 per 10 cm
3/32" Low - 5/32" High
2.38mm - 3.97mm
6750 / 12.57 kilotex
SSP® Shaw Soil Protection
Ultraloc®

3/4" W X 3/4" L

19.05 mm x 19.05 mm

® ...

Organic

@ 50406

Power Nap

@ 50802

Exercise

>

® ...

Attunement

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle

SILVER




10249 STRIDE

@ 49303 @ 49407 @

Gallop Cruise

49101 @ 49112

Amble Cantor

49504 @ 49509 @ 49702 @ 49708

Parade March Stroll Saunter

Product Specifications Performance Specifications

Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Textured Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control <3.5KV (AATCC-134)
Tufted Yarn Weight 22 0z./ 745.93 g/m?2 CRI Green Label Plus GLP8472

Stitches Per Inch 10/39.37 per 10 cm Traffic Class Moderate (TARR)

Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014

4/32" Low - 6/32" High
3.18mm - 4.76mm

6000/ 11.17 kilotex

SSP® Shaw Soil Protection
ClassicBac®

11/4" Wx1"L

31.75 mm x 25.40 mm

- patcraft.com

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10441 SUCCEED



10441 SUCCEED

00160 @ 00180

Sandstone Mica

@ 00460 @ 00510 @

Sapphire Zincite

@ 00550 @ 00560 @

00520 00530

Calcite Meteorite Granite Quartz
00580 @ 00780 @

Onyx Topaz

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Need a sample? Call - 800.241.4014

Solution Q® Extreme Nylon
Graphic Loop

100% Solution Dyed
1/10/39.37 per 10 cm

24 0z./ 813.74 g/m?
12/47.24 per 10 cm

4/32" Low - 6/32" High
3.18 mm - 4.76 mm

6307 / 11.74 kilotex

SSP® Shaw Soil Protection
Ultraloc®

26/32" W x 3 22/32" L

- patcraft.com

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP2271

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of

0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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10109 STRUT YOUR STUFF

09205 @ 09312 @ 09410

Mambo Samba Swing

09514 @ 09703 @ 09716
Rhumba Foxtrot Paso Doble

GSA Contract
#GS-03F-049AA

Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 5/64 /50.39 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 26 0z./ 881.55 g/m? CRI Green Label Plus GLP2271
Stitches Per Inch 10/39.37 per 10 cm Traffic Class Severe (TARR)
Tufted Pile Height 4/32" Low - 6/32" High ADA Compliance This product meets the guidelines as set
forth in the Americans with Disabilities Act
3.18mm - 4.76mm for minimum static coefficient of friction of
Average Density 7672/ 14.29 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing Ultraloc®
Installation Pattern Repeat 9/16" WX 3" L
14.29 mm x 76.20 mm @ ca
Products Delivered Quickly cradletocradle
Ships within 10 business days.
Maximum order of 2,500 sy per color.
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10248 TECHNIQUE

i

48201 48209 48303

Literal Novel Abstract

48406 @ 48407 48502 @
Cautious Shotgun Stylized

48505 @ 48508 @ 48704 @
Surreal Free Form Structured

Product Specifications Performance Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m2
10/39.37 per 10 cm
5/32" [ 3.97mm

6698 / 12.47 kilotex
SSP® Shaw Soil Protection
ClassicBac®

1/2" Wx 11/4" L
12.70 mm x 31.75 mm

Need a sample? Call - 800.241.4014 - patcraft.com

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
<450 (ASTM E-662)
< 3.5 KV (AATCC-134)
GLP8472

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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Product Specifications

Fiber

Construction

Dye Method

Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height
Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

296

00256
Royal Flush

Solution Q® Nylon
Pattern Loop

100% Solution Dyed
1/10/39.37 per 10 cm
24 0z./ 813.74 g/m2
10/39.37 per 10 cm
6/32" / 4.76mm

5959/ 11.10 kilotex
SSP® Shaw Soil Protection
ClassicBac®

19/32" W X 119/32" L
15.08 mm x 40.48 mm

Z6434 TRADE UP

@ 00536

Blackjack

i

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

Products Delivered Quickly
Ships within 10 business days.
Maximum order of 1,000 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Moderate (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED ’

cradletocradle

SILVER




10157 TWIST & SHOUT Ii

00100 @ 00200 @ 00301

Spiral Cut Swivel Hula Hoop

00400 @ 00501 @ 00801

Pilates Twister Peppermint Stick

Product Specifications Performance Specifications
Fiber Eco Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Pattern Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 80% Solution Dyed Smoke Density <450 (ASTM E-662)

20% Yarn Dyed Static Control < 3.5 KV (AATCC-134)
Gauge 1/10/39.37 per 10 cm CRI Green Label Plus GLP2271
Tufted Yarn Weight 26 0z./ 881.55 g/m? Traffic Class Severe (TARR)
Stitches Per Inch 9/35.43 per 10 cm ADA Compliance This product meets the guidelines as set
Tufted Pile Height 5/32" / 3.97mm fo minimum static cosficent officton of
Average Density 7429/ 13.83 kilotex 0.6 for accessible routes.
Protective Treatment SSP® Shaw Soil Protection
Secondary Backing Ultraloc®
Installation Pattern Repeat None

@ ™
‘ CERTIFIED '

Products Delivered Quickly cradletocradle
Ships within 10 business days.
Maximum order of 2,500 sy per color.

Need a sample? Call - 800.241.4014 - patcraft.com 297



00100
Beach

00157
Whole Wheat

@

00144
Grain

00240
Harvest

00146
Honey

00245
Saffron

10200 WINDSWEPT

00147
Dry Rye

00250
Pecan

00148
Butter

00300
Harmony

00151
Brown Rice

00311
Money

00153
Buff

00314
Sea Glass

00156
Llama

00318
Lichen

00319 00323 @ 00324 @ 00341 @ 00344

Moss Herb Pistachio Gem Highlands

@ 00345 00350 @ 00366 @

Julep Garden Spinach

00370 @ 00425 @ 00453 @ 00461 @ 00462 @ 00465 @ 00491 @ 00510 @

Bamboo Sapphire Indigo Aqua Elixir Twilight Azure Iron

00522 @ 00524 @ 00540 @ 00544 @ 00545 @ 00546 @ 00583 @ 00592 @

Comet Shark Stone Cool Suede Kohl Black Ice Flint Seal

00595 @ 00619 00711 @ 00713 @ 00721 @ 00722 00726 @ 00729

Fox Sunset Luxe Elegant Graham Teak Fawn Mink

00731 @ 00741 @ 00742 @ 00756 @ 00820 00823 @ 00830 @ 00845 @

Bark Pilaf Pebble Sesame Mesa Rhubarb Paprika Sangria

Product Specifications Performance Specifications

Fiber Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Cut Pile Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Piece Dyed Smoke Density < 450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5 KV (AATCC-134) 00846 @ 00904 @
Tufted Yarn Weight 30 0z./1,017.17 g/m? CRI Green Label Plus GLP8878 Crimson Flagstone
Stitches Per Inch 9/35.43 per 10 cm ADA Compliance This product meets the guidelines as set
Tufted Pile Height 9/32" /7.14 mm fo miimam statc soefcint o Fitin of
Average Density 5373/ 10.00 kilotex 0.6 for accessible routes.
Secondary Backing ClassicBac® @ -
Installation Pattern Repeat None &um ’
Products Delivered Quickly
Ships within 10 business days. cradietocradle 00940 0098
Maximum order of 2,500 sy per color. Egg Plant persirimon
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10366 WORD OF MOUTH

@ .. @

D .-

00110

Dialogue Exchange Bulletin
00780 00790 @

Investment Portfolio

Product Specifications Performance Specifications

Fiber Solution Q® Nylon Methanamine Pill Test Passes (DOCFF-1-70)
Construction Level Loop Flooring Radiant Panel Class 1 (ASTM E-648)
Dye Method 100% Solution Dyed Smoke Density <450 (ASTM E-662)
Gauge 1/10/39.37 per 10 cm Static Control < 3.5 KV (AATCC-134)
Tufted Yarn Weight 18 oz. CRI Green Label Plus GLP8472
Stitches Per Inch 1.5 Traffic Class Severe (TARR)
Tufted Pile Height 5/32" ADA Compliance This product meets the guidelines as set
. forth in the Americans with Disabilities Act
Average DenSIty 8118 for minimum static coefficient of friction of
Protective Treatment SSP® Shaw Soil Protection 0.6 for accessible routes.
Secondary Backing ClassicBac®
Installation Pattern Repeat na
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Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

T™
‘ CERTIFIED '

cradletocradle

SILVER




24302
Wink

Product Specifications

Fiber

Construction

Dye Method
Gauge

Tufted Yarn Weight
Stitches Per Inch
Tufted Pile Height

Average Density
Protective Treatment
Secondary Backing
Installation Pattern Repeat

@ 24401

Flatter

Solution Q® Nylon
Textured Loop

100% Solution Dyed
5/32" [/ 25.20 per 10 cm
26 0z./ 881.55 g/m?
6.75/26.57 per 10 cm
5/32" Low - 7/32" High
3.97mm - 5.56mm
7038 / 13.10 kilotex
SSP® Shaw Soil Protection
ClassicBac®

None

10124 WORK IT

® ...

Flirt

Need a sample? Call - 800.241.4014 - patcraft.com

® ...

Raised Eyebrow

GSA Contract
#GS-03F-049AA

Performance Specifications

Methanamine Pill Test
Flooring Radiant Panel
Smoke Density

Static Control

CRI Green Label Plus
Traffic Class

ADA Compliance

@

Products Delivered Quickly
Ships within 10 business days.

Maximum order of 2,500 sy per color.

Passes (DOCFF-1-70)
Class 1 (ASTM E-648)
< 450 (ASTM E-662)

< 3.5 KV (AATCC-134)
GLP8472

Heavy (TARR)

This product meets the guidelines as set
forth in the Americans with Disabilities Act
for minimum static coefficient of friction of
0.6 for accessible routes.

™
‘ CERTIFIED '

cradletocradle
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pdQ

pdd PRODUCTS DELIVERED QUICKLY
Ships within 10 business days.
GSA CERTIFIED ¢ Maximum order of 2,500 ft per color.
Collection Listing Alphabetical Listing
Set in Concrete A 0
Aggregate 326 Admix 304 Organic Hue 324
Dissipate 328 Aggregate 326
Arbor Crest 306 S
Mixed Materials Converge - Stratifieds 330
Metallix 318
Metallix 9x36 318 Bounce Back 308 T
Wood Planx Facet 320 Brookwood+ 310 Timber Grove 12 mil 339
OB P bl 22 c Timber Grove 20 mil kY.
T % Typeface 338
ypographny Chartered 334
Charted 334 Click Refresh 312 W
Letterpress sl 5 Woodland View 340
Typeface et Wood Planx 9x36 320
Dissipate 328 Wood Planx Facet 320
Sheet
Bounce Back 308 F
Brookwood+ 310 Forge Ahead 314
Forge Ahead 314
Organic Hue 324 H
Plank Highland Forest 4" 316
Highland Forest 6 316
Highland Forest 4" 316
Highland Forest 6 316 L
North Ridge 4" 322
North Ridge 6” 329 Letterpress 336
Timber Grove 12 mil 332
Timber Grove 20 mil 332 M
Woodland View 340 Metallix 12" x 24" 318
Metallix 9x36 318
Plank Floating Metallix Facet Tile 318
Arbor Crest 306
Click Refresh 312 N
North Ridge 4" 322
Tile North Ridge 6" 322
Admix 304
Stratified+ 6" 330

Stratified +12” 330



1346V ADMIX 12" X 12" - 1347V ADMIX 36" X 36"

best of

NeoCon

2016

F YIBRWi1I_J_°

Silver Award

The D‘Gyﬁ l1n ya/e Awards contract



1346V ADMIX 12" X 12" - 1347V ADMIX 36" X 36"

00100
White Coral

00902
White

00520
Scallop

00916
Light Gray

Product Specifications

Construction

Overall Thickness
Reference Specification
ASTM F 1700

Installation
Recommended Adhesive
Tile Size

Pieces/Box

Sq. Ft./Box
Weight (Lb./Box)
Weight (Lb./Sq. Ft.)

00110
Moon Shell

00902
White

00530
Oyster

00916
Light Gray

Homogeneous Tile

125" (3.2 mm)

Class | monolithic solid tile
Type A (smooth)

Glue Down

Shaw 4100

12" Wx 12" L/36" Wx 36" L
30.48 cmx30.48cm/91.44 cmx91.44 cm
45/6

45/54

53/64.8

1.18/1.2

00120
Sea Star

00902
White

00570
Shark’s Tooth

00401
Dark Gray

00130
Sundial

00902
White

00590
Sea Urchin

00901
Black

00510
Sand Dollar

00909
Light Blue

00720
Dove Shell

00404
Beige

Weld Rods style S167V
(shown in small swatch above)
Available for 36”"x 36"

Performance Specifications

Commercial Traffic Class

Slip Resistance/ASTM D 2047
Static Load/ASTM F 970

Residual Indentation/ASTM F 1914
Flexibility/ASTM F 137

Resistance to Heat/ASTM F 1514
Resistance to Light/ASTM F 1515
Resistance to Chemicals/ASTM F 925
Radiant Flux/ASTM E 648

Smoke Density/ASTM E 662
Dimensional Stability/ASTM F 2199

Heavy
Passes
2500 psi (Ibs/sq. in.)
Passes
Passes
Passes
Passes
Passes
Passes
Passes
Passes
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1318V ARBOR CREST



00100
Marble

00550
Nickel

00650
Canyon

Product Specifications

Construction

Wear Layer

Wear Layer Thickness
Overall Thickness
Reference Specification
ASTM F 1700

Finish

Installation
Recommended Adhesive
Plank Size

Actual Size

Pieces/Box

Sq. Ft./Box

Weight (Lb./Box)
Weight (Lb./Sq. Ft.)
Warranty

1318V ARBOR CREST

00130
Canvas

00580
Obsidian

00740
Terra

LVT In™Step Locking System

20 mil

.020” (.5 mm)

157" (4 mm)

Class Il printed film vinyl plank

Type B (embossed)

ExoGuard™ Quartz Enhanced Urethane
Floating

None required, Not recommended

6” width x 48" length (nominal dimension)
5.91" W (150 mm) 48.03" L (1220 mm)

10

19.7

29.8

1.51

10 year limited commercial

00160
Saddle

00600
Honey

00750
Almond

00520
Cotton

00630
Clay

00770
Truffle

Performance Specifications

Commercial Traffic Class

Slip Resistance/ASTM D 2047
Static Load/ASTM F 970

Residual Indentation/ASTM 1914
Flexibility/ASTM F 137
Dimensional Stability/ASTM F 2199
Resistance to Heat/ASTM F 1514
Resistance to Light/ASTM F1515
Resistance to Chemicals/ASTM 925
Resistance to Fungi/ASTM G 21
Antibacterial Activity/AATCC 147
Radiant Flux/ASTM E 648

Smoke Density/ASTM E662

Heavy

ADA Compliant

500 psi (Ibs/sq.in.), <0.005 in.
Passes <8%

Passes

<0.02"/Ft., Passes

Passes

Passes

Passes

Passes, rate 0 (rate 0: fungi free)
Passes, resists the propagation for bacteria
>0.45 watts/cm2, NFPA Class 1
<450



1208V BOUNCE BACK



01451
Light Cherry

02001
Blonde Maple

06400
Midnight

Product Specifications

Construction

Wear Layer Thickness
Overall Thickness
Backing Class

Finish

Installation
Recommended Adhesive
Roll Size

Actual

Weight

Warranty

00811
Warm Elm

06200
Crimson

00500
Lemon

Heterogeneous Sheet

37" (.95 mm) Wood / 57" (1.45 mm) Solid
6.5 mm

4 ply fused backing system
Polyurethane

Glue Down

Shaw 4100

70.86" wide x 49.21" long
180 cm wide x 15 m long
249.1 Ibs/roll (113 kg/roll)
10 year limited commercial

1208V BOUNCE BACK

01821 01823
Smoked Oak Dark Oak
06301 06303
Sand Steel Grey

Performance Specifications

Coefficient of Friction/EN 13036-A 070.6
Specular Gloss/EN IS0 2813 20-25%
Colorfastness/ISO 105 B02 Passes
Resistance to Wear/EN ISO 5470-1 200 mg
Vertical Deformation/EN 14809 0.8 mm
Indentation Resistance/EN 1516 0.13 mm
Resistance to Impact/EN 1517 No damage
Behavior Under a Rolling Load/EN 1569 No damage
Shock Absorption/EN 14808 >25%

Ball Reflection/EN 12235 097%
Chemical Product Resistance/F 925 Passes
FIRE TEST DATA

Behavior to Fire/EN 13501-1 Class 2/>450




1319V BROOKWOOD+



1319V BROOKWOOD+

02192
Sugar Cane

07717
Sea Salt

09572
Clove

09635
Peppercorn

Product Specifications

Construction

Wear Layer Thickness
Overall Thickness
Reference Specification
Backing Class

Finish

Installation
Recommended Adhesive
Antimicrobial

Roll Size

Actual

Weight

Warranty

05257
Pecan

07720
Toffee

09573
Vanilla Bean

42481
Sesame

Heterogeneous Sheet

20 mil (.020”/.5 mm)

.086" (2.2 mm)

ASTM 1303/Type |, Grade |
4-ply fused backing system
ExoGuard™ Quartz Enhanced Urethane
Glue Down

Shaw 4100/S150

FlorSept®

72" wide x 25 yd long

5.64 lbs/yd?(2.56 kg/m?)
282.2 Ibs/roll (128 kg/roll)
10 year limited commercial

05301
Spicewood

08266
Black Tea

09574
Flax

42482
Lemon Grass

10 year underbed warranty when installed with
Shaw 4100 or Shaw S150 Spray Adhesvie

05303
Amber

08311
Caramel

09633
Thyme

42483
Earl Grey

05306
Cinnamon

09446
Nutmeg

09634
Cider

42484
Chia

Performance Specifications

Commercial Traffic Class

Slip Resistance/ASTM D 2047
Static Load/ASTM F 970

Residual Indentation/ASTM 1914
Flexibility/ASTM F 137
Dimensional Stability/ASTM F 2199
Resistance to Heat/ASTM F 1514
Resistance to Light/ASTM F1515
Resistance to Chemicals/ASTM 925
Resistance to Fungi/ASTM G 21
Antibacterial Activity/AATCC 147
Radiant Flux/ASTM E 648

Smoke Density/ASTM E662

Heavy

ADA Compliant

1500 psi (Ibs/sq.in.), <0.005 in.
Passes <8%

Passes

<0.02"/Ft., Passes

Passes

Passes

Passes

Passes, rate 0 (rate 0: fungi free)
Passes, resists the propagation for bacteria
>0.45 watts/cm2, NFPA Class 1
<450



1600V CLICK REFRESH



00125
Khaki

00500
Haze

00760
Toast

Product Specifications

Construction

Wear Layer

Wear Layer Thickness
Overall Thickness
Reference Specification
ASTM F 1700

Finish

Installation
Recommended Adhesive
Plank Size

Actual Size

Pieces/Box

Sq. Ft./Box

Weight (Lb./Box)
Weight (Lb./Sq. Ft.)
Warranty

1600V CLICK REFRESH

00220
Reed

00550
Heron

00770
Rustic

LVT In™Step Locking System

20 mil

.020” (.5 mm)

5 mm or nominal 13/64"

Class Il printed film vinyl plank

Type B (embossed)

ExoGuard™ Quartz Enhanced Urethane
Floating

None required, Not recommended

7" width x 48" length (nominal dimension)
7.28" W (185 mm) 47.10” L (1196 mm)

8

19.27

33.70

1.74

10 year limited commercial

00240 00250

Honey Oak Beachscape
00720 00730
Smokey Taupe Nutmeg
00796 00820

Rum Spiced Cherry

GSA Contract
#GS-03F-049AA

Performance Specifications

Commercial Traffic Class Heavy
[IC Sound Rating/ASTM E 492 56 when tested over 6” concrete with
ceiling plenum

Slip Resistance/ASTM D 2047 ADA Compliant

Static Load/ASTM F 970 1000 psi (Ibs/sq.on.), <0.005 in.
Residual Indentation/ASTM 1914 Passes <8%

Flexibility/ASTM F 137 Passes

Dimensional Stability/Federal Standard <0.02"/ft., Passes

#501A, Method 6211

Resistance to Heat/ASTM F 1514 Passes

Resistance to Light/ASTM F1515 Passes

Resistance to Chemicals/ASTM 925 Passes

Resistance to Fungi/ASTM G 21 Passes

Antibacterial Activity/AATCC 147 P Passes ﬂ

Radiant Flux/ASTM E 648 >0.45 watts/cm2, S (:8%
NFPA Class 1 “trrnnnst®

Smoke Denisty/ASTM E662 <450



1500V FORGE AHEAD



51001
Arctic lce

51005
Bisque

51017
Charcoal

Product Specifications

Construction

Overall Thickness
Reference Specification
Backing Class

Finish

Installation
Recommended Adhesive
Roll Size

Actual

Weight

Warranty

51002
Glacier

51009
Ocean Blue

51018
Black Walnut

Homogeneous Plus Sheet
.090” (2.3 mm)

ASTM 1303-04 Type Il, Grade |
Non-Foamed Plastic, Class B
ExoGuard™ Quartz Enhanced Urethane
Glue Down

Shaw 4100/S150

72" wide x 20 yd long

1.83 m wide x 18.23 m long

6.5 Ibs/yd? (3.5 kg/m?)

260.0 Ibs/roll (140.0 kg/roll)

10 year limited commercial

1500V FORGE AHEAD

51003
Concrete

51013
Linen

51019
Dried Sage

10 year underbed warranty when installed with

Shaw 1400 or S150 spray adhesive

51004
Steel Gray

51016
Rust

51021
lvy

GSA Contract
#GS-03F-049AA

Performance Specifications

Slip Resistance/ASTM D 2047 ADA Compliant
Static Load/ASTM F 970 750 psi Ibs/sq.in.
Residual Indentation/ASTM 1914 Passes <8%

Flexibility/ASTM F 137 Passes
Resistance to Heat/ASTM F 1514 Passes
Resistance to Light/ASTM F 1515 Passes
Resistance to Chemicals/ASTM 925 Passes

Resistance to Fungi/ASTM G 21
Antibacterial Activity/AATCC 147
Radiant Flux/ASTM E 648

Smoke Density/ASTM E662

Passes, rate 0 (rate 0: fungi free

Passes, resists the propagation for bacteria
>0.45 watts/cm2, NFPA Class 1

<450, Passes



1200V HIGHLAND FOREST 4" - 1800V HIGHLAND FOREST 6"




1200V HIGHLAND FOREST 4" - 1800V HIGHLAND FOREST 6"

20100 20200 20210 20220 20230
Ashwood Natural Maple Cherry Blonde Light Oak Sandy Oak
20260 20291 20292 20500 20700
Natural Bamboo Golden Bamboo Caramel Timber Walnut
20710 20720 20730 20800
Rich Chestnut Nutty Brown Barnwood Brazilian Cherry
GSA Contract

#GS-03F-049AA

Product Specifications Performance Specifications

Construction LVT Commercial Traffic Class Heavy

Wear Layer 20 mil Slip Resistance/ASTM D 2047 ADA Compliant

Wear Layer Thickness 020" (.5 mm) Static Load/ASTM F 970 2000 psi (Ibs/sg.on.), <0.005 in.

Overall Thickness 098" (2.5 mm) Residual Indentation/ASTM 1914 Passes <8%

Reference Specification Class Il printed film vinyl plank Flexibility/ASTM F 137 Passes

ASTM F 1700 Type A (smooth), Type B (embossed) Resistance to Heat/ASTM F 1514 Passes

Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Light/ASTM F1515 Passes

Installation Glue Down Resistance to Chemicals/ASTM 925 Passes

Recommended Adhesive Shaw 4100/S150 Resistance to Fungi/ASTM G 21 Passes

Plank Size 4" width x 36" length / 6" width x 48" length Antibacterial Activity/AATCC 147 Passes

Pieces/Box 36/18 Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1

Sq. Ft./Box 35.95/35.95 Smoke Denisty/ASTM E662 <450, Passes

Weight (Lb./Box) 30.6/30.42 Dimensional Stability/Federal Standard <0.02"/ft., Passes

Weight (Lb./Sq. Ft) .85/.84 #501A Method 6211

Warranty 10 year limited commercial / 10 year underbed warranty when Sﬂgper.
installed with Shaw 1400 or S150 spray adhesive "c.,,__“l"'



Mixed Materials Collection 1314V METALLIX 12" x 24" - 1315V FACET TILE 12" x 32.5" - 1337V 9” x 36"




Mixed Materials Collection 1314V METALLIX 12" x 24" - 1315V FACET TILE 12" x 32.5" - 1337V 9" x 36"

00100 00200 00220
Alloy Yellow Oxide Sulfur Oxide
00450 00530 00570
Steel Blue Aluminum Pewter
00750 00760 00780
Bronze Aged Brass Titanium
Product Specifications
Construction LVT
Wear Layer 40 mil
Wear Layer Thickness .039” (1 mm)
Overall Thickness 197" (5 mm)
Finish UV Urethane
Installation Glue Down or Loose Lay*
Recommended Adhesive Patcraft MIM800
Tile Size 12" x 24"/ Facet 12" x 32.5" / 9" x 36"
Pieces/Box 12/ Facet 24 (12 left-12 right)
Sq. Ft./Box 23.7/34/27
Weight (Lb./Box) 32/ Facet 45/ 36.37
Weight (Lb./Sq. Ft) 1.35/Facet 1.32/1.35
Monolithic Brick 1/4 Turn Ashlar Random In'uaractlve'Pa_‘[tgrn'ingi Herringbone
) S (] ] = R ol
P S 2L A Y ety 1
Install ation Ashlar Interactive Mitre  Monolithic ~ Parquet Random Ashlar Brick Herringbone ~ Monolithic ~ Stagger

ey I

—

00380
Slate Teal

00590
Tungstan

00860
Anodized Red

00400
Alkaline Blue

00650
Molton Orange

00980
Ultra Violet

GSA Contract

Facet Tile

#GS-03F-049AA

Performance Specifications

Commercial Traffic Class

Slip Resistance/ASTM D 2047
Static Load/ASTM F 970

Residual Indentation/ASTM 1914
Flexibility/ASTM F 137

Dimensional Stability/ASTM F 2199
Resistance to Heat/ASTM F 1514
Resistance to Light/ASTM F1515
Resistance to Chemicals/ASTM 925
Radiant Flux/ASTM E 648

Smoke Denisty/ASTM E662

[IC Sound Rating/ASTM E492 71dB
STC Sound Rating/ASTM E90 67 dB

Heavy

ADA Compliant

750 psi (Ibs/sg.on.), <0.005 in.

Passes <8%

Passes, 6 mm mandrel

<0.02"/ft., Passes

Passes

Passes

Passes

>0.45 watts/cm2, NFPA Class 1

<450

when tested over 6” concrete w/ drop ceiling
when tested over 6” concrete w/ drop ceiling

*Mixed Materials resilient when inset into a carpet tile installation using LokDots may be installed
without adhesive using a loose-lay method. In areas of high traffice/rollin loads, a full spread

of MM800 is required with resilient.

™
CERTIFIED '

cradletocradle
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Mixed Materials Collection 1316V WOOD PLANX - I336V 9” x 36"




Mixed Materials Collection 1316V WOOD PLANX

00160

Hazel Oak

00550
Black Cherry

00770
Toasted Cherry

1336V 9" x 36"

00250
Blonde Cherry

00560
Smoked Oak

00790
Dark Cherry

00120 00140
Spalted Maple Sand Oak
00520 00540
Weathered Driftwood Aged Maple
00580 00740
Charred Oak Spiced Maple

Product Specifications

Construction LVT

Wear Layer 40 mil

Wear Layer Thickness .039 (1 mm)

Overall Thickness 197 (5 mm)

Finish UV Urethane

Installation Glue Down or Loose Lay*

Recommended Adhesive Patcraft MIMI800

Tile Size
Pieces/Box

Sq. Ft./Box
Weight (Lb./Box)
Weight (Lb./Sq. Ft)

12" x 32.5" / 9" x 36"
2412 left / 12 right / 12
34/ 27

45 / 36.37

1.32/1.35

GSA Contract
#GS-03F-049AA

Performance Specifications

Commercial Traffic Class

Slip Resistance/ASTM D 2047
Static Load/ASTM F 970
Residual Indentation/ASTM 1914
Flexibility/ASTM F 137

Dimensional Stability/ASTM F 2199

Resistance to Heat/ASTM F 1514
Resistance to Light/ASTM F1515

Resistance to Chemicals/ASTM 925

Radiant Flux/ASTM E 648
Smoke Denisty/ASTM E662

lIC Sound Rating/ASTM E492 71dB

Heavy

ADA Compliant

750 psi (Ibs/sqg.on.), <0.005 in.
Passes <8%
Passes, 6 mm mandre
<0.02"/ft., Passes

Passes

Passes

Passes

>0.45 watts/cm2, NFPA Class 1
<450

when tested over 6” concrete w/ drop ceiling

STC Sound Rating/ASTM E90 67 dB when tested over 6” concrete w/ drop ceiling

*Mixed Materials resilient when inset into a carpet tile installation using LokDots may be installed
without adhesive using a loose-lay method. In areas of high traffice/rollin loads, a full spread
Ashlar Interactive l\/Iltre Monollthlc Parquet Random Ash\ar Brlck Herringbone ~ Monolithic ~ Stagger of MM800 is required with resilient.

Installation F’a“em‘”g ; it A
I‘:LIHI H.‘ |I :TM
II;J T T T T CERTIFIED

cradletocradle
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1206V NORTH RIDGE 4" - 1207V NORTH RIDGE 6"



1206V NORTH RIDGE 4" - 1207V NORTH RIDGE 6"

02150 02160 02500 02506

Irish Cream Coastal Relic Ash Honey Oak

02540 02544 02560 02571

Cabin Timber Spiced Tea Rustic Smoke Traditional Cherry

02573 02700 02710 02740

Jacobean Napa Suede Sonoran Leather Early American

GSA Contract
#GS-03F-049AA

Product Specifications Performance Specifications
Construction LVT Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer 20 mil Static Load/ASTM F 970 1500 psi (Ibs/sg.on.), <0.005 in.
Wear Layer Thickness .020" (.5 mm) Residual Indentation/ASTM 1914 Passes <8%
Overall Thickness 118" (3 mm) Flexibility/ASTM F 137 Passes
Reference Specification Class Il printed film vinyl plank Resistance to Heat/ASTM F 1514 Passes
ASTM F 1700 Type A (smooth), Type B (embossed) Resistance to Light/ASTM F1515 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Chemicals/ASTM 925 Passes
Installation Glue Down Antibacterial Activity/AATCC 147 Passes
Recommended Adhesive Shaw 4100/S150 Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Plank Size 4" width x 36" length / 6" width x 36" length (nominal dimension) Smoke Denisty/ASTM E662 <450
Actual Size 3.94" wx 36.22" 1/ 5.91" w x 36.22" |
Pieces/Box 36/24
Sq. Ft./Box 35.65
Weight (Lb./Box) 38
Weight (Lb./Sq. Ft.) 1.06 Sﬂg%
Warranty 10 year limited commercial / 10 year underbed warranty when installed with Shaw 1400 or S150 spray adhesive ":.,,__,‘l"'



1320V ORGANIC HUE



1320V ORGANIC HUE

00100 00120 00140 00200 00210 00300
Jasmine Sand Vanilla Wheat Dandelion Burlap Celadon
00310 - 00330 00340 00350 00360 00410
Pistachio Fern Sage Jade Aquamarine Forest Steel
00420 - 00500 00530 00600 00610
Cornflower Iron Ice Gravel Papaya Camel
00630 00750 00800 00900
Hickory Mushroom Ruby Mulberry
Can be installed as a flash cove
option in spaces where infection
control is required
Product Specifications Performance Specifications
Construction Heterogeneous Sheet Commercial Traffic Class Heavy
Wear Layer 20 mil Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer Thickness .020” (.5 mm) Static Load/ASTM F 970 1500 psi (Ibs/sq.in.), <0.005 in.
Overall Thickness .086" (2.2 mm) Residual Indentation/ASTM 1914 Passes <8%
Reference Specification ASTM 1303/Type I, Grade | Flexibility/ASTM F 137 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Heat/ASTM F 1514 Passes
Installation Glue Down Resistance to Light/ASTM F1515 Passes
Recommended Adhesive Shaw 4100/S150 Resistance to Chemicals/ASTM 925 Passes
Antimicrobial FlorSept® Resistance to Fungi/ASTM G 21 Passes, rate 0 (rate 0: fungi free
Roll Size 72" wide x 25 yd long Antibacterial Activity/AATCC 147 Passes, resists the propagation for bacteria
Actual 1.83 m wide x 22.86 m long rolls Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Weight 5.64 Ibs/yd? (2.56 kg/m?) Smoke Density/ASTM E662 <450
282.2 Ibs/roll (128 kg/roll)
Warranty 10 year limited commercial / 10 year underbed warranty when ﬂ
installed with Shaw 1400 or S150 spray adhesive chperj



Set In Concrete Collection 1333V AGGREGATE



Set In Concrete Collection 1333V AGGREGATE

00140 00505 00530 00550
Clay Fossil Pebble Fragment
00565 00580 00730 00790
Clast Bedrock Putty Sediment
Product Specifications Performance Specifications
Construction LVT Commercial Traffic Class Heavy
Wear Layer 20 mil Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer Thickness .020” (.5 mm) Residual Indentation/ASTM F 1914 2000 psi (Ibs/sq.in.), <0.005 in.
Reference Specification Class lll printed film vinyl tile Flexibility/ASTM F 137 Passes
ASTM F 1700 Type A (smooth) Dimensional Stability/ASTM F 2199 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Heat/ASTM F 1514 Passes
Installation Glue Down Resistance to Light/ASTM F 1515 Passes
Recommended Adhesive Shaw 4100/S150 Resistance to Chemicals/ASTM F925  Passes
Til Size 23 5/8" x 23 5/8" (60 cm x 60 cm) (nominal size) Resistance to Fungi/ASTM G 21 Passes
Actual Size 24 5/8" W x 23 5/8" L Antibacterial Activity/AATCC 147 Passes
Pieces/Box 12 Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Sq. Ft./Box 46.5 Smoke Density/ASTM E662 <450
Weight (Lb./Box) 39.99
Weight (Lb./Sq. Ft) .86
Warranty 10 year limited commercial / 10 year underbed warranty when Sﬂgper.
installed with Shaw 1400 or S150 spray adhesive "c.,,__“l"'



Set In Concrete Collection 1334V DISSIPATE



Set In Concrete Collection 1334V DISSIPATE

00110 00500 00515 00525
Spring Saltwater Marsh Pond
00560 00570 00725 00790
Lake Storm Peat Sediment
Product Specifications Performance Specifications
Construction LVT Commercial Traffic Class Heavy
Wear Layer 20 mil Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer Thickness .020” (.5 mm) Residual Indentation/ASTM F 1914 2000 psi (Ibs/sq.in.), <0.005 in.
Reference Specification Class Il printed film vinyl tile Flexibility/ASTM F 137 Passes
ASTM F 1700 Type A (smooth) Dimensional Stability/ASTM F 2199 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Heat/ASTM F 1514 Passes
Installation Glue Down Resistance to Light/ASTM F 1515 Passes
Recommended Adhesive Shaw 4100/S150 Resistance to Chemicals/ASTM F925  Passes
Til Size 23 5/8" x 23 5/8" (60 cm x 60 cm) (nominal size) Resistance to Fungi/ASTM G 21 Passes
Actual Size 24 5/8" W x 23 5/8" L Antibacterial Activity/AATCC 147 Passes
Pieces/Box 12 Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Sq. Ft./Box 46.5 Smoke Density/ASTM E662 <450
Weight (Lb./Box) 39.99
Weight (Lb./Sq. Ft) .86
Warranty 10 year limited commercial / 10 year underbed warranty when Sﬂgper.
installed with Shaw 1400 or S150 spray adhesive "c.,,__“l"'



1321V STRATIFIED+ 6” X 24" - 1322V STRATIFIED+ 12" X 24"

00770 Dusky
330



1321V STRATIFIED+ 6” X 24" - 1322V STRATIFIED+ 12" X 24"

00100* 00200* 00380 00430 00450
Mist Sand Emerald Aqua Capri
00480 00500* 00550* 00590* 00620
Sapphire Frost Pewter Graphite Citrine
00750* 00770* 00790* 00850 00880
Plateau Dusky Shale Amber Garnet
*Available in
12"x 24"
00980
Amethyst

Product Specifications Performance Specifications

Construction

Wear Layer

Wear Layer Thickness
Overall Thickness
Reference Specification
ASTM F 1700

Finish

Installation
Recommended Adhesive
Antimicrobial

Tile Size

Pieces/Box

Sq. Ft./Box

Weight (Lb./Box)
Weight (Lb./Sq. Ft.)
Warranty

LVT

20 mil

.020” (.5 mm)

.098” (2.5 mm)

Class Il printed film vinyl plank

Type A (smooth), Type B (embossed)

ExoGuard™ Quartz Enhanced Urethane

Glue Down

Shaw 4100/S150

FlorSept®

6" Wx24" L/12" Wx 24" L

18

35.95

30.49

.85

10 year limited commercial / 10 year underbed warranty when
installed with Shaw 1400 or S150 spray adhesive

Commercial Traffic Class

Slip Resistance/ASTM D 2047
Static Load/ASTM F 970

Residual Indentation/ASTM 1914
Flexibility/ASTM F 137
Dimensional Stability/ASTM F 2199
Resistance to Heat/ASTM F 1514
Resistance to Light/ASTM F1515
Resistance to Chemicals/ASTM 925
Antibacterial Activity/AATCC 147
Radiant Flux/ASTM E 648

Smoke Density

Heavy

ADA Compliant

2000 psi (Ibs/sq.in.), <0.005 in.
Passes <8%

Passes

<0.02"/ft., Passes

Passes

Passes

Passes

Passes

>0.45 watts/cm2, NFPA Class 1
<450, Passes



1323V TIMBER GROVE 12 MIL - 1325V TIMBER GROVE 20 MIL



1323V TIMBER GROVE 12 MIL - 1325V TIMBER GROVE 20 MIL

00103 00200 00256 00517 00535
Hinterland Arrowroot Prairie Shrubbery Juniper
00548 00558 00590 00684 00700
Hedgerow Moorland Hemlock Laurel Vineyard
00729 00740 00750 00755 00766
Thicket Briar Alpine Frontier Boxwood
00790 00830 00850
Bramble Caraway Heathland
Product Specifications Performance Specifications
Construction LVT Commercial Traffic Class Light
Wear Layer 12 mil / 20 mil Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer Thickness 0.012" (0.3mm)/.020” (.5 mm) Static Load/ASTM F 970 1500 psi (Ibs/sg.in.), <0.005 in.
Overall Thickness .098” (2.5 mm) Residual Indentation/ASTM 1914 Passes <8%
Reference Specification Class Il printed film vinyl tile Flexibility/ASTM F 137 Passes
ASTM F 1700 Type B (embossed) Dimensional Stability/ASTM F 2199 <0.02"/ft., Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Heat/ASTM F 1514 Passes
Installation Glue Down Resistance to Light/ASTM F1515 Passes
Recommended Adhesive Shaw 4100/S150 Resistance to Chemicals/ASTM 925 Passes
Plank Size 6" W x 48" L (nominal size) Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Actual Size 5.96" W x 48" L Smoke Density/ASTM E662 <450
Pieces/Box 21
Sq. Ft./Box 42
Weight (Lb./Box) 35.44 ﬂ
Weight (Lb./Sq. Ft) .84 _ . . SC(C))Per:
Warranty 12 mil / 7 year limited commercial “treenast®™
20 mil / 10 year limited commercial
333

20 mil / 10 year underbed warranty when installed with Shaw 1400 or S150 spray adhesive



Typography Collection 1313V CHARTED




Typography Collection 1313V CHARTED

00100 00250 00380 00450
Baseline Character Uppercase Underscore
00480 00530 00590 00630
Exclamation Script Asterisks Punctuate
00850 00950
Shift Hashtag
Product Specifications Performance Specifications
Construction LVT Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer 20 mil Static Load/ASTM F 970 2000 psi (Ibs/sq.in.), <0.005 in.
Wear Layer Thickness .020” (.5 mm) Residual Indentation/ASTM 1914 Passes <8%
Overall Thickness .098” (2.5 mm) Flexibility/ASTM F 137 Passes
Reference Specification Class Il printed film vinyl tile Resistance to Heat/ASTM F 1514 Passes
ASTM F 1700 Type A (smooth) Resistance to Light/ASTM F1515 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Chemicals/ASTM 925 Passes
Installation Glue Down Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Recommended Adhesive Shaw 4100/S150 Smoke Density/ASTM E662 <450
Plank Size 23 5/8" x 23 5/8" (60 cm x 60 cm) (nominal size) Dimensional Stability/Federal Standard >0.02"/ft.
Actual Size 24 5/8" W x 23 5/8" L #501A, Method 6211
Pieces/Box 17
Sq. Ft./Box 65.88
Weight (Lb./Box) 57.79
Weight (Lb./Sq. Ft) .87
Warranty 10 year limited commercial / 10 year underbed warranty when
installed with Shaw 1400 or S150 spray adhesive Sﬂ(c))Per‘,



Typography Collection 1311V LETTERPRESS



Typography Collection 1311V LETTERPRESS

@ 00250

00100 00150 00300 00380
Baseline Apostrophe Character Quote Uppercase
00450 00480 00500 00530 00590 @
Underscore Exclamation Serif Script Asterisks
00630 00700 @ 00730 00750 00770
Punctuate Hyphen Tab Ampersand Bracket
00790 00850 00950
ltalic Shift Hashtag
Product Specifications Performance Specifications
Construction LVT Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer 20 mil Static Load/ASTM F 970 2000 psi (Ibs/sq.in.), <0.005 in.
Wear Layer Thickness .020” (.5 mm) Residual Indentation/ASTM 1914 Passes <8%
Overall Thickness 098" (2.5 mm) Flexibility/ASTM F 137 Passes
Reference Specification Class Il printed film vinyl tile Resistance to Heat/ASTM F 1514 Passes
ASTM F 1700 Type A (smooth) Resistance to Light/ASTM F1515 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Chemicals/ASTM 925 Passes
Installation Glue Down Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Recommended Adhesive Shaw 4100/S150 Smoke Density/ASTM E662 <450

Plank Size 23 5/8" x 23 5/8" (60 cm x 60 cm) Dimensional Stability/Federal Standard >0.02"/ft.

Pieces/Box 17 #501A, Method 6211

Sq. Ft./Box 65.88

Weight (Lb./Box) 57.79 @

Weight (Lb./Sq. Ft) .87

Warranty 10 year limited commercial / 10 year underbed warranty when Products Delivered Quickly ﬂoor"g
installed with Shaw 1400 or S150 spray adhesive Maximum order o 2,500 1t per color SQS)'..FH?;‘;



Typography Collection 1312V TYPEFACE



Typography Collection 1312V TYPEFACE

00100 00250 00380 00450
Baseline Character Uppercase Underscored
00480 00530 00630 00790
Exclamation Script Punctuate Italic
00850 00950
Shift Hashtag
Product Specifications Performance Specifications
Construction LVT Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer 20 mil Static Load/ASTM F 970 2000 psi (Ibs/sq.in.), <0.005 in.
Wear Layer Thickness .020” (.5 mm) Residual Indentation/ASTM 1914 Passes <8%
Overall Thickness 098" (2.5 mm) Flexibility/ASTM F 137 Passes
Reference Specification Class Il printed film vinyl tile Resistance to Heat/ASTM F 1514 Passes
ASTM F 1700 Type A (smooth) Resistance to Light/ASTM F1515 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Chemicals/ASTM 925 Passes
Installation Glue Down Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Recommended Adhesive Shaw 4100/S150 Smoke Density/ASTM E662 <450
Plank Size 235/8" x 23 5/8" (60 cm x 60 cm) (nominal size) Dimensional Stability/Federal Standard >0.02"/ft.
Actual Size 24 5/8" W x 23 5/8" L #501A, Method 6211
Pieces/Box 17
Sq. Ft./Box 65.88
Weight (Lb./Box) 57.79
Weight (Lb./Sq. Ft) .87 -
Warranty 10 year limited commercial / 10 year underbed warranty when ﬂoor
installed with Shaw 1400 or S150 spray adhesive score ¢



1300V WOODLAND VIEW



1300V WOODLAND VIEW

30200 30210 30230 30240
Lighten Up Sunflower Amber Bronze Hazelnut
30260 30650 30720 30760
Topaz Terra Cotta Latte Coffee
30780 30790
Brazil Nut Flax
Product Specifications Performance Specifications
Construction LVT Slip Resistance/ASTM D 2047 ADA Compliant
Wear Layer 12 mil Static Load/ASTM F 970 2000 psi (Ibs/sq.in.), <0.005 in.
Wear Layer Thickness 012" (0.3 mm) Residual Indentation/ASTM 1914 Passes <8%
Overall Thickness .098” (2.5 mm) Flexibility/ASTM F 137 Passes
Reference Specification Class Il printed film vinyl plank Resistance to Heat/ASTM F 1514 Passes
ASTM F 1700 Type A (smooth), Type B (embossed) Resistance to Light/ASTM F1515 Passes
Finish ExoGuard™ Quartz Enhanced Urethane Resistance to Chemicals/ASTM 925 Passes
Installation Glue Down Resistance to Fungi/ASTM G 21 Passes
Recommended Adhesive Shaw 4100/S150 Antibacterial Activity/AATCC 147 Passes
Plank Size 6" width x 48" length Radiant Flux/ASTM E 648 >0.45 watts/cm2, NFPA Class 1
Pieces/Box 18 Smoke Density/ASTM E662 <450, Passes
Sq. Ft./Box 35.95
Weight (Lb./Box) 30.42
Weight (Lb./Sq. Ft.) 1.69
Warranty 7 year limited commercial ﬂOOF":
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S$S127V WALL BASE
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Moccasin

00011
Eggshell

00150
Fawn

00270
Mustard

00390
Emerald

00470
Slate Blue

00530
Concrete

00630
Marigold

00740
Classic Taupe

00820
Warm Tan
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Light Mint
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Burgandy

00110 00120 00130

Snow White Timberwolf Antique White
00190 00200 00210

Chai Cornsilk Latte
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Frost
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00600
Earl Grey Tarnished Silver Tan

00710 00720
Flagstone

00780
Dovetail Carob Torched

Product Specifications

1/8"

4" x 120" (1 carton)
Recommended Adhesive ~ S132V, S133V, S134V
Warranty b year

T @
o o
—_-
v e
NP
D

343



ABOUT BASE



ABOUT BASE

00100 00130
White Antique White
$154V Straight $155V Slot $156V Cyma
w 45 Hx8IfLx0.25'D « 45 Hx8IfLx025'D « A45'Hx8IfLx025D
S$157V Cavetto $158V Capralil
. B6'Hx8IfLx0.25D 7 1.875'Hx8IfFLx0.75'D
‘ | $160V Quarter Round
. 075" Hx8FLx0.75" D
Product Specifications Performance Specifications
Construction Thermoplastic Rubber ASTM F1861 Meets or exceeds requirements
Recommended Adhesive Tube Wall Base Flexibility ASTM F137 Passes
Wall Base Adhesive Resistance to Chemicals ASTM925 Passes
Warranty byear Resistance to Heat ASTM1514 Passes
Resistance to Light ASTM1515 Passes
Flame/Smoke ASTME84 Passes
Smoke Density ASTM E662 <450, Passes
Critical Radiant Flux ASTM648 > .45 watts/cm2, Passes, Class |

345
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TRANSITION STRIP

00001 00066 00210 00650
Carbon Slate Latte Falcon

00680 00750 00770
Cocoa Cobblestone Buckhorn
Ng— B i | 2 |
4
S$140V S141V |~ 14— $142vV 7' ——|
Tile-Carpet Reducer %" Snap-Down T-Molding 174" Snap-Down T-Molding 2"
3 pieces/carton, Length: 12' 3 pieces/carton, Length: 12' 3 pieces/carton, Length: 12'
— 1%" — 1%e" VA
%u —_ %" LL 5%6"
S136V T 1% S137V 17" S$139V —Ll
Resilient-Carpet Reducer Carpet Reducer %s" Pinless Metal Track (aluminum finish, no color)
3 pieces/carton, Length: 12° 3 pieces/carton, Length: 12' 3 pieces/carton, Length: 12

Should not be used with Click/Floating floors

Product Specifications

Stick Size 12’ (3 per carton)
Recommended Adhesive S138V
Warranty 2 year

347



Broadloom's Never
Rolled Out Quicker
& Easier!

ClassicBac®

BROADLOOM

Ultraloc® Pattern /

ClassicBac”’

Ultraloc® Pattern

Our pdQ program delivers three levels of pricing and your
choice of carpet that connects and coordinates beautifully
with color, pattern and texture in 10 days. Nobody will
make you look better faster.

Orders ship within 10 business days

Orders may be placed up to 2,500 square yards per color
Available on standard backing only

Orders must have a ship to address
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Buy In, Pay Off, Trade Up, Scholastic Il 26, Windswept

WINDSWEPT PAY OFF

Rhubarb - 00823 Bankroll - 00877
BUY IN SCHOLASTIC 1l 26 TRADE UP WINDSWEPT
Solitaire - 00877 Drop & Add - 00700 Wager - 00877 Llama - 00156

WINDSWEPT PAY OFF

Indigo - 00453 Full House - 00545
BUY IN SCHOLASTIC 1l 26 TRADE UP WINDSWEPT
Poker Night - 00545 Tuition - 00471 CutThe Deck - 00545 Twilight - 00465

WINDSWEPT PAY OFF

Whole Wheat - 00157 Strike It Rich - 00253
BUY IN SCHOLASTIC Il 26 TRADE UP WINDSWEPT
Fortunate - 00253 Curricula - 00201 Bluff - 00253 Honey - 00146

Need a sample? Call - 800.241.4014 - patcraft.com 351



352

BUY IN
Jackpot - 00256

BUY IN
High Roller - 00337

BUY IN
Sleight of Hand - 00536

pdQ BASIC

SCHOLASTIC Il 26
Student Loans - 00701

SCHOLASTIC Il 26
Bowl Games - 00300

SCHOLASTIC Il 26
Undergraduate - 00572

WINDSWEPT
Stone - 00540

TRADE UP
Royal Flush - 00256

WINDSWEPT
Garden - 00350

TRADE UP
Lottery - 00337

WINDSWEPT
Kohl - 00545

TRADE UP
Blackjack - 00536

PAY OFF
Gold Standard - 00256

WINDSWEPT
Fox - 00595

PAY OFF
InThe Money - 00337

WINDSWEPT
Herb - 00323

PAY OFF
Capital Gains - 00536

WINDSWEPT
Iron - 00510






354

OPPORTUNITY KNOCKS
New City - 62502

OPPORTUNITY KNOCKS
Blank Canvas - 62702

OPPORTUNITY KNOCKS
Interview - 62205

pdQ BASIC

WINDSWEPT WORK IT
Iron - 00510 Flirt - 24502
PAY OFF STRIDE

Capital Gains - 00536 Parade - 49504

WINDSWEPT WINDSWEPT
Bark - 00731 Honey - 00146
PAYOFF STRIDE

Gold Standard - 00256 Saunter - 49708

WINDSWEPT
Stone - 00540

WINDSWEPT
Whole Wheat - 00157

GAIT STRIDE
Cantor - 51112 Cantor - 49112

PACE
Parade - 50504

GAIT
Parade - 50504

BUY IN
Jackpot - 00256

TRADE UP
Royal Flush - 00256

BUY IN
Fortunate - 00253

WORK IT
Wink - 24302



Opportunity Knocks, Pay Off, Gait, Pace, Stride, Trade Up, Buy In, Windswept, Work It

OPPORTUNITY KNOCKS
Ingenuity - 62400

OPPORTUNITY KNOCKS
Breakthrough - 62710

WINDSWEPT
Indigo - 00453

PACE
March - 50509

WINDSWEPT
Kohl - 00545

PACE
Stroll - 50702

Need a sample? Call - 800.241.4014 - patcraft.com

WINDSWEPT
Comet - 00522

WORK IT
Flatter - 24401

WINDSWEPT
Fox - 00595

WORK IT

Raised Eyebrow - 24514

BUY IN
Sleight of Hand - 00536

TRADE UP
Blackjack - 00536

STRIDE
Stroll - 49702

GAIT
Stroll - 51702

355






Stride, Pace, Gait

STRIDE PACE GAIT
Amble - 49101 Amble - 50101 Amble - 51101
STRIDE PACE GAIT
Cantor - 49112 Cantor - 50112 Cantor - 51112
STRIDE PACE GAIT
Stroll - 49702 Stroll - 50702 Stroll - 51702

Need a sample? Call - 800.241.4014 - patcraft.com 357



pdQ BASIC

STRIDE PACE GAIT
Gallop - 49303 Gallop - 50303 Gallop - 51303
STRIDE PACE GAIT
Cruise - 49407 Cruise - 50407 Cruise - 51407

PACE GAIT
March - 50509 March - 51509

358



Stride, Pace, Gait

STRIDE PACE GAIT

Parade - 49504 Parade - 50504 Parade - 51504
STRIDE PACE GAIT

Saunter - 49708 Saunter - 50708 Saunter - 51708

Need a sample? Call - 800.241.4014 - patcraft.com 359






Approach, Manner, Technique

APPROACH MANNER TECHNIQUE
Novel - 46209 Novel - 47209 Novel - 48209
APPROACH MANNER TECHNIQUE
Literal - 46201 Literal - 47201 Literal - 48201
APPROACH MANNER TECHNIQUE
Abstract - 46303 Abstract - 47303 Abstract - 48303

Need a sample? Call - 800.241.4014 - patcraft.com 361



APPROACH MANNER TECHNIQUE

Stylized - 46502 Stylized - 47502 Stylized - 48502
APPROACH MANNER TECHNIQUE
Structured - 46704 Structured - 47704 Structured - 48704

MANNER TECHNIQUE
Surreal - 47505 Surreal - 48505

362



Approach, Manner, Technique

APPROACH MANNER TECHNIQUE
Cautious- 46406 Cautious- 47406 Cautious- 48406
APPROACH MANNER TECHNIQUE
Shotgun - 46407 Shotgun - 47407 Shotgun - 48407
APPROACH MANNER TECHNIQUE
Free Form - 46508 Free Form - 47508 Free Form - 48508

Need a sample? Call - 800.241.4014 - patcraft.com 363



-Homeroom |l 26
-Socrates || 26
-Windswept

Homeroo m Il 26 Cramming 00526 (top)
Windswept Black Ice 00546 (bottom left)
Socrates Il 26 Baltasar 00521 (bottom right)




Homeroom |l 26, Socrates Il 26, Windswept

HOMEROOM Il 26 WINDSWEPT SOCRATES Il 26
Studious - 00847 Luxe - 00711 Fiske - 00819
HOMEROOM Il 26 WINDSWEPT SOCRATES 1l 26
Gymnasium - 00642 Rhubarb - 00823 Lewis - 00706
HOMEROOM Il 26 WINDSWEPT SOCRATES Il 26
Alma Mater - 00431 Twilight - 00465 Augustine - 00401

Need a sample? Call - 800.241.4014 - patcraft.com 365



HOMEROOM Il 26 WINDSWEPT SOCRATES Il 26

Seminar - 00430 Gem - 00341 Epicurus - 00515
HOMEROOM Il 26 WINDSWEPT SOCRATES 1l 26
Continuing Education - 00335 Herb - 00323 Strauss - 00324
HONMEROOM Il 26 WINDSWEPT SOCRATES Il 26
Night Classes - 00527 Kohl - 00545 Gellner - 00509

366



Homeroom Il 26, Socrates Il 26, Windswept

WINDSWEPT
Whole Wheat - 00157

WINDSWEPT
Beach - 00100

SOCRATES Il 26
Baltasar - 00521

Need a sample? Call - 800.241.4014 - patcraft.com




-Public Affairs
-Seal The Deal
-Shake On It
-Word Of Mouth



Public Affairs, Seal The Deal, Shake On It, Word of Mouth

PUBLIC AFFAIRS SEALTHE DEAL SHAKE ON IT WORD OF MOUTH
Dialogue - 00110 Dialogue - 00110 Dialogue - 00110 Dialogue - 00110
PUBLIC AFFAIRS SEALTHE DEAL SHAKE ON IT WORD OF MOUTH
Exchange - 00520 Exchange - 00520 Exchange - 00520 Exchange - 00520
PUBLIC AFFAIRS SEALTHE DEAL SHAKE ON IT WORD OF MOUTH
Bulletin - 00550 Bulletin - 00550 Bulletin - 00550 Bulletin - 00550

Need a sample? Call - 800.241.4014 - patcraft.com 369



PUBLIC AFFAIRS SEALTHE DEAL SHAKE ON IT WORD OF MOUTH

Investment - 00780 Investment - 00780 Investment - 00780 Investment - 00780
PUBLIC AFFAIRS SEALTHE DEAL SHAKE ON IT WORD OF VIOUTH
Portfolio - 00790 Portfolio - 00790 Portfolio - 00790 Portfolio - 00790

370
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HEADLINES Ii
Armstrong Again - 48301

HEADLINES 1I
Killer Bees Here - 48200

HEADLINES 1l
Four Minute Mile - 48502

FAMOUS LASTWORDS 1
DoesYour Dog Bite - 47301

FAMOUS LAST WORDS 1i
Look No Hands - 47200

FAMOUS LAST WORDS II
What Could GoWrong? - 47502

COLOR CHOICE
Timber - 00309

TWIST & SHOUT 1i
Hula Hoop - 00301

COLOR CHOICE
Coffee - 00750

TWIST & SHOUT 1l
Swivel - 00200

COLOR CHOICE
Lava - 00549

TWIST & SHOUT 1l
Pilates - 00400

FAMOUS LASTWORDS 1i
It's JustThe Wind - 47302

HEADLINES I
Patron Saint Of TV - 48302

FAMOUS LASTWORDS I
Hey Man, Watch This - 47701

HEADLINES II
7 Olympic Golds - 48201

FAMOUS LASTWORDS I
This Won't Hurt - 47402

HEADLINES 1l
Escape From Alcatraz - 48402



Headlines Il, Famous Last Words Il, Twist & Shout Il, Color Choice

COLOR CHOICE FAMOUS LASTWORDS I
Black - 00505 It's Easy - 47901

HEADLINES II FAMOUS LAST WORDS Ii TWIST & SHOUT I HEADLINES II

Sox Win - 48801 CutThe Red Wire - 47801 Peppermint Stick - 00801 Pluto Declassified - 48901
COLOR CHOICE FAMOUS LASTWORDS I
Suede - 00740 Don’tTry This At Home - 47401

HEADLINES I FAMOUS LAST WORDS Ii TWIST & SHOUT I HEADLINES I

Millions Grope in Dark - 48100 Let’s Be Friends - 47100 Spiral Cut - 00100 Genome Solved - 48401
COLOR CHOICE FAMOUS LASTWORDS 1
Taupe - 00760 Results May Vary - 47500

HEADLINES I FAMOUS LAST WORDS II TWIST & SHOUT I HEADLINES II

Titanic Found - 48501 No Problem - 47501 Twister - 00501 Immortal Cal - 48500

Need a sample? Call - 800.241.4014 - patcraft.com 373






Best Foot Forward, Night Moves, Strut Your Stuff, Color Your World, Color Choice

BEST FOOT FORWARD
Sandals - 04205

BEST FOOT FORWARD
Espadrilles - 04301

BEST FOOT FORWARD
Oxfords - 04514

Need a sample? Call - 800.241.4014 - patcraft.com

STRUTYOUR STUFF COLOR CHOICE
Foxtrot - 09703 Tobacco - 00150
NIGHT MOVES COLORYOUR WORLD

Lions, Tigers & Bears - 29703 Color Chart - 00711

STRUTYOUR STUFF COLOR CHOICE
Samba - 09312 Herbal - 00302
NIGHT MOVES COLORYOUR WORLD

Dancing InThe Moonlight - 29305 Color Scale - 00327

STRUTYOUR STUFF COLOR CHOICE
Rumba - 09514 Grey Metal - 00530
NIGHT MOVES COLORYOUR WORLD

Covert Operations - 29515 Color Chips - 00522
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BEST FOOT FORWARD
Slippers - 04410

BEST FOOT FORWARD
Loafers - 04703

BEST FOOT FORWARD
WingTips - 04716

STRUTYOUR STUFF
Swing - 09410

NIGHT MOVES
Sleepwalking - 29426

STRUTYOUR STUFF
Mambo - 09205

NIGHT MOVES
Shooting Star - 29102

STRUTYOUR STUFF
Paso Doble - 09716

NIGHT MOVES
Fire Flies - 29523

COLOR CHOICE
Deep Navy - 00485

COLORYOUR WORLD
Color Code - 00420

COLOR CHOICE
Pecan - 00101

COLORYOUR WORLD
Color Guard - 00101

COLOR CHOICE
Black - 00505

COLORYOUR WORLD
Color Crayons - 00505






RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD

Digital - 05807 Sequence - 00804 Exercise - 50802 Color Match - 00887
RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD
Telecommute - 05101 Angle - 00603 Yoga - 50101 Color Guard - 00101
RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD
HiDef - 05305 Pop - 00311 Meditation - 50309 Color Scale - 00327
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Big Splash!, Raise the Bar, Sound Investment, Color Your World

RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD
Nanotech - 05710 High Score - 00120 Organic - 50707 Color Crayons - 00505
RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD
Hybrid - 05704 Rip - 00202 Healthy Diet - 50703 Color Scheme - 00210
RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD
Terabyte - 05406 Dive-Sheet - 00418 Power Nap - 50406 Color Code - 00420

Need a sample? Call - 800.241.4014 - patcraft.com 379



RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD

Dreamliner - 05504 Smack - 00506 Massage - 50508 Color By Number - 00516
RAISETHE BAR BIG SPLASH! SOUND INVESTMENT COLORYOUR WORLD
Green - 05502 Platform - 00517 Attunement - 50505 Color Cartridge - 00521
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DECIDE
Topaz - 00780

DECIDE
Zincite - 00510

DECIDE
Mica - 00180

COMMIT
Onyx - 00580

COMMIT
Quartz - 00560

COMMIT
Sandstone - 00160

SUCCEED
Onyx - 00580

COMMIT
Topaz - 00780

SUCCEED
Quartz - 00560

COMMIT
Zincite - 00510

SUCCEED
Sandstone - 00160

COMMIT
Mica - 00180

SUCCEED
Topaz - 00780

DECIDE
Onyx - 00580

SUCCEED
Zincite - 00510

DECIDE
Quartz - 00560

SUCCEED
Mica - 00180

DECIDE
Sandstone - 00160



DECIDE
Meteorite - 00530

DECIDE
Calcite - 00520

Commit, Decide, Succeed

COMMIT
Sapphire - 00460

COMMIT
Granite - 00550

Need a sample? Call - 800.241.4014 - patcraft.com

SUCCEED
Sapphire - 00460

COMMIT
Meteorite - 00530

SUCCEED
Granite - 00550

COMMIT
Calcite - 00520

SUCCEED
Meteorite - 00530

DECIDE
Sapphire - 00460

SUCCEED
Calcite - 00520

DECIDE
Granite - 00550
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Modular's Never
Been This Flexible

BACKING

M EcoWorx” Modular

MODULAR

EcoWorx” Modular

EcoWorx” Modular

MR »Q

MODULAR  RESILIENT

Orders ship within 10 business days

Orders may be placed up to 2,500 square yards per color
for Modular products and 2,500 feet per color for Resilient
Avallable on standard backing only

Orders must have a ship to address
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-Easy On The Eyes
-Experience

-Flex

.Color Choice

Experience Philosophy 00500



FLEX COLOR CHOICE

Bend - 00305 Saxony Blue - 00405
EASY ONTHE EYES EXPERIENCE COLOR CHOICE COLOR CHOICE
Hocus Pocus - 00306 Sensation - 00300 Portabella - 00761 Glass - 00330
FLEX COLOR CHOICE
Coil - 00306 Deep Navy - 00485
EASY ONTHE EYES EXPERIENCE COLOR CHOICE COLOR CHOICE
Alakazam - 00412 Understanding - 00550 Ebony - 00500 Grey Metal - 00530
FLEX COLOR CHOICE
Fulcrum - 00501 Black - 00505
EASY ONTHE EYES EXPERIENCE COLOR CHOICE COLOR CHOICE
Bibbidy-Bobbidi-Boo - 00507  Philosophy - 00500 Light Taupe - 00104 Eggplant - 00990

Need a sample? Call - 800.241.4014 - patcraft.com 387
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EASY ONTHE EYES
Open Sesame - 00108

EASY ONTHE EYES
Abracadabra - 00110

EXPERIENCE
Knowledge - 00100

EXPERIENCE
Epiphany - 00200

FLEX
Pivot - 00104

COLOR CHOICE
Bluestone - 00400

FLEX
Action - 00207

COLOR CHOICE
Timber - 00309

Easy On The Eyes Tile, Experience Tile, Flex Tile, Color Choice

COLOR CHOICE
Pecan - 00101

COLOR CHOICE
Brasserie - 00725

COLOR CHOICE
Tobacco - 00150

COLOR CHOICE
Crimson - 00802






SCHOLASTIC 1 SCHOLASTIC I SCHOLASTIC I SCHOLASTIC 1I

Curricula - 00201 Laboratory - 00600 Student Loans - 00701 Enrolment - 00370
SCHOLASTIC I SCHOLASTIC 1 SCHOLASTIC 1l SCHOLASTIC I
Elective - 00501 Syllabus - 00770 Intramural - 00570 Dean - 00702
SCHOLASTIC 1 SCHOLASTIC 1 SCHOLASTIC I SCHOLASTIC I
Fraternity - 00765 Graduate Program - 00200 Drop & Add - 00700 Sorority - 00871
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Scholastic Il

SCHOLASTIC 1 SCHOLASTIC 1 SCHOLASTIC I SCHOLASTIC I
Undergraduate - 00572 Finals - 00525 Tenure - 00302 Tuition - 00471

SCHOLASTIC I SCHOLASTIC 1 SCHOLASTIC 1 SCHOLASTIC I
Transcript - 00402 Financial Aid - 00301 Academic Probation - 00401 Midterm - 00960

SCHOLASTIC I
Bowl Games - 00300

Need a sample? Call - 800.241.4014 - patcraft.com 391






PINSTRIPE SOCRATES 1I HOMEROOM Ii

Pin Curl - 05100 Sorel - 00105 Academy - 00238
PINSTRIPE SOCRATES i HOMEROOM I
Pin Oak - 05711 Fiske - 00819 Studious - 00847
PINSTRIPE SOCRATES i HOMEROOM I
Pin Cushion - 05109 Grosso - 00507 SAT’'s - 00539

Need a sample? Call - 800.241.4014 - patcraft.com 393



PINSTRIPE SOCRATES I HOMEROOM II

Pin Point - 05301 Strauss - 00324 Creative Writing - 00336
PINSTRIPE SOCRATES 1l HOMEROOM II

PinTail - 05416 Epicurus - 00515 Dorm - 00137
PINSTRIPE SOCRATES 1l HOMEROOM II

Pin Wheel - 05414 Confucius - 00416 Alma Mater - 00431

394



Socrates Il, Homeroom Il, Pinstripe

PINSTRIPE SOCRATES i HOMEROOM 1I

Pin Fish - 05413 Augustine - 00401 Cramming - 00526
PINSTRIPE SOCRATES 1i HOMEROOM i

Pin Hole - 05515 Gellner - 00509 Bulletin Board - 00525

Need a sample? Call - 800.241.4014 - patcraft.com 395






Tweed, Intrinsic, Color Your World

TWEED
Donegal - 96503

TWEED
Houndstooth - 96102

TWEED
Plaid - 96807

Need a sample? Call - 800.241.4014 - patcraft.com

INTRINSIC
Daily Bread - 00757

INTRINSIC
Beach Haus - 00173

COLORYOUR WORLD
Color Scheme - 00210

INTRINSIC
Organic Beet Juice - 00887

COLORYOUR WORLD
Color Reference - 00829

COLORYOUR WORLD
Color By Number - 00516

COLORYOUR WORLD
Color Palette - 00108

TWEED
Glen - 96205

COLORYOUR WORLD
Color Guard - 00101

TWEED
Breanish - 96804
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TWEED
Check - 96500

TWEED
Saxony - 96411

TWEED
Harris - 96409

INTRINSIC
Mood Du Jour - 00522

COLORYOUR WORLD
Color Wheel - 00503

INTRINSIC
Blueprint - 00448

COLORYOUR WORLD
Color Chips - 00522

INTRINSIC

Laundered Sheets - 00327

COLORYOUR WORLD
Color Hues - 00532

COLORYOUR WORLD
Color By Number - 00516

TWEED
Donegal - 96503

COLORYOUR WORLD
Color Code - 00420

TWEED
Yorkshire - 96512

COLORYOUR WORLD
Color Paper - 00314

TWEED
Welsh - 96300






COLOR CHOICE INDULGENCE

Tobacco - 00150 Day InThe Sun - 00275
SPLURGE EXHILARATION COLOR CHOICE
Prada Bag - 00275 Cause A Commotion - 00194 Ebony - 00500
COLOR CHOICE INDULGENCE
Pecan - 00101 Beach House - 00263
SPLURGE EXHILARATION COLOR CHOICE
Shopping Spree - 00263 Rattle My Cage - 00223 Tobacco - 00150
COLOR CHOICE INDULGENCE
Glass - 00330 Reality TV - 00347
SPLURGE EXHILARATION COLOR CHOICE
SpaTreatment - 00347 Good Chemistry - 00339 Timber - 00309
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SPLURGE
Dinner Party - 00438

SPLURGE

Shiny New Car - 00888

Need a sample? Call - 800.241.4014 - patcraft.com

Exhilaration, Splurge, Indulgence, Color Choice

COLOR CHOICE
Saxony Blue - 00405

EXHILARATION
Night Fever - 00454

COLOR CHOICE
Crimson - 00802

EXHILARATION
Stir It Up - 00889

INDULGENCE
High Roller - 00438

COLOR CHOICE
Deep Navy - 00485

INDULGENCE
Pop Culture - 00888

COLOR CHOICE
Egg Plant - 00990
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.10k
-Homeroom v 3.0
-Letterpress

-Hue
-Wallbase



bk, 10k, Homeroom v 3.0, Letterpress, Hue, Wallbase

WALLBASE WALLBASE LETTERPRESS
Latte - 00210 Dovetail - 00780 Hyphen - 00700
5K - 10K

Interval - 00510

WALLBASE WALLBASE LETTERPRESS
Buckhorn - 00770 Antique White - 00130 Tab - 00730
5K - 10K

Marathon - 00175

WALLBASE WALLBASE LETTERPRESS
Cocoa - 00680 Fawn - 00150 Apostrophe - 00150
5K - 10K

Stretch - 00720

Need a sample? Call - 800.241.4014 - patcraft.com

HOMEROOM YV 3.0
Midterms - 00510

HUE
Denim - 00490

HOMEROOM V 3.0
Varsity - 00970

HUE
Passionate - 00900

HOMEROOMYV 3.0
Curriculum - 00710

HUE
Midnight - 00580
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WALLBASE WALLBASE LETTERPRESS
Cobblestone - 00750 Sterling - 005100 Serif - 00500
5K - 10K

Race - 00445

WALLBASE WALLBASE LETTERPRESS
Slate - 00066 Frost - 00520 Script - 00530
5K - 10K

Endurance - 00530

WALLBASE WALLBASE LETTERPRESS
Carbon - 00001 Stone - 00560 Asteriks - 00590
5K - 10K

Finish Line - 00599

404 Need a sample? Call - 800.241.4014 - patcraft.com

HOMEROOM YV 3.0
Homecoming - 00490

HUE
Mineral - 00500

HOMEROOM V 3.0
Study Hall - 00590

HUE
Fireworks - 00800

HOMEROOM V 3.0
Friday Night Lights - 00470

HUE
Sunny - 00200



Feeling creative? If so, visit Chroma, our color customization tool that allows you to adjust colors,
patterns and product size firsthand — so you can create your own unique product, then download a pdf,
order a CAD, or request a sample of your design.

View most products in both broadloom and tile in multiple sizes.

Choose color from Chroma/or contact your account manager for access to a Color Matters Fiber (Eco
Solution Q Nylon) Box.

Depending on construction, ingredients and product type, minimums are negotiable per project —
contact the LAB or your account manager for product specific information.

Specifications are project specific not design specific.

See examples of custom colored patterns:



TRANSFORM DESIGN

With hundreds of custom projects completed, the LAB has been working closely with customers
to create unique designs to meet their specific design aesthetic. We understand the importance of

transforming an environment into a space that is comfortable, inviting, and useable for you and your
customers.

No matter what your idea, the LAB by Patcraft is available to make it come to fruition. The design

process is easy and the final product s all yours. Contact your sales representative to create a
flooring design that completes your design inspiration.



As we grow our product line, we are moving some of our older products to make
room for the new. Introducing the Never Ending Series, a group of products
that are just too good to drop. Because sometimes we just can't let go.

*Product available with a 300 square yard minimum with potentail pricing variance.



MODULAR

CELL STRUCTURE

OCTAVE

TECHNOLOGY

BROADLOOM

ARRANGE

DRIVE

CELL STRUCT. SMALL

OUTSIDETHE BOX

TIMBRE

ADVANTE GARDE

MODERNE

Never Ending Series

ELEMENT

PINCH

COMPOSE

URBAN ARTIFACTS

ELLIPSE

REFRACT LIGHT

CONDUCT

URBAN LEGANDS

IMAGINATION

REVEAL COLOR

CURATOR

To view all of the available colors in the Never Ending Series, www.patcraft.com.
For more information or questions, please contact Patcraft Custom Development at 770.387.7862

MIND’S EYE

SCIENCE



Adhesives

Backing

ClassicBac
UltraLoc Pattern
UltraLoc MPC

EcoWorx
Broadloom

EcoWorx

Performance
Broadloom

EcoWorx
Modular

Ecologix
Modular

Resilient

Specialty
Products

1000D
1200D
1036D
3800D
4000D
8300D
3500D

3600D

3800D

4000D
8300D

5000D

5001D

5100D

5036D

5800D

5900D

03LDR
03LDA
4100D
S150
MMS800
S123V
(Shaw 200)

S104V

6200D
9000D
9050D
5002
5003

5100SD

Style Name

Multi-Purpose Adhesive

Multi-Purpose Adhesive

Multi-Purpose Adhesive w/ Antimicrobial
(passes AATCC 174)

Indoor and Outdoor Adhesive

Broadloom Seam Sealer (12 per case)
Broadloom Seam Sealer for moisture
inpervious seams (MPC)(12 per case)
EcoWorx Broadloom Backings Adhesive

Ecoworx Broadloom Backings Adhesive
w/ Antimicrobial (passes AATCC 174)

EcoWorx Broadloom Backings Adhesive

Broadloom Seam Sealer (12 per case)
Broadloom Seam Sealer for moisture
inpervious seams (EPBL) (12 per case)
Pressure Sensitive Adhesive
Pressure Sensitive Adhesive

(same adhesive as 5000D)

Pressure Sensitive Adhesive

Pressure Sensitive Adhesive with
Antimicrobial (passes AATCC 174)

High Moisture Pressure Sensitive Adhesive

High Moisture Pressure Sensitive Adhesive

LokDots
(EcoWorx only - not approved for EcoLogix)
LokDots applicator

Spreadable Resilient Adhesive
Spray Adhesive for Resilient (6 per case)

Spreadable Adhesive for Mixed Materials
Collection (Required with MM Resilient)

Spreadable Resilient Adhesive (this adhesiveis 85% RH
NOT for high demand applications and does NOT

offer the under-bed warranty)

Heat Weld - Welding Rod

Chemical Weld (1 unitis 2 bottles of
solution with 1 applicator)

Tack Abatement Coating

Barrier Coat -- Floor Encapsulation
Floor Primer

Static Dissipative Pressure Sensitive
Modular Carpet Tile Adhesive

Static Dissipative Resilient Adhesive

Moisture Limit pH Limit Qty
51bs/85% RH 5-9 4 gal
5Ibs/85% RH 5-9 4 gal
5Ibs/85% RH 5-9 4 gal
81bs/90% RH H-9 4 gal
1qt
8 0z
51bs/85% RH 5-9 4 gal
51bs/85% RH H-9 4 gal
81bs/90% RH 5-9 4 gal
1qt
8 oz
51bs/85% RH 5-9 4 gal
51bs/85% RH H-9 1 gal
51bs/85% RH 5-9 4 gal
51bs/85% RH H-9 4 gal
10 1bs /95% RH 10 4 gal
10 1bs /95% RH 11 4 gal
101bs/95% RH 12
90% RH 10 4 gal
EcoBox
90% RH 10 22 0z
90% RH 5-9 4 gal
5-9 4 gal
50 g
4 gal
2.5 gal
4 gal
85% RH H-9 1 gal
4 gal
80% RH 7-10 4 gal

#/Pallet Coverage/ Spreadrate

48

48

48

48

45 cs
100 cs
48

48

48

45 ¢s
100 cs

48

48

48

48

48

48

96 cs

48

48
36
48
48

48

8 -10 yds per gallon using 1/8” u-notch
8 -10 yds per gallon using 1/8” u-notch
8 -10 yds per gallon using 1/8” u-notch

8 - 10 yds per gallon using 1/8” u-notch
550 - 600 linear ft. per quart
138 - 150 linear ft. per 8 oz bottle

pattern carpet 5- 7 yds per gallon

using 1/8” u-notch

non-pattern carpet- 8- 9yards per gallon
using 3/32” u-notch

pattern carpet - 8-10yards per gallon
using 1/8" u-notch

non-pattern carpet - 8 - 9 yds. per gallon
using 3/32" u-notch

550 - 600 linear ft. per quart

138 - 150 linear ft. per 8 oz bottle

Paint roller apllication will yield 35 - 40 yds
per gal. 1/16 V-Notch Trowel application
will yield 18 - 20 yds per gal.

Paint roller apllication will yield 35 - 40 yds
per gal. 1/16 V-Notch Trowel application
will yield 18 - 20 yds per gal.

Paint roller apllication will yield 35 - 40 yds
per gal. 1/16 V-Notch Trowel application
will yield 18 - 20 yds per gal.

1/16 Square-Notch Trowel application will
yield 16 - 20 yds per gal.

Paint roller application will yield 35-40 yds
pergal. 1/16” x 1/32" U-Notch Trowel
application will yield 28 - 33 yds per gal.
Paint roller apllication will yield 35 - 40 yds
per gal. 1/16 V-Notch Trowel application
will yield 18 - 20 yds per gal.

One sleeve = 8 rolls = approx. 250 yards
One case =96 rolls = approx. 3000 yards

175 - 225 square feet using a
1/16" x 1/32" x 1/32" u-notch
150 square feet per can

175 - 225 square feet using a
1/16" x 1/32" x 1/32" u-notch
varies for sheet or tile and porousity of the
substrate - see data sheet for spread rates

180" roll or 330’ roll
150 linear feet

33 yds/gal. using a medium nap paintroller
27 - 30 yds/gal.
350 - 500 sq. ft./gal.

1/16 u-notch Trowel application will yield
30yds/gal.

1/16 u-notch Trowel application will yield
150 - 180 sq. ft./gal.



StaticSmart™ ESD Flooring from Julie Industries

DISCOVERY ECO LANDMARK
Construction: Textured Loop Textured Loop
Fiber Type: Eco Solution Q® Nylon Eco Solution Q® Nylon
Gauge: 1/10 1/12
Stitches Per Inch: 10.0 9.17
Level 3 Tufted Yarn Weight: 24 oz. per sq. yd. 19 oz. per sq. yd.

MC/ESD Series Tufted Pile Height: 0.156 in. (5);;57; in.

Density: 1,519
CarpetTile Secondary Backing:  Conductive EcoWorx® Tile Conductive EcoWorx® Tile
Electrostatic Propensity: ESD STM 97.2: <20 V (w/conductive footwear) AATCC 134-06: < 0.4 kV (w/o conductive footwear)
Less than 0.4 KV Electrical Resistance: ESD S7.1/NFPA 99 Resistive/resistance characterization of materials:
— Grounded Conductive: 2.5 x 104 min,1.0 x 108 max Ohms. Static Dissipative: 1.0 x 106 min, 1.0 x 109 max Ohms.
D.0.D. HDBK263A, Section 40.1.2: Meets recommended guidelines for sensitive ESD devices, Class 1.
Meets FAA-STD-019e, Motorola R56 and ATIS-0600321.2010 guidelines for static control flooring.
ANSI/ESD S20.20-2014: < 1x 10° Ohm and < 100 volts <1x10° Ohm and < 100 volts
TARR:* > 3.0 Heavy > 3.5 Severe
Tile Size: 24" x 24" 24" x 24"




STATIC CONTROL
FLOORING
CARPET TILE + VINYL TILE




Minimizes nuisance static shocks. Two times more effective than standard commercial grade carpet.
All OFFICESMART ™ series carpet tile is manufactured using FiberSmart™ technology.

BOARDROOM 24" MODULARTILE
Contingency Strategize Incentive Scalable
Strategize Takeover Diligence
CONFERENCE 24" MODULAR TILE
Memo Synergy Presentation Bulletin
Synergy Interoffice Metrics
RESTRUCTURE 24" MODULARTILE
Alliance Consolidation Merger Joint Venture
Acquisition Partnership Acquisition

LEVEL 1 OFFICESMART™ APPLICATIONS PROTECTION METER

Note: OFFICESMART ™ tile is designed for high traffic/high use networked environments
to minimize nuisance static and to provide additional protection against static damage.

. Waiting rooms/conference rooms
. Offices

1

2

3. Lobbies o
4. Common areas Minimizes Static Build-Up
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Level 2 | LAN Series Carpet Tile

Eliminates nuisance static shocks and safely removes existing static build-up.

LAN 4.0 24" MODULARTILE

Honey Olive Golden Mocha Steel Gray

Note: Level 2 carpet tile
can be manufactured
with Level 3 technology
Call for details
800.225.6052

Midnight Deep Blue Midnight

LAN 4.2 24" MODULARTILE

Austen Christie Orwell Rowling

Note: Level 2 carpet tile
can be manufactured
with Level 3 technology
Call for details
800.225.6052

Austen Kipling Milton

Choosing the Right Static Control Carpet Just Got Easier

Until now, selecting the proper static control ESD flooring for a project was time-consuming and confusing
(kV ratings, conductive versus dissipative, grounded and non-grounded, Ohms, floor class ratings, etc.)

Introducing Julie Industries 3 Levels of Static Control

A straight-forward, user friendly, approach to specifying static control flooring
that takes the guesswork out of the process.

It's as easy as 1-2-3!

Note: StaticSmart™ LAN tile is designed for use in technology rich environments where
interruptions in computer or electronic equipment performance cannot be tolerated.

1. Broadcast and Media

2. Network Operations Centers

3. Computer server/equipment rooms
4. Data centers

Minimizes Static Build-Up N+1 Conductive Fiber Coverage

113



Level 3 | MIC Series Carpet Tile

Eliminates nuisance static shocks, safely removes existing static build-up,
and provides maximum static protection with N+1 conductive fiber coverage.

LANDMARK 24" MODULARTILE
Yellowstone Rushmore Redwood Hoover
Salt Lake Golden Gate Niagara Salt Lake
DISCOVERYECO 24" MODULARTILE
Magellan Houston Galileo Shackleton Grey
Shackleton Grey Livingstone Columbus Blue Crockett Carson

Note: Level 3 carpet tile can be manufactured with Level 2 technology Call for details 800.225.6052

Levels of Static Control Protection

LEVEL TYPE KV RATING GROUNDED CONDUCTIVE FIBER MISSION CRITICAL
0 Standard Commercial <3.5kV No Nominal No
1 OfficeSmart™ Series <2.0kV No 15% Coverage No

StaticSmart™ MC Series 100% Coverage

LEVEL 3 MC APPLICATIONS PROTECTION METER

Note: StaticSmart™ MC tile is designed for electronics manufacturing environments
and anyplace where 24/7 operational readiness, public safety, and security are at stake.

1. Public Safety/ E-9-1-1/ Justice Centers

2. Air Traffic Control

3. Emergency Operations & Command/Control/Communications
4. Electronics Manufacturing/Test/R&D

Minimizes Static Build-Up
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Features

e Lifetime Conductivity Warranty

e Solid Vinyl Tile

e NO WAX REQUIRED

e Summit Series Green for LEED Credits
e Quick Ship Inventory

 Meets ANSI/ESD S20.20-2014

e Meets Motorola R56 Guidelines

e Meets FAA-STD-019e

Applications

e Network Operation Centers
e Server Rooms

* Equipment Rooms

e Data Centers

e Access Flooring

e Public Safety

 Air Traffic Control

e R&D Labs

e Electronics Manufacturing
e Test & Engineering Labs

e MRI Suites

e Operating Rooms

e Cleanrooms

e Repair Labs

Static
Charges

N2

SUMMIT
ESD Vinyl

A4

Conductive
Adhesive

Building \
Ground Point Fk\\\\\
Subfloor
J_ Copper Ground Strip

Vv

Conductive elements manufactured into Summit Series vinyl tile,
along with conductive adhesive and a copper grounding strip fastened
to a ground point within the building, quickly and safely remove

static charges.

Do You Need Carpet?

StaticSmart has you covered with a full line of modular

carpet tile products available in three levels of protection

to suit any operational and aesthetic need. StaticSmart carpet
tile is Cradle-to-Cradle Certified™ at the Silver level.

Call for samples or information today 1-800-225-6052
or visit us at www.staticsmart.com

HH Level 3
PROTECTION

DISCOVERY ECO Series/Columbus Blue
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IMAGE GALLERY

Our image gallery is designed to spur creativity, spark
imagination, and show how flooring is transforming
performance in occupied spaces.

|
[l





























































Index by Style
B rO a d I O O m GSA CERTIFIED e e IP)I‘:(;?)UCTS DELIVERED QUICKLY

A H S
Aficionado 218 Hallo 204 Sabre 279
Approach 249 SEELMERT 264 Scholastic Il 26 281
Audio Echo 236 e Homeroom Il 26 265 Scholastic Il 28 282
Homeroomv 3.0 266 Seal The Deal 283
B Shake On It 285
e Best Foot Forward 250 L SUREIEEAL 261
oS 259 Leaflet 994 Socrates Il 28 288
Bohemian 220 Luxurious 232 : SS:unj In:eStment ?zz
e Standou
Buy In - M Stride 291
C e Strut Your Stuff 294
Manner 268 Succeed 292
e Carlo 208 e Sweet 236
Carry On 214 |
Channel Fade 238 Night Moves 269 T
HIEE A Nihao 206 Technique 295
 Cloisonne I 255 e Nino 212 S e 200
Color Choice 256 Trade Up 296
Color Your World 257 (9] Twist & Shout I| 297
Commit 258 _
Opportunity Knocks 271
D e Options 190 U
* Ownlt 216 e Understated 234
Decide 260
Double Exposure 242 P \V
E Pace 272 Virtual Current 240
Pay Off 273 Vivant 226
Exquisite 228 Perpetual Motion 244
e Platform 192 W
F Prado EPBL 274 |
Famous Last Words I 262 Public Affairs 276 w:)nrglst\;\;el\iuth zgg
Full Bloom 222 = . Work It 301
G Raise The Bar 278
Gait 263 * Rotolo [EL
* Gio 210
Glamorous 230

e Grata 196



Index by Style
IVI O d u | a r GSA CERTIFIED e il IF?F(:OC:JUCTS DELIVERED QUICKLY

A Ecot Script 52 e | oft 44 U
Enflecti 62 Log | 92
* Ah-Ha 82 HEEHON e Urban Garden 104
: Enform 64
Aire 22 :
Entry Point 72 M
Aperture 152 . 66
Aura 24 VETSE Metallix 6 \Y
Ethereal 26
_ _  Modern Geometry 116
e Exhilaration 171 : Velvet 146
B _  Modern Geometry Brites118 :
e Experience 96 : * Vim 156
_ Mohair 142 "
* Big Splash! 164 _ * Vivid 158
r  Moving On Up 138
c Fabrix 10 O W
Cashmere 140 * Flex 63 Walk Right In Il 74
On The Right Foot 13
e City Flora 120 Flutter 34 O”t_ #Irlit e ¥ Wood Planx g
IX
e Clean Lines 122 Futura 106 Oprb't I . Work, Study, Play 160
Color Block 110 e
e Color Choice 166 G Y
Color Choice Facet 16 P
Geometrix 12 . * Yield 10
Color Pop 112 Pfaseo. 28
e Color Your World 168 H * Pinstripe 178
Plush Li 123
Conundrum 169 =Rl 144
- Tl B 124 e Homeroom Il 26 172 * Prado 30 o 3K 76
Cube & Colour 4 Homeroom v 3.0 173 Prose 102 e HK 78
* Hue 84 1] ¢ 80
D R
I
Dart 39 e Razzle 130
» Dazzle 128  ° ldea 86
e Deflect 139 e Indulgence 175 S
Dismantle 56 I FI_igh.t S » Scholastic |l 179
Displace 08 > Iirs)E ol Shadowgraph 154
Disrupt 60 r Sign Off 94
* Diverge 134 e Socrates I 180
Download 90 e Jot 88 e Speak in Color 148
e Dwell 38 e Speakin Design 150
L e Splurge 182
E e
Layered Expression H4 SIEe o
e Earthen Weave 126 Leaflet 100
e Easy On The Eyes 136 e Linea 177 T
Ecot 48 Linea 2 114 e Thought 98

Ecot Color 50 e Liquid 42 e Tweed 184



Index by Style
Resilient

A

Admix 304

Aggregate 326

Arbor Crest 306
B

Bounce Back 308

Brookwood+ 310
C

Chartered 334

Click Refresh 312
D

Dissipate 328
=

Forge Ahead 314
H

Highland Forest 4" 316

Highland Forest 6" 316
L

Letterpress 336
M

Metallix 12" x 24" 318

Metallix 9x36 318

Metallix Facet Tile 318
[\

North Ridge 4" 322

North Ridge 6" 322

(0
Organic Hue 324
S
Stratified+ 330
T
Timber Grove 12 mil 332
Timber Grove 20 mil 332
Typeface 338
W
Woodland View 340
Wood Planx 9x36 320
Wood Planx Facet 320



Index by Style
PDQ

A ! T
Approach 360 Indulgence Tile 399 Technique 360
Intrinsic Tile 396 Trade Up 350
B Tweed Tile 396
: L Twist & Shout I 371
Big Splash! 377
Best Foot Forward 374 Letterpress 402
: W
Buy in 350
M WELLER: 402
C Windswept 350
| Manner 360 Word 0f Mouth 368
Color Choice 399 Work It 353
Color Choice Tile 386 \V
gglrglrn\i/furWOrld 22? Night Moves 374 123
5k 402
D O 10k 402
Decide 381 Opportunity Knocks 353
E P
Easy On The Eyes 386 Pace 393
Exhilaration Tile 399 Pay Off 350
Experience Tile 386 Pinstripe Tile 392
Public Affairs 368
£ R
Famous Last Words |l 371 _
Flex Tile 386 Raise the Bar 377
G 3
Gait 353 Scholastic Il 26 350
Scholastic |l Tile 389
H Seal The Deal 368
Shake On It 368
FEELIMERL 371 Socrates Il 26 364
Homeroom |l 26 364 Socrates Il Tile 392
Homeroom Il Tile 392 Sound Investment 371
Homeroom v 3.0 402 Splurge Tile 399
Hue 402 Stride 353
Strut Your Stuff 374

Succeed 381













<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Sheetfed Coated v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.7
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /JPXEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG2000
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /JPXEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG2000
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 20
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 150
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /ExportLayers /ExportVisiblePrintableLayers
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /WorkingRGB
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


